TEXNIKEZ NPOAIATPA®EZ EIAQN EZONAIZMOY

TMHMATOz 7

A.2 EZOMNAIZMOZ EPTAZTHPIOY EME=ZEPTAzIAZ HXOY

A.2.1 YHOIAKH KONZOAA HXOY

NPOAIATPADH AMAITHZH IYMMOP®Q3H
INPUT CHANNELS 72 MONO

MIX BUSES 48

MATRICES 12 (INPUT TO MATRIX SUPPORTED)
STEREO BUSES 2

MONO BUSES 1 (STEREO B CAN BE CHANGED)
CUE BUSES 2

ANALOG INPUT 16

ANALOG OUTPUT 16

DANTE I/O PRIMARY / SECONDARY

AES/EBU INPUT 0

AES/EBU OUTPUT 1 (2CH)

EXPANSION SLOT (PY SLOT) | 1

WORD CLOCK 1/0 IN/OUT

MIDI 1/0 NO (MIDI PROTOCOL SUPPORTED ON USB TO
HOST)

GPI 5IN/50UT

UsB 2 (FILE SAVE / LOAD, 2 TRACK REC / PLAY)

USB TO HOST 1 (USB TYPE-C, USB2.0)

ETHERNET YES

METER BRIDGE ON SCREEN

LAMP 0 (BUILT-IN LED STRIP LIGHT)

VIDEO OUT NO

TCIN YES

PHONES 1

AC INLET 2 (V-LOCK TYPE)

EXTERNAL REDUNDANT PSU | BUILT-IN DUAL POWER SUPPLY

NUMBER OF SCENES 500

RECALL SAFE YES

FOCUS RECALL YES

FADE TIME YES

PREVIEW NO




SELECTIVE LOAD / SAVE YES

GLOBAL PASTE YES

EVENT LIST NO

OVERLAY NO

ISOLATE NO

TACTILE CONTROL KEYS NO

INPUT A/B YES

GAIN COMPENSATION YES

DIGITAL GAIN YES (-96 DB TO +24 DB)

ATT YES (-96 DB TO +24 DB)

HPF 20 HZ TO 2,000 HZ, -6/-12/-18/-24 DB/OCT
SELECTABLE

PEQ 4 BAND FULL PEQ,(4 ALGORITHMS, RTA OVERLAY
SUPPORTED)

LPF 20 HZ TO 20 KHZ, -6/-12 DB/OCT

DYNAMICS 1 LEGACY COMP / COMP260 / EXPANDER / GATE /
DUCKING/ DE-ESSER

DYNAMICS 2 LEGACY COMP / COMP260 / EXPANDER / GATE /
DUCKING
/ DE-ESSER / FET LIMITER / DIODE BRIDGE COMP

INPUT DELAY YES (0 MS TO 1,000 MS)

PAN CENTER NOMINAL / LR NOMINAL

DCA GROUP 24 (OUTPUT DCA SUPPORTED)

DCA ROLLOUT YES

WIRELESS MIC MONITORING | YES

RTA YES

DELAY COMPENSATION YES

OUTPUT PORT DELAY YES (UP TO 20 PORTS) * FUTURE UPDATE

SUB IN YES

USER LEVELS YES

CHANNEL LINK YES

TEMPORARY CHANNEL LINK | YES * FUTURE UPDATE

MULTI LANGUAGE CHANNEL | YES

NAMES

MIX / MATRIX TO INPUT YES

SPLIT MODE YES

ASSIST YES (HA / NAMING / FADER)

DISPLAYS 12.1" MULTI-TOUCH X 1, 7" MULTI-TOUCH X 1

FADERS 12 +4

CHANNEL / SCREEN YES

ENCODERS

CHANNEL NAME / COLOR NO (ON-SCREEN)

DISPLAYS




CUSTOM FADER BANKS

YES

SHIFT KEYS

YES

USER DEFINED KEYS

SURFACE: 6 (6 KEYS X 4 BANK)
UTILITY SCREEN (ON-SCREEN): 12 (12 KEYS X 4
BANK)

USER DEFINED KNOBS

YES (BY 4 ENCODERS BELOW THE UTILITY
SCREEN)

TOUCH AND TURN KNOB YES
MONITOR LEVEL KNOB NO
ARM REST YES
RACK MOUNTABLE YES

TOUCH

EDITOR DM7 EDITOR (WIN/MAC)
STAGEMIX DM7 STAGEMIX
MONITORMIX YES

CONSOLE FILE CONVERTER YES

PROVISIONAIRE CONTROL / YES

SOFTWARE PACKAGE

BROADCAST PACKAGE, THEATRE PACKAGE

A.2.2 ENIOANEIA EAEFXOY WHOIAKHZ KONZOAAZ HXOY

NPOAIATPADH

ANAITHZH

ZYMMOPODOQzIH

FADER

100 MM TOUCH-SENSITIVE MOTORIZED FADER x
2

POWER REQUIREMENTS AC
INPUT

AC 100-240V, 50/60 HZ; AC POWER INPUT: V-
LOCK TYPE

EXT. DC INPUT DC24 V+1.2V,0.78 A OR HIGHER, XLR 4-PIN
CHASSIS CONNECTOR

POWER CONSUMPTION 20w

DIMENSIONS (W x H x D) 191 MM x 323 MM x 562 MM (INCLUDING LINK

DEVICE ONLY BRACKETS AND SCREWS, AND RUBBER FEET)

DEVICE LINKED

973 MM x 324 MM x 564 MM (INCLUDING SIDE
PADS AND RUBBER FEET)

WEIGHT 7 KG
NC VALUE FAN SPEED LOW NC=20
FAN SPEED HIGH NC=30

OPERATING TEMPERATURE
RANGE

MIN: 0°C, MAX: 40°C

STORAGE TEMPERATURE
RANGE

MIN: -20°C, MAX: 60°C

ACCESSORIES

OWNER’S MANUAL, AC POWER CORD, DEK-DM7-
BR LICENSE CODE LEAFLET, DEK-DM7-TH LICENSE
CODE LEAFLET

OPTIONAL ITEMS

PA-700 AC ADAPTOR




A.2.3 YINIONOrIIZTHZ DESKTOP

NPOAIATPADH

ANAITHZH

ZYMMOPODOQIH

EMEZEPTAZTHZ

12-MYPHNH CPU ME 8 NMYPHNEZ EMIAOZHZ KAl 4
MYPHNE2 ANOAOTIKOTHTA2

30-MYPHNH GPU

16-NMYPHNO NEURAL ENGINE

EYPOZ ZQONHZ MNHMHZ 400 GB/S

MNHMH

64 GB ENOMNOIHMENHZ MNHMHZ

XQPOX ANOGOHKEYZHZ

1TB

YMNOXTHPIZH OOONHZ

TAYTOXPONH YMOZTHPI=H A EQ2 KAI TENTE
OOONEz2:

TEZZEPIZ OOONE2 ME ANAAYZH 6K 2TA 60 HZ
MEZQ OYPAZ THUNDERBOLT KAl MIA O©GONH ME
ANAAYZ2H 4K 2TA 60 HZ ME2Q OYPAX HDMI

AYO OOONEZ ME ANAAYZH 6K 2TA 60 HZ MEZQ
OYPAX THUNDERBOLT KAI MIA OOONH ME
ANAAY2H 8K 2TA 60 HZ H ANAAYZH 4K EQ2 KAI
240 HZ ME2Q OYPAX HDMI

WHOIAKH EZ0AOZ BINTEO
THUNDERBOLT 4

YMNOXTHPI=H TA ETTENH EZOAO DISPLAYPORT
MEZQ USB-C

‘EZ0AOZ BINTEO OOONHZ
HDMI

YMNOZTHPIZH MNA MIA OOONH ME ANAAY2H EQ2
8K 2TA 60 HZ H 4K ZTA 240 HZ

YMNOZTHPIZH MA METABAHTO PYOMO
ANANEQZH? (VRR), HDR KAI MOAYKANAAO HXO

ZYNAEZEIZ KAl
AYNATOTHTEZ EMEKTAZHZ

1) TESSEPIZ GYPESZ THUNDERBOLT 4 MOY
YMOSTHPIZOYN:

THUNDERBOLT 4 (EQS KAI 40 GB/S),
DISPLAYPORT, USB 4 (EQS KAI 40 GB/S),USB 3.1
GEN 2 (EQs KAI 10 GB/S)

2) AYO OYPES USB-A (EQS KAI 5 GB/S)

3) @YPA HDMI

4) 10 GB ETHERNET

5) YIOAOXH AKOYSTIKQN 3,5 MM

6) AYO GYPEZ USB-C

(EQS KAI 10 GB/S)

7) YIOAOXH KAPTAZ SDXC (UHS-I1)

EMIKOINQNIEZ

1) WI-FI 6E (802.11AX)2

2) BLUETOOTH 5.3

3) ETHERNET 10 GB (NBASE-T ETHERNET ME
YNOZTHPIZH 1 GB, 2,5 GB, 5 GB KAI 10 GB
ETHERNET ME XPHZH BYIMATOS RJ-45)




A.2.4 OOONH YMNMOAOrIZTH

MNPOAIATPA®H ANAITHZH ZYMMOP®DQZH
SCREEN TYPE ACTIVE MATRIX - TFT LCD

PANEL TYPE IN-PLANE SWITCHING TECHNOLOGY
ASPECT RATIO 16:9

VIEWABLE IMAGE

DIMENSIONS

DIAGONAL 68.47 CM (27 IN.)

ACTIVE AREA

HORIZONTAL 596.74 MM (23.49 IN.)

VERTICAL 335.66 MM (13.22 IN.)

AREA 200301.74 MM? (310.47 IN.2)

PIXEL PITCH 0.1554 MM X 0.1554 MM

PIXEL PER INCH (PPI)

163.18

VIEWING ANGLE

HORIZONTAL 178° (TYPICAL)
VERTICAL 178° (TYPICAL)
BRIGHTNESS 400 CD/M? (TYPICAL)
CONTRAST RATIO 2000 TO 1 (TYPICAL)

DISPLAY SCREEN COATING

ANTI-GLARE TREATMENT OF THE FRONT
POLARIZER (3H) HARD COATING

BACKLIGHT

LED

RESPONSE TIME (GRAY TO
GRAY)

5 MS (FAST MODE)
8 MS (NORMAL MODE)

COLOR DEPTH

1.07 BILLION COLORS

COLOR GAMUT

100% SRGB
100% REC.709
98% DCI-P3

CALIBRATION ACCURACY

DELTA E < 2 (AVERAGE) (SRGB, REC.709, DCI-P3)

CONNECTIVITY

e 1 X DP 1.4 WITH DSC SUPPORT (HDCP 2.2)
e 1XDP OUT

e 1 X HDMI 2.0 (HDCP 2.2)

e 1 X USB-C (DP1.4 (HDCP 2.2) WITH DSC
SUPPORT, PD: 90W, 2/4 LANES SWITCHING) —
UPSTREAM

e 1 X USB-C (USB 3.2 GEN2, 10 GBPS KVM)
UPSTREAM

* 1 X ANALOG 2.0 AUDIO LINE OUT (3.5 MM
JACK)

e 4 X USB-A (USB 3.2 GEN2, 10 GBPS)

e 1 X RI45

QUICK ACCESS:

e 1 X USB-A (USB 3.2 GEN2 10 GBPS) WITH BC 1.2




¢ 1 X USB-C (USB 3.2 GEN2 10 GBPS, 15W)
DOWNSTREAM

7.35 MM
TOP LEFT/RIGHT BOTTOM 7.35 MM

10.00 MM
HEIGHT ADJUSTABLE STAND | 150.00 MM
TILT -5°TO 21°
SWIVEL -45°TO 45°
PIVOT -90° TO 90°
CABLE MANAGEMENT YES
RESOLUTION

SPECIFICATIONS

HORIZONTAL SCAN RANGE

15KHZ TO 140KHZ

VERTICAL SCAN RANGE

23HZ TO 86HZ

MAXIMUM PRESET
RESOLUTION

3840 X 2160 AT 60HZ

VIDEO DISPLAY CAPABILITIES
(HDMI & DP & USB-C
ALTERNATE MODE)

480P, 576P, 720P, 10801 (HDMI ONLY), 1080P,
2160P

A.2.5 HXEIO MONITOR TYNOY A

NPOAIATPADH

ANAITHZH

ZYMMOPODOQIH

ACOUSTICS

FREE FIELD FREQUENCY
RESPONSE +6 DB

41 HZ...21.4 KHZ

FREE FIELD FREQUENCY
RESPONSE +3 DB

44 HZ ... 21 KHZ

PASS BAND FREE FIELD
FREQUENCY RESPONSE

48 HZ ... 20.5 KHZ, +1.25 DB

FREE FIELD FREQUENCY
LINEARITY DEVIATION
BETWEEN 100 HZ AND 10
KHZ

+0.7 DB

REPRODUCTION ACCURACY
BETWEEN 100 HZ AND 10
KHZ: 100%, 80%, 50% OF
LOUDSPEAKERS PRODUCED

+0.45; +0.30; +0.17 DB

SELF-GENERATED NOISE AT
10 CM (WITH INPUT GAIN
SET TO 100 DB SPL FOR 0
DBU)

<20 DB(A) SPL

SINE WAVE OUTPUT WITH A
THD < 0.5 % AT 1 M IN HALF
SPACE

95 DB SPL (>97 HZ)




MAX. SPL CALC. IN HALF
SPACE AT 3% THD AT 1M
(AVERAGED BETWEEN 100
HZ AND 6 KHZ)

116.8 DB SPL

MAX. SPL IN FULL SPACE AT
3% THD AT 1M (AVERAGED
BETWEEN 100 HZ AND 6
KHZ)

110.8 DB SPL

BASS CAPABILITY: MAX. SPL
IN HALF SPACE AT 3% THD AT
1M (AVERAGED BETWEEN 50
HZ AND 100 HZ)

105.1 DB SPL

MAX. SHORT TERM SPL
WITH IEC-WEIGHTED NOISE
(IEC 60268-5) AT 1 M, IN
TYPICAL LISTENING
CONDITIONS

108 DB(C) SPL

MAX. SHORT TERM SPL
WITH MUSIC MATERIAL AT
2.3 M IN TYPICAL LISTENING
CONDITIONS (PAIR / FULL
RANGE)

98 DB(C) SPL

MAX. SHORT TERM SPL
WITH MUSIC MATERIAL AT
2.3 M, IN TYPICAL LISTENING
CONDITIONS (PAIR WITH
SUBWOOFER)

104 DB(C) SPL

MAX. LONG TERM SPL WITH
PINK NOISE AT 2.3 M, IN
TYPICAL LISTENING
CONDITIONS (SINGLE / PAIR
FULL RANGE)

88 /93 DB(C) SPL

MAX. LONG TERM SPL WITH
PINK NOISE AT 2.3 M, IN
TYPICAL LISTENING
CONDITIONS (SINGLE / PAIR
WITH SUBWOOFER)

87 /93 DB(C) SPL

DOLBY DARDT. MAX SPL 113 DB SPL
FULLRANGE
DOLBY DARDT. MAX SPL 119 DB SPL

BASS MANAGED

RECOMMENDED LISTENING
DISTANCE

1.0..2.0 M; (3'... 6

FEASIBLE LISTENING
DISTANCE

0.75 .. 4.0 M; (2'6"... 12')

ACOUSTICAL PRINCIPLE

BASSREFLEX, PORTS AT THE FRONT




ANALOG INPUTS AND
OUTPUTS

ANALOG INPUT(S)

XLR: ANALOG ELECTRONICALLY BALANCED

ANALOG INPUT IMPEDANCE

24K OHMS

MAX. INPUT LEVEL

+24 DBU FOR 94 DB SPL SETTING; +14 DBU FOR
100 DB SPL SETTING; +9 DBU FOR 108 DB SPL
SETTING; -1 DBU FOR 114 DB SPL SETTING

COMMON MODE REJECTION
RATIO (CMRR)

>56 DB @ 15KHZ

VOLUME CONTROL

VIA MA 1 SOFTWARE

VOLUME CONTROL RANGE;
RESOLUTION

0..-o=DB; 0.1 DB

ANALOG DYNAMIC RANGE;
THD+N (A-D-A)

118 DB, A-WEIGHTED, 90 DB

DIGITAL INPUTS AND
OUTPUTS

DIGITAL INPUT(S)

RCA (75 Q): S/PDIF

DIGITAL OUTPUT(S)

RCA (75 Q): S/PDIF

MAX. DIGITAL INPUT LEVEL; 1.2V
PK-PK, UNBALANCED /

BALANCED

DIGITAL CONVERTER: 24 BIT

RESOLUTION; DESIGN

DIGITAL CONVERTER:
SAMPLING RATE

32 KHZ..200 KHZ

DIGITAL INTERNAL
SAMPLING RATE

48 KHZ

OUTPUT SAMPLING RATE

IDENTICAL TO INPUT SAMPLE RATE

DYNAMIC RANGE A-D 121 DB(A)
DYNAMIC RANGE A-D-A 118 DB(A)
(CONVERTER)

DYNAMIC RANGE D-A 121 DB(A)

DIGITAL SENSITIVITY

-18 DBFS =100 DBSPLAT1 M

LATENCY ADA / DA

ANALOG INPUT,: 2.6 MS; SPDIF INPUT: 2.1 MS

DELAY: USER ADJUSTABLE
DELAY RANGE

0..120 MS

DELAY: RESOLUTION: TIME;
DISTANCE

20.8 uS

DELAY: MAX. FRAMES
AUDIO-VIDEO
SYNCHRONISATION (LIP
SYNC)

0...120 MS FOR TOF=0MS, DEPENDS ON APP
IMPLMENTATION

DELAY: TIME-OF-FLIGHT
MAXIMUM DISTANCE

0...120 MS FOR LIPSYNC=0MS, DEPENDS ON APP
IMPLMENTATION

USER INTERFACES
(BACKPLATE)




INPUT GAIN CONTROL
(SENSITIVITY)

ODB..-15DB

OUTPUT LEVEL CONTROL
(OUTPUT LEVELIN 1 M
BASED ON 0 DBU INPUT
LEVEL)

94, 100; 108; 114 DB SPL

EQUALIZATION: BASS 0;-2;-4;-6 DB

EQUALIZATION: LOW-MID 0;-2;-4;-6 DB

EQUALIZATION: TREBLE +1;0;-1;-2DB

INPUT SELECT ANALOG; S/PDIF L; S/PDIF R; MONO
GROUND LIFT YES

CONTROL LOCAL; NETWORK

MAINS SWITCH YES

MAINS VOLTAGE SELECT

UNIVERSAL POWER SUPPLY 100 V™~ ... 240 V~

ELECTRONICS - CONTROLLER

CONTROLLER DESIGN

DIGITAL; ACTIVE

DSP RESOLUTION

32 BIT AUDIO, PROCESSING 64 BIT DOUBLE
PRECISION

CROSSOVER FREQUENCY 1700 HZ
CROSSOVER SLOPE 48 DB / OCTAVE
EQUALIZATION: VIA NO

CONTROL SOFTWARE

AUTOMATIC ROOM YES

CALIBRATION VIA MA 1

FIR PHASE CORRECTION

LINEAR PHASE (120 HZ ... 16 KHZ; +/- 45°)

PROTECTION CIRCUITRY

INDEPENDENT SOFT CLIP, PEAK AND THERMO
LIMITERS FOR WOOFER AND TWEETER; WOOFER
EXCURSION LIMITER; THERMO LIMITER FOR THE
ELECTRONICS AND AMPLIFIERS

INFRASONIC FILTER:
FREQUENCY; SLOPE

40 HZ; 12 DB / OCTAVE

REMOTE CONTROL

MA 1 SOFTWARE VIA AN RJ45 CONNECTOR
CARRYING STANDARD IP DATA

DISPLAY: ON; NORMAL LOGO “WHITE”
OPERATION

DISPLAY: IDENTIFICATION LOGO “ROSE”
DISPLAY: LIMIT / CLIP / LOGO “RED”

ERRORS / PROTECTION
/BOOT MUTE / SHUT DOWN
MUTE

LOGO BRIGHTNESS

VIA MA 1 SOFTWARE

ELECTRONICS - AMPLIFIERS
AND POWER SUPPLY




OUTPUT POWER WOOFER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 10%)

145 W

OUTPUT POWER TWEETER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 10%)

100 W

OUTPUT POWER WOOFER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 0.1%)

120 W

OUTPUT POWER TWEETER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 0.1%)

80W

MAINS POWER SUPPLY:
INPUT VOLTAGE; FREQUENCY

100-240 V; 50/60 HZ

POWER CONSUMPTION (230
V /100 V): STANDBY

0.3W

POWER CONSUMPTION (230
V /100 V): IDLE

15w

POWER CONSUMPTION (230
V /100 V): FULL OUTPUT

320 W

STANDBY

AUTOMATIC, 90 MINS (DEFAULT); USER DEFINED
IN SOFTWARE

MECHANICS

CABINET MATERIAL

COMPOSITE POLYCARBONATE FRONT AND REAR,
WOODEN SLEEVE

CABINET SURFACE FINISH;
COLOR (FRONT / BACK)

PAINTED; METALLIC ANTHRACITE (RAL 7021) /
BLACK (RAL 9005)

OPERATING CONDITIONS

+10° CTO +40° C; (+50° F TO +104° F); <75% RH,
NON-CONDENSING

TRANSPORT/STORAGE -25° CTO +60° C; (-13° F TO 140° F); <90% RH;

CONDITIONS NON-CONDENSING

WOOFER 130 MM; (5.25") WITH PROTECTING BLACK
METAL GRILLE

TWEETER 25 MM; (1") WITH PROTECTING BLACK METAL

GRILLE

MOUNTING POINTS

2 X M6 THREADED INSERTS WITH 70 MM
SPACING ON BACK PANEL; THREAD DEPTH 15
MM; (5/8")

PRODUCT DIMENSIONS
(HEIGHT X WIDTH X DEPTH)

287 X182 X227 MM; (11.3" X 7.16 " X 8.94")

INTERNAL NET VOLUME 6.0L
EXTERNAL NET VOLUME 11.31L
ACOUSTICAL AXIS 91 MM; (3.6 ")
HORIZONTAL

ACOUSTICAL AXIS VERTICAL 166; (6.5 "

(FROM BOTTOM)




A.2.6 HXEIO MONITOR TYNOY B

RESPONSE +3 DB

NPOAIATPAODH ANAITHZH ZYMMOPODOQIH
ACOUSTICS

FREE FIELD FREQUENCY 53 HZ ... 21 KHZ

RESPONSE +6 DB

FREE FIELD FREQUENCY 57 HZ ... 21 KHZ

PASS BAND FREE FIELD
FREQUENCY RESPONSE
(REPRODUCTION ACCURACY)

61 HZ...20 KHZ, +1.25 DB

FREE FIELD FREQUENCY
LINEARITY DEVIATION
BETWEEN 100 HZ AND 10
KHZ

+0.7DB

REPRODUCTION ACCURACY
BETWEEN 100 HZ AND 10
KHZ: 100%, 80%, 50% OF
LOUDSPEAKERS PRODUCED

+0.26; +0.23; +0.17 DB

SELF-GENERATED NOISE AT
10 CM (WITH INPUT GAIN
SET TO 100 DB SPL FOR 0
DBU)

<20 DB(A) SPL

SINE WAVE OUTPUT WITH A
THD < 0.5 % AT 1 M IN HALF
SPACE

90 DB SPL (>200 HZ)

MAX. SPL CALC. IN HALF
SPACE AT 3% THD AT 1M
(AVERAGED BETWEEN 100
HZ AND 6 KHZ)

108.8 DB SPL

MAX. SPL IN FULL SPACE AT
3% THD AT 1M (AVERAGED
BETWEEN 100 HZ AND 6
KHZ)

102.8 DB SPL

BASS CAPABILITY: MAX. SPL
IN HALF SPACE AT 3% THD AT
1M (AVERAGED BETWEEN 50
HZ AND 100 HZ)

96.8 DB SPL

MAX. SHORT TERM SPL
WITH IEC-WEIGHTED NOISE
(IEC 60268-5) AT 1 M, IN
TYPICAL LISTENING
CONDITIONS

104 DB(C) SPL

MAX. SHORT TERM SPL
WITH MUSIC MATERIAL AT
2.3 M IN TYPICAL LISTENING

93 DB(C) SPL




CONDITIONS (PAIR / FULL
RANGE)

MAX. SHORT TERM SPL
WITH MUSIC MATERIAL AT
2.3 M, IN TYPICAL LISTENING
CONDITIONS (PAIR WITH
SUBWOOFER)

100 DB(C) SPL

MAX. LONG TERM SPL WITH
PINK NOISE AT 2.3 M, IN
TYPICAL LISTENING
CONDITIONS (SINGLE / PAIR
FULL RANGE)

88 /93 DB(C) SPL

MAX. LONG TERM SPL WITH
PINK NOISE AT 2.3 M, IN
TYPICAL LISTENING
CONDITIONS (SINGLE / PAIR
WITH SUBWOOFER)

91/ 96 DB(C) SPL

DOLBY DARDT. MAX SPL 113 DB
FULLRANGE
DOLBY DARDT. MAX SPL 118 DB

BASS MANAGED

RECOMMENDED LISTENING
DISTANCE

0.75..2.0 M (2'6" ... 6')

FEASIBLE LISTENING
DISTANCE

0.5..3.0M(2..9)

ACOUSTICAL PRINCIPLE

BASSREFLEX, PORTS AT THE FRONT

ANALOG INPUTS AND
OUTPUTS

ANALOG INPUT(S)

XLR / 6.3 MM (%") JACK: ANALOG
ELECTRONICALLY BALANCED

ANALOG INPUT IMPEDANCE

14K OHMS

MAX. INPUT LEVEL

+24 DBU FOR 94 DB SPL SETTING; +18 DBU FOR
100 DB SPL SETTING; +10 DBU FOR 108 DB SPL
SETTING; +4 DBU FOR 114 DB SPL SETTING

COMMON MODE REJECTION
RATIO (CMRR)

>56 DB @ 15 KHZ

VOLUME CONTROL

VIA CONTROL SOFTWARE

VOLUME CONTROL RANGE;
RESOLUTION

0..-o=DB; 0.1 DB

ANALOG DYNAMIC RANGE;
THD+N (A-D-A)

111 DB(A) WOOFER; 112 DB(A) TWEETER

DIGITAL INPUTS AND
OUTPUTS

DIGITAL CONVERTER:
RESOLUTION; DESIGN

24-BIT DAGC; AY




DIGITAL CONVERTER: 48 KHZ
SAMPLING RATE

DIGITAL INTERNAL 48 KHZ
SAMPLING RATE

DYNAMIC RANGE A-D 114 DB(A)

DYNAMIC RANGE D-A

114 DB(A) WOOFER; 117 DB(A) TWEETER

LATENCY ADA / DA

2 MS (A-D-A LINEAR PHASE)

DELAY: USER ADJUSTABLE
DELAY RANGE

0..70 MS

DELAY: RESOLUTION: TIME;
DISTANCE

0.1 MS; 3.44 CM (1 3/8”)

DELAY: MAX. FRAMES
AUDIO-VIDEO
SYNCHRONISATION (LIP
SYNC)

1.75 (40 MS FRAMES); 2.1 (33 MS FRAMES)

DELAY: TIME-OF-FLIGHT
MAXIMUM DISTANCE

24 M (79 FT)

USER INTERFACES
(BACKPLATE)

INPUT GAIN CONTROL
(SENSITIVITY)

ODB..-15DB

OUTPUT LEVEL CONTROL
(OUTPUT LEVELIN 1 M
BASED ON 0 DBU INPUT
LEVEL)

94, 100; 108; 114 DB SPL

EQUALIZATION: LOW-MID

0;-1.5;-3;-45DB

CONTROL

LOCAL; NETWORK

ELECTRONICS - CONTROLLER

CONTROLLER DESIGN

DIGITAL; ACTIVE

CROSSOVER FREQUENCY

1.8 KHZ

CROSSOVER SLOPE

48 DB/OCT; 8TH ORDER WITH PHASE
CORRECTION

EQUALIZATION: VIA
CONTROL SOFTWARE

8 X FULL PARAMETRIC IIR + LOW / HIGH SHELF
GLOBAL BALANCE

AUTOMATIC ROOM
CALIBRATION VIA MA 1

YES

FIR PHASE CORRECTION

LINEAR PHASE (170 HZ ... 16 KHZ; +/- 45°)

PROTECTION CIRCUITRY

INDEPENDENT SOFT CLIP, PEAK AND THERMO
LIMITERS FOR WOOFER AND TWEETER; WOOFER
EXCURSION LIMITER; THERMO LIMITER FOR THE
ELECTRONICS AND AMPLIFIERS

INFRASONIC FILTER:
FREQUENCY; SLOPE

61 HZ; 12 DB/OKT.

REMOTE CONTROL

CONTROL SOFTWARE VIA AN RJ45 CONNECTOR
CARRYING STANDARD IP DATA




DISPLAY: ON; NORMAL
OPERATION

LOGO “WHITE”

DISPLAY: IDENTIFICATION

LOGO “ROSE”

DISPLAY: LIMIT / CLIP /
ERRORS / PROTECTION
/BOOT MUTE / SHUT DOWN
MUTE

LOGO “RED”

DISPLAY BRIGHTNESS

VIA CONTROL

ELECTRONICS - AMPLIFIERS
AND POWER SUPPLY

OUTPUT POWER WOOFER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 10%)

120 W

OUTPUT POWER TWEETER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 10%)

70 W

OUTPUT POWER WOOFER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 0.1%)

90W

OUTPUT POWER TWEETER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 0.1%)

50 W

MAINS POWER SUPPLY:
INPUT VOLTAGE; FREQUENCY

100-240 V; 50/60 HZ

POWER CONSUMPTION (230
V /100 V): STANDBY

<330/ <50 MW

POWER CONSUMPTION (230
V /100 V): IDLE

9/8W

POWER CONSUMPTION (230
V /100 V): FULL OUTPUT

180 W

STANDBY

DISABLED; 90 MINS (DEFAULT); USER DEFINED IN
SOFTWARE

MECHANICS

CABINET MATERIAL

COMPOSITE POLYCARBONATE

CABINET SURFACE FINISH;
COLOR (FRONT / BACK)

PAINTED; METALLIC ANTHRACITE (RAL 7021) /
BLACK (RAL 9005)

OPERATING CONDITIONS

+10° CTO +40° C (+50° F TO +104° F); <75% RH;
NON-CONDENSING

TRANSPORT/STORAGE -25° CTO +60° C (-13° F TO 158° F); <90% RH;

CONDITIONS NON-CONDENSING

WOOFER 100 MM (4") WITH PROTECTING BLACK METAL
GRILLE

TWEETER 25 MM (1") WITH PROTECTING BLACK METAL

GRILLE




MOUNTING POINTS

2 X M6 THREADED INSERTS WITH 70 MM
SPACING ON BACK PANEL; THREAD DEPTH 15 MM
(5/8”)

PRODUCT DIMENSIONS
(HEIGHT X WIDTH X DEPTH)

233 X154 X194 MM (91/8" X 6" X 7 5/8")

INTERNAL NET VOLUME 3.7 LITERS
EXTERNAL NET VOLUME 6.7 LITERS
ACOUSTICAL AXIS 77 MM
HORIZONTAL

ACOUSTICAL AXIS VERTICAL 129

(FROM BOTTOM)

A.2.7 HXEIO MONITOR SUBWOOFER

NPOAIATPADH ANAITHZH ZYMMOPODOQIH
ACOUSTICS

FREE FIELD FREQUENCY 17 ...600 HZ

RESPONSE +6 DB

FREE FIELD FREQUENCY 18 ...300 HZ

RESPONSE +3 DB

PASS BAND FREE FIELD
FREQUENCY RESPONSE

19..300 HZ, +2 DB

REPRODUCTION ACCURACY
BETWEEN 50 HZ AND 100
HZ: 100%, 80%, 50% OF
SUBWOOFERS PRODUCED

+1.20; +0.54; +0.28 DB

SINE WAVE OUTPUT WITH A
THD < 0.5 % AT 1 M IN HALF
SPACE

95 DB SPL (>40 HZ)

BASS CAPABILITY: MAX. SPL
IN HALF SPACE AT 3% THD AT
1M (AVERAGED BETWEEN 50
HZ AND 100 HZ)

116.7 DB SPL

MAX. LONG TERM SPL WITH
PINK NOISE AT 2.3 M, IN
TYPICAL LISTENING
CONDITIONS (SINGLE / PAIR
FULL RANGE)

118 DB SPL

MAX. LONG TERM SPL WITH
PINK NOISE AT 2.3 M, IN
TYPICAL LISTENING
CONDITIONS (SINGLE / PAIR
WITH SUBWOOFER)

118 DB SPL

DOLBY DARDT. MAX SPL
BASS MANAGED

125 DB

ACOUSTICAL PRINCIPLE

BASSREFLEX, PORTS AT THE FRONT




HEADINE ANALOG INPUTS AND OUTPUTS

ANALOG INPUT(S) 8 X XLR: ANALOG ELECTRONICALLY BALANCED
ANALOG INPUT IMPEDANCE | >13K OHMS

MAX. INPUT LEVEL +19 DBU

COMMON MODE REJECTION
RATIO (CMRR)

>56 DB @ 15 KHZ

VOLUME CONTROL

NRC 1 HARDWARE REMOTE OR RS-232

VOLUME CONTROL RANGE;
RESOLUTION

118 DB; 0.25 DB

ANALOG DYNAMIC RANGE;
THD+N (A-D-A)

119 DB(A); <0.001% (-100 DB)

USER INTERFACE

INPUT GAIN CONTROL
(SENSITIVITY)

+2...-12DB

OUTPUT LEVEL CONTROL
(OUTPUT LEVELIN 1 M
BASED ON 0 DBU INPUT
LEVEL)

100; 114 DB SPL

ELECTRONICS - CONTROLLER

CONTROLLER DESIGN

ANALOG, ACTIVE

CROSSOVER FREQUENCY

80 HZ

CROSSOVER SLOPE

24 DB/OCT; 4TH ORDER

PROTECTION CIRCUITRY

PEAK AND THERMO LIMITERS

INFRASONIC FILTER:
FREQUENCY; SLOPE

6.5 HZ; 12 DB/OCT.

REMOTE CONTROL

RJ45 CONNECTOR: VIA NRC1 REMOTE CONTROL
(OPTIONAL): VOLUME FOR ALL CHANNELS; BASS
MANAGEMENT ON/OFF; LFE GAIN 0/10 DB. VIA
RS-232: MORE PARAMETERS REMOTE
CONTROLLABLE

DISPLAY: ON; NORMAL RED LED
OPERATION
DISPLAY: LIMIT / CLIP / RED LED

ERRORS / PROTECTION
/BOOT MUTE / SHUT DOWN
MUTE

HEALINE

ELECTRONICS - AMPLIFIERS AND POWER SUPPLY

OUTPUT POWER WOOFER
AMPLIFIER (THD+N WITH
LIMITER DEACTIVATED: 10%)

400 W

OUTPUT POWER WOOFER 320 W
AMPLIFIER (THD+N WITH

LIMITER DEACTIVATED: 0.1%)

POWER CONSUMPTION (230 | 25 W

V /100 V): IDLE




V /100 V): FULL OUTPUT

POWER CONSUMPTION (230

550 W

MECHANICS

CABINET MATERIAL

WOOD CABINET, ALUMINUM ELECTRONICS
PANEL

CABINET SURFACE FINISH;
COLOR (FRONT / BACK)

PAINTED; METALLIC ANTHRACITE (RAL 7021) /
BLACK (RAL 9005)

OPERATING CONDITIONS

+10° CTO +40° C (+50° F TO +104° F); <75% RH,
NON-CONDENSING

TRANSPORT/STORAGE -25° CTO +60° C (-13° F TO 140° F); <90% RH;
CONDITIONS NON-CONDENSING
WOOFER 2 X265 MM (10") WITH MAGNETIC SHIELDING

AND PROTECTING BLACK METAL GRILLE

MOUNTING POINTS

35 MM FLANGE ON TOP PANEL

EXTERNAL NET VOLUME 156 LITERS
PRODUCT WEIGHT 47.1KG (103 LBS 13 02)
PACKED CUBE 0.311 M?
ACOUSTICAL AXIS 165 MM
HORIZONTAL
ACOUSTICAL AXIS VERTICAL | 360 MM
(FROM BOTTOM)
A.2.8 MIKPODONO STUDIO
NPOAIATPADH AMAITHZH IYMMOP®QIH
FREQUENCY RESPONSE 40 - 20000 HZ

TRANSDUCER PRINCIPLE

RF CONDENSER MICROPHONE

PICK-UP PATTERN

SUPER-CARDIOID/LOBAR

SENSITIVITY (FREE FIELD,
NO LOAD)

25 MV/PA + 1 DB

NOMINAL IMPEDANCE

250

MIN. TERMINATING
IMPEDANCE

APPROX. 800 Q

EQUIVALENT NOISE LEVEL

CCIR-WEIGHTED (CCIR468-
3)

APPROX. 24 DB

A-WEIGHTED

APPROX. 13 DB

MAX. SOUND PRESSURE
LEVEL

130 DB SPL

POWER SUPPLY 48 V + 4V PHANTOM POWERING
CURRENT CONSUMPTION APPROX. 2 MA

TEMPERATURE RANGE -10°CTO+70°C

FINISH MATT BLACK

CONNECTOR

3-POL. XLR CONNECTOR




PIN ASSIGNMENT

1: GROUND, HOUSING; SUPPLY (-)

2: NF (+); SUPPLY (+)

3: NF (-); SUPPLY (-)

DIMENSIONS @ 19 X 250 MM
WEIGHT 175
A.2.9 SET MIKPOOQNQN
NMPOAIATPA®H ANAITHZH IYMMOP®QIH
ACOUSTICAL OPERATING PRESSURE GRADIENT TRANSDUCER
PRINCIPLE
DIRECTIONAL PATTERN CARDIOID
FREQUENCY RANGE 20 HZ ... 20 KHZ
SENSITIVITY AT 1 KHZ INTO | 15 MV/PA + 1 DB
1 KOHM
RATED IMPEDANCE 50 OHMS
RATED LOAD IMPEDANCE 1 KOHMS
EQUIVALENT NOISE LEVEL, |22 DB
CCIR
EQUIVALENT NOISE LEVEL, | 13 DB-A
A-WEIGHTED
MAXIMUM SPL FOR THD 138 DB
0.5%
SIGNAL-TO-NOISE RATIO, 72 DB
CCIR (RE. 94 DB SPL)"
SIGNAL-TO-NOISE RATIO, A- | 81 DB
WEIGHTED (RE. 94 DB SPL)
MAXIMUM OUTPUT 10 DBU
VOLTAGE
SUPPLY VOLTAGE (P48, IEC | 48V +4V
61938)
CURRENT CONSUMPTION | 3.2 MA
(P48, IEC 61938)
MATCHING CONNECTOR XLR 3 F
A.2.10 ENEPTO HXEIO
NMPOAIATPADH ANAITHZH IYMMOP®QIH
SPEAKER TYPE 2-WAY, BI-AMP POWERED SPEAKER, BASS-REFLEX

TYPE

FREQUENCY RANGE (- 55HZ — 20KHZ
10DB)

NOMINAL COVERAGE

H 90°




\ 60°

COMPONENTS

LF DIAMETER:10" CONE, VOICE COIL:2",
MAGNET:FERRITE

HF DIAPHRAGM:1", TYPE: 1" THROAT COMPRESSION
DRIVER, MAGNET:FERRITE

CROSSOVER 2.1KHZ: FIR-X TUNING™ (LINEAR PHASE FIR FILTER)

OUTPUT POWER

DYNAMIC:700 W (LF: 500 W, HF: 200 W) /
CONTINUOUS: 325 W (LF: 260 W, HF: 65 W)

MAXIMUM OUTPUT LEVEL
(1M; ON AXIS)

129DB SPL

I/O CONNECTORS

INPUT1: COMBO X1, INPUT2: COMBO X 1 + RCA
PIN X 2 (UNBALANCED), OUTPUT: XLR3-32 X 1 (CH1
PARALLEL THROUGH OR CH1+CH2 MIX)

PROCESSORS

D-CONTOUR: FOH/MAIN, MONITOR, OFF

HEAT DISSIPATION

FAN COOLING, 4 SPEEDS

POWER REQUIREMENTS

100 V, 100-120V, 220-240 V, 110/127/220V
(BRAZIL), 50/60HZ

POWER CONSUMPTION 60W(1/8 POWER CONSUMPTION), 18W(IDLE)
CABINET MATERIAL PLASTIC

FINISH BLACK

HANDLE TOP X1

FLYING AND MOUNTING
HARDWARE

BOTTOM X 2 (FIT FOR M8 X 15 MM EYEBOLTS)

POLE SOCKET

35MM (BOTTOM X 1)

A.2.11 TPINOAH BAZH HXEIOY

NPOAIATPADH ANAITHZH ZYMMOPODOQIH
BASE DIMENSION 1320 MM
MINIMUM HEIGHT 1350 MM
MAXIMUM HEIGHT 2150 MM
WEIGHT 1,7KG
MAXIMUM LOADING 35KG
WEIGHT
AVAILABLE COLOR MATT BLACK
UPPER END TUBE 35 M
A.2.12 BAZH MIKPODQNOY
NPOAIATPADH ANAITHZH ZYMMOPODOQIH
ARM ONE-PIECE DESIGN
ARM CLAMPING WING NUT




ARM LENGTH 805 MM
WEIGTH 3.06 KG
HEIGHT FROM 925 TO 1630 MM
HEIGHT ADJUSTMENT CLUTCH

LEG CONSTRUCTION

SOCKET WITH FOLDABLE LEGS

MATERIAL

STEEL

ROD COMBINATION

2-PIECE FOLDING DESIGN

SIZE WHEN FOLDED

105 X 85 X 960 MM

SPECIAL FEATURES

ZINK DIE-CAST BASE

GRAY POWDER COATING

LOW LIGHT REFLECTION

THREADED CONNECTOR 3/8"
COLOR GRAY
A.2.13 STAGE BOX HXOY
MNPOAIATPADH ANAITHZH ZYMMOPODQzIH
CHANNELS 16
INPUTS 12 XLR
OUTPUTS 4 XLR
CABLE LENGTH 25
A.2.14 NMPOENIZXYTHZ AKOYZTIKQN
MNPOAIATPADH ANAITHZH ZYMMOPODQzH
INPUTS XLR, 1/4"
OUTPUTS XLR, 1/4"

INPUT IMPEDANCE

40K Q MAIN, 10K Q DIRECT, 15K Q AUX IN

OUTPUT IMPEDANCE

<12 QHEADPHONES

MAXIMUM INPUT LEVEL

+21 DBU

MAXIMUM OUTPUT LEVEL

150MW (600 Q HEADPHONES) 500MW (32 Q
HEADPHONES) 150MW (8 Q HEADPHONE

MAXIMUM GAIN

22 DB

TOTAL HARMONIC
DISTORTION

<.01% TYPICAL

SIGNAL TO NOISE RATIO

>90DB TYPICAL




CMRR

>40 DB

POWER REQUIREMENTS

120 VAC / 50-60 HZ, OR 230 VAC /50 HZ, 15 W

A.2.15 AKOYZTIKA KAEIZTOY TYNOY

NPOAIATPAODH ANAITHZH ZYMMOPODOQzH
ACOUSTIC PRINCIPLE DYNAMIC, CLOSED
EAR COUPLING CIRCUMAURAL
WEARING STYLE HEADBAND
CONTACT PRESSURE 6N
JACK PLUG 3.5 MM JACK PLUG WITH 6.3 MM ADAPTER
CONNECTION CABLE COILED CABLE (MIN. 1.3M / MAX. 3M)
NOMINAL IMPEDANCE 64 Q
FREQUENCY RESPONSE 8 HZ TO 25 KHZ
SOUND PRESSURE LEVEL 113 DB
(SPL)
THD TOTAL HARMONIC 0.1%
DISTORTION
A.2.16 ENIMNAO STUDIO
NPOAIATPAODH ANAITHZH ZYMMOPODOQzH
DESK LEGS MATERIAL 38MM MDF
DESK SURFACE MATERIAL 25MM MDF

SPACE FOR RACK UNITS

10U STANDARD 19" RACK

GENERAL DIMENSIONS

W2788/ D 970 / H 900 MM

PRODUCT NET WEIGHT

HEIGHT

(DESK + ACCESSORIES) 120.5KkG
PRODUCT GROSS WEIGHT

(DESK + CRATE) 158KG
MAXIMUM LOAD 15 KG
MAXIMUM PULL OUT 27CM
MAXIMUM KEYBOARD 100 MM




A.2.17 ®OPHTO KATATPADIKO HXOY

NPOAIATPAODH ‘ ANAITHZH ZYMMOPODQIH
INPUTS
INPUTS 1-6: CONNECTORS XLR JACK (PIN 2 HOT)
INPUT (MIC): INPUT GAIN +12 DB - +75 DB
INPUT IMPEDANCE 3 KQ OR MORE
MAXIMUM INPUT LEVEL +4 DBU
INPUT (LINE): INPUT GAIN -8 DB - +55 DB

INPUT IMPEDANCE 5 KQ OR MORE

MAXIMUM INPUT LEVEL +24 DBU

PHANTOM POWER:

+24/+48V 10MA MAXIMUM FOR EACH CHANNEL

EQUIVALENT INPUT NOISE:

-127 DBU OR LESS (A-WEIGHTED, +75 DB INPUT
GAIN, 150 Q INPUT)

OUTPUTS

LINE OUTPUT:

CONNECTORS 3.5 MM STEREO MINI UNBALANCED
OUTPUT

OUTPUT IMPEDANCE 100 Q OR LESS

REFERENCE OUTPUT LEVEL -10 DBV, 1 KHZ, 10 KQ
LOAD

MAXIMUM OUTPUT LEVEL +10 DBV, 1 KHZ, 10 KQ
LOAD

D/A DYNAMIC RANGE 95 DB TYP (-60DBFS
INPUT, A-WEIGHTED)

HEADPHONE OUTPUT:

CONNECTOR 3.5 MM STEREO MINI UNBALANCED
OUTPUT

OUTPUT IMPEDANCE 15 Q OR LESS

MAXIMUM OUTPUT LEVEL 100 MW + 100 MW
(32Q LOAD)

D/A DYNAMIC RANGE 108 DB TYP (—-60DBFS
INPUT, A-WEIGHTED)

RECORDING FORMATS

WHEN WAV SELECTED:

SUPPORTED FORMATS:

44.1/47.952/48/48.048/88.2/96/192 KHZ, 16/24-
BIT/32-BIT FLOAT,

MONO/STEREO/2-8CH POLY, BWF/IXML




MAXIMUM SIMULTANEOUS
RECORDING TRACKS:

14 (6 INPUTS X 2 (LINEAR AND FLOATING) + LR MIX)

6 (6 INPUTS (LINEAR OR FLOATING) AT
FLOAT(32BIT) MODE, 192 KHZ)

WHEN MP3 SELECTED:

SUPPORTED FORMATS:

128/192/320 KBPS, 44.1/48 KHZ, ID3V1 TAGS

MAXIMUM SIMULTANEOUS
RECORDING TRACKS:

RECORDING TIME

USING A 32 GB CARD:

30:46:00 (48 KHZ/24-BIT STEREO WAV)

7:41:00 (192 KHZ/24-BIT STEREO WAV)

TIMECODE

CONNECTORS: 3.5 MM STEREO MINI (TIP: IN, RING: OUT)
OFF, INT FREE RUN, INT RECORD RUN, INT RTC
RUN, EXT, EXT AUTO REC

MODES:

(AUDIO CLOCK CAN BE SYNCHRONIZED
TO TIMECODE)

FRAME RATES:

23.976 ND, 24 ND, 25 ND, 29.97 ND, 29.97 D, 30
ND, 30 D

PRECISION: +0.2 PPM
ALLOWED INPUT LEVEL: 0.2-5.0 VPP
ALLOWED INPUT

IMPEDANCE: 4.6 KQ
OUTPUT LEVEL: 3.3 VPP
OUTPUT IMPEDANCE: 50 Q OR LESS

POWER

AC ADAPTER: DC 5V (SUPPORTS USB BUS POWER)

SONY® L-SERIES BATTERY

OPTIONS:
4 AA BATTERIES (ALKALINE, LITHIUM OR
RECHARGEABLE NIMH BATTERIES)
DISPLAY 1.54" FULL-COLOR LCD (240 x 240)

USB




MASS STORAGE
OPERATION:

CLASS USB 2.0 HIGH SPEED

MULTITRACK AUDIO
INTERFACE OPERATION
(DRIVER REQUIRED FOR
WINDOWS, NO DRIVER
REQUIRED FOR MACOS):

CLASS USB 2.0 HIGH SPEED

SPECIFICATIONS SAMPLING RATE 44.1/48/88.2/96
KHZ

BIT RATE 16/24-BIT LINEAR / 32-BIT FLOAT
(FIRMWARE V2.0 OR LATER REQUIRED)

CHANNELS 6 IN/4 OUT

STEREO MIX AUDIO
INTERFACE OPERATION (NO
DRIVER REQUIRED):

CLASS USB 2.0 FULL SPEED

SPECIFICATIONS SAMPLING RATE 44.1/48 KHZ

BIT RATE 16-BIT LINEAR

CHANNELS 2 IN/2 OUT

AIF WITH REC OPERATION
(DRIVER REQUIRED FOR
WINDOWS, NO DRIVER
REQUIRED FOR MACOS):

CLASS USB 2.0 HIGH SPEED

SPECIFICATIONS SAMPLING RATE 44.1/48 KHZ

BIT RATE 16/24-BIT LINEAR / 32-BIT FLOAT
(FIRMWARE V2.0 OR LATER REQUIRED)

CHANNELS 8 IN/4 OUT

POWER CONSUMPTION:

10W

A.2.18 ANTIANEMIKO - ANTIKPAAAZMIKO KAAAOI FNA MIKPOOQNO TYNOY SHOTGUN

NPOAIATPADH ANAITHZH ZYMMOPODOQzIH
WEIGHT 550GRM
DIMENSIONS 124MMD X 285MMH X 482MML

DIMENSIONS WITHOUT
HANDLE

124MMD X 160MMH X 482MML

INTERNAL LYRE SPACING

120MM




A.2.19 NANKATEYGYNTIKOZ EITPADEAZ HXOY

NPOAIATPAODH

ANAITHZH

ZYMMOPODQzIH

RECORDING MEDIA:

CARDS COMPATIBLE WITH
MICROSD/MICROSDHC/MICROSDXC SPECIFICATIONS

(CLASS 4 OR HIGHER)

RECORDING FORMATS:

AMBISONICS A, AMBISONICS B (FUMA/AMBIX)

WAV 4CH POLY (SUPPORTS BWF AND IXML): 44.1
KHZ/16-BIT, 44.1 KHZ/24-BIT, 48 KHZ/16-
BIT, 48 KHZ/24-BIT, 96 KHZ/16-BIT, 96 KHZ/24-BIT

STEREO

WAV STEREO (SUPPORTS BWF AND IXML): 44.1 KHZ/
16-BIT, 44.1 KHZ/24-BIT, 48KHZ/16-BIT, 48 KHZ/24-
BIT, 96 KHZ/16-BIT, 96 KHZ/24-BIT

BINAURAL

WAV STEREO (SUPPORTS BWF AND IXML): 44.1 K
HZ/16-BIT, 44.1 KHZ/24-BIT, 48KHZ/16-
BIT, 48 KHZ/24-BIT

DISPLAY:

1.25" MONOCHROME LCD (96x64)

MOTION SENSOR:

6 AXES (3-AXIS GYRO, 3-AXIS ACCELERATION)

4 MATCHED UNIDIRECTIONAL CONDENSER MICS

BUILT-IN AMBISONIC MIC:

MAXIMUM SOUND PRESSURE INPUT: 120 DB SPL

MIC GAIN: +18 — +48 DB

LINE OUT:

CONNECTOR: 3.5 MM STEREO MINI

MAXIMUM OUTPUT LEVEL: -10 DBU (1 KHZ, 10
KQ LOAD)

PHONE OUT:

CONNECTOR: 3.5 MM STEREO MINI

MAXIMUM OUTPUT LEVEL: 20 MW + 20 MW (INTO
320 LOAD)

USB:

CONNECTOR: MICROUSB

MASS STORAGE OPERATION

USB 2.0 HIGH SPEED

AUDIO INTERFACE OPERATION

2 IN/2 OUT (STEREO/BINAURAL INPUT), USB 2.0
FULL SPEED

44.1 KHZ/16-BIT, 48 KHZ/16-BIT




4 IN/2 OUT (AMBISONICS A/FUMA/AMBIX INPUT),
USB 2.0 HIGH SPEED

44.1 KHZ/24-BIT, 48 KHZ/24-BIT

POWER:

2 AA BATTERIES (ALKALINE, RECHARGEABLE NIMH
OR LITHIUM)

AC ADAPTER (ZOOM AD-17): DC 5V/1A (SUPPORTS
USB BUS POWER)

A.2.20 2YZTHMA IN EAR MONITORING

NPOAIATPAODH ANAITHZH ZYMMOPODQzH
nomnoz

RF CHARACTERISTICS

MODULATION FM STEREO

FREQUENCY RANGES
(MAX. RF OUTPUT
POWER)

A: 476 - 500 MHZ (30 MW)
B: 572 - 596 MHZ (30 MW)
C: 662 - 686 MHZ (30 MW)
E: 823.2 - 831.8 MHZ (30 MW)
K: 925.2 - 937.3 MHZ (10 MW)

SWITCHING BANDWIDTH

UP TO 24 MHZ

NOMINAL/PEAK
DEVIATION

+15 KHZ / +24 KHZ

ANTENNA OUTPUT

BNC SOCKET, 50 Q

AF CHARACTERISTICS

AF FREQUENCY RESPONSE

45 HZ TO 15 KHZ

AF INPUT BALAF IN L (1) +
MONO/ BAL AF IN R (1)

2X XLR-3/%" (6.3 MM) JACK COMBO SOCKET,
ELECTRONICALLY BALANCED

(AT NOMINAL LOAD AND
PEAK DEVIATION)

TOTAL HARMONIC <0.9%
DISTORTION (THD)
SIGNAL-TO-NOISE RATIO | 88 DB

OVERALL DEVICE

TEMPERATURE RANGE

0°CTO +40°C

INPUT RATING +12V DC

CURRENT CONSUMPTION | APPROX. 400MA

APPROX. 400MA (DEPENDING ON VOLUME LEVEL)
AEKTHZ

RF CHARACTERISTICS




MODULATION

WIDEBAND FM

FREQUENCY RANGES

A: 476 - 500 MHZ (30 MW)
B: 572 - 596 MHZ (30 MW)
C: 662 - 686 MHZ (30 MW)
E: 823.2 - 831.8 MHZ (30 MW)
K: 925.2 - 937.3 MHZ (10 MW)

SWITCHING BANDWIDTH

UP TO 24 MHZ

NOMINAL/PEAK

+15 KHZ / +24 KHZ

DEVIATION

SQUELCH 10 MV, FIXED
AF CHARACTERISTICS

SIGNAL-TO-NOISE RATIO >88 DB

(1 MV, PEAK DEVIATION)

TOTAL HARMONIC <1%

DISTORTION (THD)

AF OUTPUT LEVEL AT 3.5
MM

2X1,25VEFFAT 16 Q

HIGH BOOST (EQ)

+10 DB AT 13 KHZ

LIMITER

-10 DB

AF FREQUENCY RESPONSE

45 HZ TO 15 KHZ

CROSS TALK (50 HZ - 10
KHZ)

TYPICALLY 45 DB

OVERALL DEVICE

TEMPERATURE RANGE

0°CTO +40°C

POWER SUPPLY

2 AA BATTERIES, 1.5V

NOMINAL VOLTAGE

3 V BATTERY

OPERATING TIME

APPROX. 6 HRS (DEPENDING ON VOLUME LEVEL)

AKOYZTIKA TYMOY IN-EAR

TRANSDUCER DYNAMIC
FREQUENCY RESPONSE 40-20.000 HZ
SPL (1 KHZ -1 MW) 106 DB
NOMINAL IMPEDANCE 6Q

CABLE LENGTH 1.4 M

CONNECTOR

3.5 MM (1/8“) STEREO PLUG GOLD-PLATED

TEMPERATURE

-5°CTO +50°C




A.2.24 3ET NONTIKI — NIAHKTPOAOTIO

NPOAIATPADH ANAITHZH ZYMMOPODOQIH
MONTIKI
AIAZTAZEIX YWO0z: 124,9 MM
MAATOzZ: 84,3 MM
BAOO2: 51 MM
BAPOZ: 141G
TEXNOAOTIA AIZOHTHPA | DARKFIELD YWHAHZX AKPIBEIAY

ONOMAZTIKH TIMH

1000 DPI

DPI (EAAXIZTH KAl
METFIZTH TIMH)

200-8000 DPI (MMOPOYN NA OPIXTOYN ZE
AIAZTHMATA TQN 50 DPI)

KOYMIMIA

7 KOYMIIA (APIZTEPO/AE=I KAIK, NIZQ/EMIPOZ,
ENAANATH EQOAPMOTIQN, ENAAAATH AEITOYPTIAZ
TPOXOY, MEZAIO KAIK)

TPOXOZ KYAIZHZ: NAI, ME SMART-SHIFT

TPOXOZ ANTIXEIPA: NAI

"EZYMINO" KOYMITI NAI

AEITOYPTTQN

EMBEAEIA AEITOYPIAZ 10M

AZYPMATHZ YNAEZHX

MMATAPIA ENANA®OPTIZOMENH MNATAPIA LI-PO (500 MAH).
ATIONAYZTE TPEIZ QPEX XPH2HZ ME MIA TPHIOPH
@OOPTIZH ENOZ AEMTOY.

ZYMBATOTHTA WINDOWS® 10, 11 H METEMEITA EKAOZEIZ
MACOS 10.15 H METENEITA EKAOZEI2

MAHKTPOAOTIO

MAHKTPA 95 MAHKTPA

MMATAPIEZ 2 MNATAPIEX AAA

ZYNAEZIMOTHTA AZYPMATH 2.4G

ZYMBATOTHTA WINDOWS AND MAC OS

A.2.22 KIT TONOOGETHZHZ YMOAOTIZTH ZE RACK ME 2Y2THMA ENEKTAZHZ KAPTAZ PCIE

NPOAIATPADH ANAITHZH ZYMMOPODOQIH
FORM FACTOR 3U RACKMOUNT ENCLOSURE
EXTERNAL CONNECTORS | 4X USB-A PORTS
4X THUNDERBOLT PORTS
1X POWER (C14-TYPE)
INTERNAL CONNECTOR TWO AUXILIARY POWER; PROVIDES UP TO 75W OF
POWER FOR PCIE CARDS THAT REQUIRE
SUPPLEMENTAL POWER
EXPANSION SLOTS 2X X16 MECHANICAL (X8 ELECTRICAL) PCIE 3.1




PCIE CARDS SUPPORTED

2X FULL-LENGTH, FULL-HEIGHT, SINGLE-WIDTH PCIE
CARDS

POWER SUPPLY

UNIVERSAL 400W, 115-230V AC, 50-60 HZ

SSD MAXIMUM HEIGHT

18 MM INSERTED FROM REAR
23 MM INSERTED FROM FRONT

A.2.23 KAPTA ENEKTAZHZ ZYNAEZIMOTHTAZ YNOAOrNIZTH

EXPANSION SYSTEM
COMPATIBILITY

SLOT
2) ANY MAC, WINDOWS, OR LINUX COMPUTER
WITH THUNDERBOLT PORTS

NPOAIATPADH ANAITHZH ZYMMOPODQzH
2X NVME SLOTS

CONNECTIVITY 2X USB-C 10 GBPS
1X 10GB ETHERNET
1) PCIE CARD INSTALLED IN A THUNDERBOLT

THUNDERBOLT EXPANSION SYSTEM WITH AN AVAILABLE X8 PCIE

FORM FACTOR

FULL-HEIGHT, HALF-LENGTH+ (7.25 IN.), X8 PCIE
CARD

BUS INTERFACE

PCI EXPRESS 3.0 X8

INTERNAL CONNECTORS

2X M-KEYED (NVME) M.2 SLOTS

SSDS SUPPORTED

M.2 2280 NVME PCIE SSDS

10GB ETHERNET PORT
SPECIFICATIONS

1X RJ45 PORT

NETWORK SUPPORT

1) 10GBASE-T (100 METERS USING CAT 6A CABLING;
55 METERS USING CAT 6 CABLING)

2) 5GBASE-T(3), 2.5GBASE-T(3),1000BASE-T (100
METERS USING CATSE [OR BETTER] CABLING)

DATA RATES SUPPORTED

10 GB/S, 5 GB/S, 2.5 GB/S, 1 GB/S, 100 MB/S

PERIPHERALS SUPPORTED

1) INDUSTRY STANDARD USB 3.2 GEN 1, GEN 2 AND
2X2; USB 3.1 GEN 1 AND 2; USB 3.0, 2.0 AND 1.1

2) THUNDERBOLT-ONLY PERIPHERALS ARE NOT
SUPPORTED

BUS-POWERED
PERIPHERALS SUPPORTED

1) HD, SSD, SSD RAID, ETC.
2) 7.5W (5V @ 1.5A) PER PORT ADVERTISED USING
USB TYPE-C CHARGING

CABLES SUPPORTED

USB-C (10GBPS)

USB4

THUNDERBOLT 4
THUNDERBOLT 3 (< 0.8 METER)




A.2.24 BAZEIZ STUDIO MONITORS lNA TA EIAH A.2.5 & A.2.6

NPOAIATPADH ANAITHZH ZYMMOPODOQIH
SPEAKER PLATE 23 CM (9") SQUARE
DIMENSIONS
WEIGHT KG 5KG
HEIGHT ADJUSTMENT 78, 86.5, 95, 103.5, 112 CM (30.7", 34", 37.4", 40.7",
44")
BASE SPREAD DIAMETER | 37 X 41 CM (14.5" X 16.1")
WEIGHT CAPACITY 57 KG (125 LB)
A.2.25 UPS
NPOAIATPAODH ANAITHZH ZYMMOPODQzH
XPQMA MAYPO
TYNO2 UPS LINE INTERACTIVE
MAPEXOMENH IZXY2 1600 VA
(VA)
MAPEXOMENH IZXY2 960W
(WATT)
TAZHZEV 230
ZYXNOTHTA MMATAPIAY | 50/60 HZ +/- 1 HZ SYNC TO MAINS
XPONOZ OOPTIZHZ 16

MMATAPIAS (QPES)

AIAPKEIA MNATAPIAZ

FULL LOAD: 4MIN/ HALF LOAD: 22MIN

TYNOZ MPIZAX

IEC

EZ0OAOI 6 X IEC BATTERY BACKUP AND SURGE PROTECTION/ 2
X IEC SURGE PROTECTION ONLY RJ45 10/100/1000
BASE-T ETHERNET PROTECTION/ 2 X USB CHARGING
PORTS

RACK MOUNT OXI

RACK HEIGHT OXI

WAVEFORM LINE INTERACTIVE/SINEWAVE

EISOAOS (DASZH) 1PH

EZ0AOS (DASH) 1PH

MMATAPIA APCRBC163

STAOMH OOPYBOY 45 DBA




A.2.26 YNHPEZIEZ ETKATAZTAZHZ KAI KAAQAIQZHEZ TQN EIAQN NOY ANAODEPONTAI 2TA1-25
A.2.27 AKOYZTIKH MEAETH KAI ENENAYZH STUDIO HXOTPAQHZEQN

TO HXHTIKO NEAIO ENTOZ TQN XQPQN TQN STUDIO HXOTPA®HZHZ OA MPENEI NA AIAMOPOQOEI
ANAAOTQ2 ME THN EMIGYMHTH XPHZH TOY, ME THN TOMOGETHZH YAIKQN TA OINMOIA OA
MAPOYZIAZOYN ZYTKEKPIMENEZ TIMEZ AAAATHE THZ HXHTIKHZ ZYMMEPIOOPAZ TQON AIOOYZIQN (NX
HXOAMNOPPO®HZH ME ANAAOTA AMOPPO®MHTIKA YAIKA, NATIAEYZH ZYTKEKPIMENQN 2YXNOTHTQN
ME ZYAINEZ H JYNOETIKEX KATAZKEYEX KTA). Ol TIMEZ AYTEZ @A MPOKYWOYN KATOMIN METPHZEQN
2TOYZ XQPOYZ TQN AIOOYZQN ME HXOBOAIZMO KAl ©A XPHZIMOINOIHOOYN Q> AEAOMENA 2TH
MONTEAOMOIHZH TQN XQPQN ZE AOTZMIKO ANEIKONIZHZ AKOYZTIKHZ 2YMMEPIDOPAZ TYNOY CAD.
MEZQ AYTOY TOY MONTEAQY MNOY OA MNMAPAXOEI, ©A OPIZTOYN TA 2HMEIA TONOGETHXZHZ TQN YAIKQN
AANATHZ THZ AKOYZTIKHZ ZYMMNEPIOOPAZ TON XQPQN, AAAA KAl O APIOMOZ TQN TEMAXIQN TOY
EKAZTOTE YAIKOY MOY ANAITEITAI TIA THN AAAATH AYTH.

A.3. EZONAIZMOZ KAI YIIHPEZIEZ EPTAZTHPIOY BINTEO — 2TOYNTIO TV

A.3.1 MEMBPANEZ ZKIAZHZ A TA MAPAOYPA TQN AIOOYZQN O0A.05 & 0A.06
(NEPINAMBANETAI ETKATAZTAZH KAI TONOGETHZH)

NPOAIATPADH ANAITHZH ZYMMOPODQZH
22M2 (TOMOB®ETHZH
ENIOANEIA KATQ MAPAGYPQN MEMBPANQN EZQTEPIKA KAl

EZQTEPIKA TQN NAPAGYPQN)
33M2 (TOMNOGETHZH

ENIOANEIA MANQ MAPAGYPQN MEMBPANQN EZQTEPIKA KAl
EZQTEPIKA TQN NAPAGYPQN)

ESQTEPIKH MEMBPANH
AIEPXOMENH OMTIKH AKTINOBOAIA | 7%
ANAKAQMENH ONTIKH AKTINOBOAIA
(EZQTEPIKA)

ANAKAQMENH ONTIKH AKTINOBOAIA

23%

(EZQTEPIKA) >5%
AMOPPIWH YMEPIQAOYS (UV) 99%
AKTINOBOAIAZ

ANAKAQMENH HAIAKH ENEPTEIA 58%
AIEPXOMENH HAIAKH ENEPTEIA 6%
AMOPPOMOMENH HAIAKH ENEPTEIA | 36%
MEIQZH ANTHAIAS 91%
SYNTEAEZTHS SKIAZHZ 0,14

EZOIKONOMHZH ENEPTEIAZ 900W/M%H




ZYNOAIKA ANOPPINTOMENH HAIAKH

ENEPTEIA

ENEPTEIA 88%
EZQTEPIKH MEMBPANH

AIEPXOMENH ONTIKH AKTINOBOAIA 1%
ANAKAIMENH ONTIKH AKTINOBOAIA 88,30%
AMOPPIWH YMEPIQAOYZ (UV)

AKTINOBOANIAZ 99,90%
ANAKAIQMENH HAIAKH ENZPTEIA 85,50%
AIEPXOMENH HAIAKH ENZPTEIA 1%
AMNOPPOM®OMENH HAIAKH ENEPTEIA 14%
MEIQZH ANTHAIAZ 99%
EZOIKONOMHZH ENEPTEIAZ 950W/M%H
ZYNOAIKA ANOPPINTOMENH HAIAKH 95%

A.3.2 MPOIONTA - YNHPEZIEZ - CYCLORAMA MEFAAO STUDIO

A.3.2.1 MHXANIZMOZ AIAXEIPIZHZ EZQTEPIKHZ KOYPTINAZ

NPOAIATPADH ANAITHZH ZYMMOPODQzH
AIAZTAZEIZ PATA 16M MHKOZ / 6M'YWOZ
EAAXIZTH AKTINA X TPOQH: 0,5M
ZHMEIO ANAPTHXHZ AN' EYOEIAZ 3TO MNETO THX
OPOQH2
TPOMNOZ KINHZHZ XEIPOKINHTOZ MHXANHZMOZX
AYNATOTHMA MEAAONTIKHZ MPO2OHKHZ | NAI
MHXANIZMOY KINHZHZ KOYPTINAZ ME
2XOINIA
AYNATOTHMA MEAAONTIKHZ MPO2OHKHZ | NAI
HAEKTIKOY MHXANIZMOY KINHZH2
KOYPTINAZ
A.3.2.2 MHXANIZMOZ AIAXEIPIZHZ EZQTEPIKHZ KOYPTINAX
NPOAIATPADH ANAITHZH ZYMMOPODOQIH

AIAZTAZEIZ PATA

24M MHKOz / 6M'YWOZX

EAAXIZTH AKTINA X TPOQHZ

0,5M

ZHMEIO ANAPTHXHZ

AN' EYOEIAZ 3TO MNETO THX
OPOQH2

TPOMNOZX KINHZHZ

XEIPOKINHTOZ MHXANHZMOZX




2XOINIA

AYNATOTHMA MEAAONTIKHZ MPO2OHKHZ | NAI
MHXANIZMOY KINHZHZ KOYPTINAZ ME

KOYPTINAZ

AYNATOTHMA MEAAONTIKHZ MPO2OHKHZ | NAI
HAEKTIKOY MHXANIZMOY KINHZH2

A.3.2.3A KOYPTINEZ

MPOAIATPADH ANAITHZH ZYMMOP®Q:H
MHKOS 9M MHKOS / 6M'YWO3
XPQMA MAYPO
ANTOXH STH OQTIA BPAAYOAETHS ME BASH TON DIN 4102 B1
NYKNOTHTA 325GR/M2
AOIMA XAPAKTHPISTIKA | PAMMENO BAPOS 5TO KATQ MEPOS
PAQES STIS NAEYPES
A.3.2.3B KOYPTINES
MPOAIATPADH ANAITHZH ZYMMOP®Q:H
MHKOS 12M MHKOS / 6M'YWO3
XPQMA MAYPO
ANTOXH STH OQTIA BPAAYOAETHS ME BASH TON DIN 4102 B1
NYKNOTHTA 325GR/M2
AOIMA XAPAKTHPISTIKA | PAMMENO BAPOS 5TO KATQ MEPOS
PAQES STIS NAEYPES
A.3.2.4 NATOMA EIAIKQON NPOAIATPADQN STOYNTIO
MPOAIATPADH ANAITHZH ZYMMOP®Q:H
MAXOS 1,2MM
XPQMA MPASINO (CHROMAKEY GREEN)
YAIKO PVC
NYKNOTHTA 1500GR/M2
OAPAOS 200CM

ANTOXH XTH ®QTIA

BPAAYKAYZTO ME BAXTH TON EN 13501-1




A.3.3 MPOIONTA - YNHPEZIEZ - GREEN SCREEN MEFAAO STUDIO

GREEN SCREEN ZE 3XHMA “NN”, BAMMENO ME KATAAAHAH MIOTIA TIA XPQMATIKH AQAIPEZH

(KEYING). ZYAINH KATAZKEYH YWOYZ 2,6M KAl MHKOYZ NAEYPQN 3MX5,5MX3M

A.3.4 NPOIONTA - YNHPEZIEZ — DQTA

A.3.4.1 YOAHNQTO MAAIZIO 2THPIZHZ OQTIZMOY TYNOY A

NPOAIATPADH ANAITHZH ZYMMOPODOQIH
FONIES ZYNAEZHX

TETPASOANHNIES

TEMAXIA 4

XPQMA ANOYMINIOY
BAPOX TEMAXIOY 0.9 KG
MEPIEXOMENOI 3

ZYNAEIMOI

YAIKO KATAZKEYHZ AL EN AW-6061 T6
TPASSA 3.5M

TEMAXIA 4

MHKOZX 300CM

XPQMA ANOYMINIOY
BAPOX TEMAXIOY 6 KG

YAIKO KATAZKEYHZ AL EN AW-6061 T6
ATAMETPOZ ZQAHNA 20MM

MAXOZ ZQAHNA 2MM

TPASSA 2.5M

TEMAXIA 2

MHKOZX 250CM

XPQMA ANOYMINIOY
BAPOX TEMAXIOY 4 KG

YAIKO KATAZKEYHZ AL EN AW-6061 T6
ATAMETPOZ ZQAHNA 20MM

MAXOZ ZQAHNA 2MM

ZYNAEZMOI ZONHNQN

TEMAXIA 10

AIAZTAZEIX 60X15X15MM
BAPOZ TEMAXIOY 0,04 KG




A.3.4.2 OQTIZTIKO LED PANEL KAl A=EZOYAP TYMNOY B

NPOAIATPADH AMAITHZH ZYMMOP®QIH
DIMENSIONS (CM) 691 X 465 X 121 MM
WEIGHT (KG) 9 KG

CRI (COLOUR RENDERING | .

INDEX)

TLCI (TELEVISION

LIGHTING CONSISTENCY | 98

INDEX)

ESTIMATED LED LIFETIME | (001

(L80)

DIMMER 0 - 100 INCLUDED
DIMMING CURVES MODE | LINEAR EXPONENTIAL LOGARITHMIC
DMX MODULE INCLUDED

DMX (BIT) 8 BIT/ 16 BIT
CONNECTION FOR 14 V

OR 24 V BATTERY WITH

STANDARD XLR 4 PIN

CONNECTOR(PIN 1: INCLUDED
NEGATIVE / PIN 4:

POSITIVE)

STANDARD XLR 5 PIN

CONNECTORS TO DMX INCLUDED

CONSOLE

WATT CONSUMPTION 440 W

WATT OUTPUT

(EQUIVALENT TO 4000 W

TUNGSTEN)

FIRMWARE UPGRADES THROUGH USB PORT
COLOUR TEMPERATURE | 2800 K - 6500 K
VOLTAGE AC 90V - 240 V
VOLTAGE DC 14.8V

LIGHT BEAM 120°

FREQUENCY (INPUT) 50/ 60 HZ
COMPLIANCE CE

REMOTE CONTROL

BLUETOOTH LONG RANGE / DMX / RDM

AMBIENT TEMPERATURE

MAX: + 45°C / MIN: - 10°C

POWER FACTOR 0.9

PHOTOMETRIC DATA 6500 K 5600K 3200K
LUXAT 1M 8400 8400 8300
LUXAT2 M 2360 2360 2160
LUXAT3 M 1120 1120 1060
LUX AT 4 M 680 680 600




LUXAT5 M

460 460 390

A=ZE>OYAP

BARNDOORS

EGGCRATE

EGG CRATE GRID SOFTBOX

CLAMP

STAND: WEIGHT 2.5 KG

LENGTH WHEN FOLDED: 105 CM

MINIMUM HEIGHT: 125 CM

MAXIMUM HEIGHT: 360 CM

MAXIMUM LOAD WHEN FULLY EXTENDED: 10 KG

A.3.4.3 OQTIZTIKO LED PANEL KAI A=EZOYAP

INDEX)

NPOAIATPADH ANAITHZH ZYMMOP®QIH
DIMENSIONS (CM) 350 X 353 X 177 MM

WEIGHT (KG) 4,9KG

CRI (COLOUR RENDERING |

INDEX)

TLCI (TELEVISION

LIGHTING CONSISTENCY | 98

ESTIMATED LED LIFETIME
(L80)

50000 HOURS

DIMMER O - 100 INCLUDED
DIMMING CURVES MODE | LINEAR, EXPONENTIAL, LOGARITHMIC
DMX MODULE INCLUDED
DMX (BIT) 8 BIT/ 16 BIT
CONNECTION FOR 14 V

OR 24 V BATTERY WITH

STANDARD XLR 4 PIN

CONNECTOR (PIN 1: INCLUDED
NEGATIVE / PIN 4:

POSITIVE)

STANDARD XLR 5 PIN

CONNECTORS TO DMX INCLUDED
CONSOLE

WATT CONSUMPTION 220 W

WATT OUTPUT

(EQUIVALENT TO 2000 W
TUNGSTEN)

FIRMWARE UPGRADES THROUGH USB PORT
COLOUR TEMPERATURE | 2800 K - 6500 K
VOLTAGE AC 90V - 240 V
VOLTAGE DC 14.8V




LIGHT BEAM 120°
FREQUENCY (INPUT) 50 /60 HZ
COMPLIANCE CE

REMOTE CONTROL

BLUETOOTH LONG RANGE / DMX / RDM

AMBIENT TEMPERATURE

MAX: + 45°C / MIN: - 10°C

POWER FACTOR

0.96

PHOTOMETRIC DATA

6500K 5600K 3200K

LUXAT 1M 4250 4200 4150
LUXAT2 M 1220 1180 1080
LUXAT3 M 590 560 530
LUX AT 4 M 370 340 300
LUXAT5 M 245 230 195
BARNDOORS
EGGCRATE
EGG CRATE GRID SOFTBOX
CLAMP
A=ZE>OYAP STAND: WEIGHT 2.5 KG

LENGTH WHEN FOLDED: 105 CM

MINIMUM HEIGHT: 125 CM

MAXIMUM HEIGHT: 360 CM

MAXIMUM LOAD WHEN FULLY EXTENDED: 10 KG

A.3.4.4 OQTIZTIKO LED FRESNEL

INDEX)

NPOAIATPADH AMAITHZH ZYMMOP®QIH
DIMENSIONS (CM) 212 X 299 X 254 MM

WEIGHT (KG) 5 KG

CRI (COLOUR RENDERING | o -

INDEX)

TLCI (TELEVISION

LIGHTING CONSISTENCY | 95

ESTIMATED LED LIFETIME
(L80)

50000 HOURS

LED COB

110 W

DIMMER 0 - 100

INCLUDED

DIMMING CURVES MODE

LINEAR, EXPONENTIAL, LOGARITHMIC

CONNECTION FOR 14V
OR 24 V BATTERY WITH
STANDARD XLR 4 PIN
CONNECTOR (PIN 1:

INCLUDED




NEGATIVE / PIN 4:
POSITIVE)

STANDARD XLR 5 PIN

CONNECTORS TO DMX INCLUDED
CONSOLE

WATT CONSUMPTION 110 W

WATT OUTPUT

(EQUIVALENT TO 1000 W
TUNGSTEN)

FRESNEL LENS 150 MM
FIRMWARE UPGRADES THROUGH USB PORT
COLOUR TEMPERATURE | 2800 K - 6500 K
VOLTAGE AC 90V - 240 V
LIGHT BEAM 10° - 60°
FREQUENCY (INPUT) 50/ 60 HZ
COMPLIANCE CE

REMOTE CONTROL

BLUETOOTH LONG RANGE / DMX / RDM

AMBIENT TEMPERATURE

MAX: + 45°C / MIN: - 10°C

POWER FACTOR

0.96

PHOTOMETRIC DATA
LUXAT1IM-3.2FT
LUXAT2M-6.5FT
LUXAT3M-9.8 FT
LUXAT4M-13.1FT
LUXAT5M-16.4 FT

6500K 5600K 3200K

SPOT FLOD SPOT FLOD SPOT FLOD
38000 5100 36000 4800 27000 4000
10700 1200 8000 1100 6200 860

3600 560 3300 510 2600 390
1900 330 1750 310 1450 260
1100 220 1050 200 880 170

A=ZE>OYAP

SOFTBOX

CLAMP

STAND: WEIGHT 2.5 KG

LENGTH WHEN FOLDED: 105 CM

MINIMUM HEIGHT: 125 CM

MAXIMUM HEIGHT: 360 CM

MAXIMUM LOAD WHEN FULLY EXTENDED: 10 KG

A.3.4.5 KONZOAA MIZHZ OQTIZMOY KAl KAAQAIO DMX

NPOAIATPADH ANAITHZH ZYMMOPODOQzIH
CHANNELS 24

POWER INPUT DC 12~20V 500 MA MIN.

MIDI SIGNAL 5 PIN STANDARD INTERFACE

FUSE(INTERNAL)

FO.5A 250V 5X20MM




DMX OUTPUT

3 PIN FEMALE XLR

AUDIO INPUT

100 MV~1VPP

KAAQAIO DMX

200M

A.3.4.6 AIAMOIPAXTHZ ZHMATOZ ©QTIZMQOY DMX

NPOAIATPADH AMAITHZH ZYMMOP®QIH
POWER SUPPLY: 230V AC, 50 HZ
POWER CONSUMPTION: | 35 W
POWER CONNECTION: FIXED POWER SUPPLY CORD WITH SAFETY PLUG
1 X 3-PIN XLR (M) MOUNTING VERSION
DMX INPUT: 1 X 5-PIN XLR §M; MOUNTING VERSION
6 X 3-PIN XLR (F) MOUNTING VERSION SEPARATE
(GALVANIC) WITH INDEPENDENT DRIVER AND
STATUS INDICATOR
6 X 5-PIN XLR (F) MOUNTING VERSION SEPARATE
DMX OUTPUT: (GALVANIC) V\/(IT)H INDEPENDENT DRIVER AND
STATUS INDICATOR
1 X 5-PIN XLR (F) MOUNTING VERSION BYPASS
1 X 3-PIN XLR (F) MOUNTING VERSION BYPASS
CONTROL ELEMENTS. BYPASS/TERMINATING RESISTOR SWITCH, POWER
SWITCH
HOUSING DESIGN: (19") 48.3 CM RACK INSTALLATION 1 U
A.3.4.7 HAEKTPIKOS FEPANOS ®QTISMOY
NPOAIATPADH AMAITHZH IYMMOP®Q3H
IKANOTHTA ANYWQSHZ | 1000KG
MEFIZTH ANYWQSH 12M
(MONO KAAQAIO)
MEFIZTOZ PYOMOS 10M / MIN
ANYWQ3IHZ
EAETXOZ AZYPMATO XEIPIZTHPIO
IZXYS 1600W
ONOMASTIKH TAXYTHTA | 2800RPM
STPEWHS
ONOMASTIKH POIMH 3.8NM

A.3.4.8 ETKATAXTAZH TQN EIAQN NOY ANAOEPONTAI 2TA A.3.4.1-A.3.4.7




A.4 NMPOIONTA - YNHPEZIEZ - RACK ME POAEZ

A.4.1 MONITOR EAEMXOY ZHMATQN

NPOAIATPAOH

ANAITHZH

ZYMMOPODQzH

CONNECTIONS

SDI VIDEO INPUT

2X SDI. AUTOMATICALLY SWITCHES BETWEEN SD,
HD AND 6G-SDI. RECLOCKED LOOP THROUGH
OUTPUT.

SDI VIDEO OUTPUT

2 X 10 BIT LOOP THROUGH SD, HD AND
6G-SDI SWITCHABLE.

SDI AUDIO INPUT

16 CHANNELS EMBEDDED IN SD, HD AND UHD.

SDI AUDIO OUTPUT

16 CHANNELS EMBEDDED IN SD, HD AND UHD.

MULTI RATE SUPPORT

STANDARD DEFINITION SDI, HIGH DEFINITION SDI
AND 6G-SDI.

TALLY

9-PIN D CONNECTOR

STANDARDS

SD FORMAT SUPPORT

525129.97 NTSC, 625150 PAL

HD FORMAT SUPPORT

720P50, 59.94, 60

1080P23.98, 24, 25, 29.97, 30, 50, 59.94, 60
1080PSF23.98, 24, 25, 29.97, 30

1080150, 59.94, 60

2K FORMAT SUPPORT

2K DCI 23.98P, 2K DCI 24P, 2K DCI 25P
2K DCI 23.98PSF, 2K DCI 24PSF, 2K DCI 25PSF

ULTRA HD FORMAT
SUPPORT

2160P23.98, 24, 25, 29.97, 30

SDI COMPLIANCE

SMPTE 259M, SMPTE 292M, SMPTE 296M, SMPTE
372M, SMPTE 424M LEVEL B AND SMPTE 425M

AUDIO SAMPLING

TELEVISION SAMPLE RATE OF 48KHZ

VIDEO SAMPLING 4:2:2 AND 4:4:4
COLOR PRECISION 8-BIT
COLOR SPACE YUV AND RGB

COMPUTER INTERFACE

USB 2.0 FOR SOFTWARE UPDATES AND ETHERNET
FOR CONFIGURATION

COLORSPACE
CONVERSION HARDWARE BASED REAL TIME

LUMINANCE WAVEFORM, VECTORSCOPE, RGB
SCOPES PARADE, YUV PARADE, HISTOGRAM, AUDIO PHASE

AND LEVEL




A.4.2 TPOXHAATH BAZH RACK

NPOAIATPAODH ANAITHZH ZYMMOPODQIH
ADJUSTMENT T-BAR LOCKING SCREW
BASE DIMENSIONS 625 X 550 MM
WEIGHT 12.88 KG
HEIGHT 910 MM
12 SPACES IN TOP SECTION
HEIGHT (UNITS) 9 SPACES IN LOWER SECTION
MATERIAL STEEL
MAX. LOAD CAPACITY 50 KG
FOUR CASTORS, TWO OF THEM LOCKING CAGE NUTS
M5 AND LOCKING SCREWS M5 X 16 (32 PIECES) ARE
SPECIAL FEATURES INCLUDED; ANGLE ADJUSTABLE TO 45°; HEAVY-DUTY
CONSTRUCTION
COLOR BLACK
A.4.3 MONAAA AIANOMHZ PEYMATOZ
NPOAIATPADH ANAITHZH ZYMMOPODQzH
EISOAOS 1 TEM., BYZMA SCHUKO, KAAQAIO PEYMATOzZ 3
METPA (3 X 1,5 T. XAZT.)
‘E=0A0Z 8 X SCHUKO rEPMANIKQOY TYMNOY, ©HAYKO
MEFIZTH. TAZH
AEITOYPTIAZ 250V AC
MEFIZTH. PEYMA EZOAOQY | 16 A
IZXYZ EZ0AQY ‘EQZ 3680 W
ZYXNOTHTA 50 HZ
KEAYDOZX ANOYMINIO
OEPMOKPAZIA 0 ~ 45 BAOMOYZ KEAZIOY
YIPAZIA 0% ~ 90%
TONOGETHZH RACK NAI, 1U
A.4.4 KATATPADIKO HXOY
NPOAIATPADH ANAITHZH ZYMMOPODQzH

RECORDING MEDIA

SDHC CARD (4GB TO 32GB), SDXC CARD(48GB TO
128GB) HIGH SPEED CARDS REQUIRED.

RECORDING FORMAT

WAV

44.1K/48K/96K HZ, 16/24-BIT

BWF

44.1K/48K/96K HZ, 16/24-BIT

NUMBER OF CHANNELS

4-CHANNEL (STEREO x 2, MONO x 4)




ANALOG AUDIO INPUT
1/L, 2/R, 3/L, 4/R

CONNECTORS

XLR-3-31 (1:GND, 2:HOT, 3:COLD) / 1/4" (6.3MM)TRS
CONNECTOR STANDARD JACK
SETTO "MIC/

MIC+PHANTOM"

INPUT IMPEDANCE

2K OHMS

PHANTOM POWER

48V +4V (10MA/CH), 24V +4V (10MA/CH)

MAXIMUM INPUT LEVEL

0DBU

MINIMUM INPUT LEVEL —72DBU

MIC INPUT GAIN TRIM MAX

LOW +21DB

MID +36DB

HIGH +51DB

HI + PLUS +63DB

SET TO "LINE"

INPUT IMPEDANCE 10K OHMS OR MORE
STANDARD INPUT LEVEL +4DBU

MAXIMUM INPUT LEVEL | +20DBU

1/2 CONNECTOR

1/8" (3.5MM) STEREO MINI JACK (THIS CONNECTOR

CONNECTOR CAN BE SUPPLIED PLUG-IN POWER)
INPUT IMPEDANCE 10K OHMS

MAXIMUM INPUT LEVEL | +10DBV

MINIMUM INPUT LEVEL -50DBV

MIC INPUT GAIN TRIM MAX

LOW +3DB

MID +11DB

HIGH +26DB

HI + PLUS +38DB

CAMERA IN CONNECTOR

CONNECTOR 1/8" (3.5MM) STEREO MINI JACK
INPUT IMPEDANCE 10K OHMS

STANDARD INPUT LEVEL -10DBV

MAXIMUM INPUT LEVEL | +6DBV

ANALOG AUDIO OUTPUT

LINE OUT CONNECTOR

CONNECTOR (1/8" (3.5MM) STEREO MINI JACK
OUTPUT IMPEDANCE 200 OHMS
STANDARD OUTPUT _10DBY

LEVEL




MAXIMUM OUTPUT
LEVEL

+6DBV

CAMERA OUT

CONNECTOR

CONNECTOR 1/8" (3.5MM) STEREO MINI JACK
OUTPUT IMPEDANCE 200 OHMS

STANDARD OUTPUT

LEVEL —40DBV

MAXIMUM OUTPUT

LEVEL —24DBV

PHONES CONNECTOR

CONNECTOR 1/8" (3.5MM) STEREO MINI JACK

MAXIMUM OUTPUT

LEVEL 20MW + 20MW
UsB
CONNECTOR MICRO-B TYPE
FORMAT USB2.0 HIGH SPEED MASS STORAGE CLASS
REMOTE
CONNECTOR 2.5MM TRS JACK
4 AA BATTERIES(ALKALINE OR NI-MH), USB BUS
POWER POWER, DEDICATED AC ADAPTER (TASCAM PS-
P520U, SOLD SEPARATELY), DEDICATED EXTERNAL
BATTERY PACK (TASCAM BP-6AA, SOLD SEPARATELY)
POWER CONSUMPTION | 5.0W
CONTINUOUS 2CH WAV, 44.1KHZ, 16-BIT REC, PHANTOM POWER
OPERATION TIME NOT USED. *ALL TIMES ARE APPROXIMATE.
DEVICE ALONE

ALKALINE BATTERIES
(EVOLTA)

6 HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
OFF)

3-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
ON)

11 HOURS (BUILT-IN MIC (MIC 3/4) IS SELECTED.)

NI-MH BATTERIES
(ENELOOP)

6-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
OFF)

3-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
ON)

10-% HOURS (BUILT-IN MIC (MIC 3/4) IS SELECTED.)

NI-MH BATTERIES
(ENELOOP PRO)

7-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
OFF)

4-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
ON)

14-% HOURS (BUILT-IN MIC (MIC 3/4) IS SELECTED.)

DEVICE WITH BP-6AA

*BP-6AA IS USING THE ALKALINE BATTERIES
(EVOLTA).




ALKALINE BATTERIES
(EVOLTA)

13 HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
OFF)

7-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
ON)

25-% HOURS (BUILT-IN MIC (MIC 3/4) IS SELECTED.)

NI-MH BATTERIES
(ENELOOP)

12-% HOURS (XLR/TRS INPUT IS SELECTED.
PHANTOM OFF)

7-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
ON)

24-% HOURS (BUILT-IN MIC (MIC 3/4) IS SELECTED.)

NI-MH BATTERIES
(ENELOOP PRO)

14-% HOURS (XLR/TRS INPUT IS SELECTED.
PHANTOM OFF)

8-% HOURS (XLR/TRS INPUT IS SELECTED. PHANTOM
ON)

27 HOURS (BUILT-IN MIC (MIC 3/4) IS SELECTED.)

DIMENSIONS (WxDxD)

169 x 55.2 x 106.5 MM (WITH THE TOP ADAPTER
ATTACHED)

WEIGHT 625 G (INCLUDING BATTERIES)
530 G (EXCLUDING BATTERIES;)

OPERATING

TEMPERATURE 0CTO 40C

STANDARD ACCESSORIES

USB CABLE, CAMERA ATTACHMENT BRACKET SCREW
HOLE COVERS x 6 OWNER'S MANUAL (INCLUDING
WARRANTY)

AUDIO PERFORMANCE

FREQUENCY RESPONSE

20HZ TO 20KHZ +0.5/-2DB (LINE IN OR MIC IN TO
LINE OUT, FS 44.1K/48K HZ, JEITA)

20HZ TO 40KHZ +0.5/-3DB (LINE IN OR MIC IN TO
LINE OUT, FS 96KHZ, JEITA)

DISTORTION

0.02% OR LESS (LINE IN OR MIC IN TO LINE OUT FS
44.1K/48K/96K HZ, JEITA)

S/N RATIO

92DB OR MORE (LINE IN OR MIC IN TO LINE OUT FS
44.1K/48K/96K HZ, JEITA)

EQUIVALENT INPUT
NOISE

—120DBU OR LESS

A.4.5 ETKATAZTAZH TQN EIAQN NMOY ANAOEPONTAI 2TA A.4.1-A.4.4




A.5 NPOIONTA - YITHPEZIEZ - MONITOR 2TO :TOYNTIO

A.5.1 MONITOP XTOYNTIO 4K, 75"

(ON MODE)

NPOAIATPADH ANAITHZH SYMMOP®Q3H
DIAGONAL SIZE 75"

PANEL TYPE VA

RESOLUTION 3,840 X 2,160
PIXEL PITCH (HXV) 0.429X0.429MM
BRIGHTNESS (TYP) 350 NIT
CONTRAST RATIO 4,000:1
VIEWING ANGLE (H/V) |178/178
RESPONSE TIME 8MS

COLOUR GAMUT 72% (NTSC)
GLASS HAZE 2%
H-SCANNING 30~81KHZ
FREQUENCY

MAXIMUM PIXEL 594MHZ
FREQUENCY

V-SCANNING 48~75HZ
FREQUENCY

CONTRAST RATIO MEGA
(DYNAMIC)

OPERATION TIME 16/7

SUPPORT

HDMI IN 3

DP IN NO

VERSION OF HDMI 2

VERSION OF DP NO

VERSION OF HDCP 2.2

USB 2

IR IN YES

AUDIO IN NO

AUDIO OUT STEREO MINI JACK
RS232 IN YES

RS232 OUT YES

RJ45 IN YES

WIFI YES

BLUETOOTH YES

POWER SUPPLY AC100-240V 50/60HZ
POWER CONSUMPTION | 214.5 W




POWER CONSUMPTION
(SLEEP MODE)

0.5W

A.5.2 TPOXHAATH BAXH THAEOPAZHX

MPOAIATPADH ANAITHZH ZYMMOPODOQzH
FOR SCREEN SIZE: 55-80"
MAX VESA: 800 X 500 MM
200X200, 300X200, 300X300, 400X200,
VESA STANDARD: 400X400, 600X400, 800X400, 800X500MM
SIZE IN MM: (WXDXH) 850 X 600 X 2300 MM
ADJUSTABLE HEIGHT: YES
WEIGHT: 33 KG
COLOR: BLACK
MAX LOAD: 90 KG
AV SHELF / CAMERA
HOLDER: INCLUDED
POWER RAIL 220V: NO
LANDSCAPE (PORTRAIT POSSIBLE BUT WITH
SCREEN POSITION: LIMITATIONS OF BRACKET SIZE/WIDTH)
ACCESSORIES: AV SHELF AND CAMERA HOLDER INCLUDED
WHEELS: 4 X LOCKABLE CASTERS
MOUNT TO FLOOR: NO
A.5.3 METATPOIEAZ 2HMATOZ SDI 2E HDMI 12G
MPOAIATPA®H AMNAITHZH ZYMMOP®QzH
SDI VIDEO INPUTS 1
SDI VIDEO OUTPUTS 1
HDMI 2.0 VIDEO
OUTPUTS 1TYPEA
SDI RATES 270MB, 1.5G, 3G, 6G, 12G.

MULTI RATE SUPPORT

AUTO DETECTION OF SD, HD, 2K, ULTRAHD

AND 4K.

UPDATES,
CONFIGURATIONS AND
POWER

USB TYPE-C.

SD VIDEO STANDARDS

525159.94 NTSC, 625150 PAL




HD VIDEO STANDARDS

720P50, 720P59.94, 720P60

1080P23.98, 1080P24, 1080P25, 1080P29.97,
1080P30, 1080P47.95, 1080P48, 1080P50,
1080P59.94, 1080P60

1080PSF25, 1080PSF29.97, 1080PSF30
1080150, 1080159.94, 1080160

2K VIDEO STANDARDS

2KP23.98 DCI, 2KP24 DCI, 2KP25 DCl,
2KP29.97 DCI, 2KP30 DCI, 2KP47.95 DCl,
2KP48 DCI, 2KP50 DCI, 2KP59.94 DCI, 2KP60
DCI

2KPSF25 DCI, 2KPSF29.97 DCI, 2KPSF30 DCI

ULTRA HD VIDEO
STANDARDS

2160P23.98, 2160P24, 2160P25, 2160P29.97,
2160P30, 2160P47.95, 2160P48, 2160P50,
2160P59.94, 2160P60

4K VIDEO STANDARDS

4KP23.98 DCI, 4KP24 DCI, 4KP25 DCI,
4KP29.97 DCI, 4KP30 DCI, 4KP47.95 DCI,
4KP48 DCI, 4KP50 DCI, 4KP59.94 DCI AND
4KP60 DCI.

SDI COMPLIANCE

SMPTE 259M, SMPTE 292M, SMPTE 296M,
SMPTE 424M, SMPTE 425M, SMPTE 2081-1,
SMPTE 2081-10, SMPTE 2082-1, SMPTE 2082-
10, SMPTE 2084 AND SMPTE 2108-1

SDI VIDEO RATES

SDI VIDEO CONNECTIONS ARE SWITCHABLE
BETWEEN STANDARD DEFINITION, 720P,
10801, 1080P, 2K DCI, ULTRA HD AND 4K DCI.

SDI COLOR PRECISION

4:2:2. A 33-POINT LUT CAN BE LOADED VIA
THE SOFTWARE UTILITY FOR CALIBRATING
OR IMPROVING MONITOR COLOR.

SDI COLOR SPACE

YUV

SDI AUTO SWITCHING

AUTOMATICALLY DETECTS SD, HD LEVEL A
OR B FOR 3G-SDI, 2K DCI, ULTRA HD AND 4K
DCI.

HDMI VIDEO
STANDARDS

525159.94 NTSC, 625150 PAL

720P50, 720P59.94, 720P60

1080P23.98, 1080P24, 1080P25, 1080P29.97,
1080P30, 1080P47.95, 1080P48, 1080P50,
1080P59.94, 1080P60

1080150, 1080159.94, 1080160

2160P23.98, 2160P24, 2160P25, 2160P29.97,
2160P30, 2160P47.95, 2160P48, 2160P50,
2160P59.94, 2160P60

4KP23.98 DCI, 4KP24 DCI, 4KP25 DCI,
4KP29.97 DCI, 4KP30 DCI, 4KP47.95 DCI,
4KP48 DCI, 4KP50 DCI, 4KP59.94 DCI AND
4KP60 DCI.




HDMI COLOR
PRECISION

4:2:2. A 33-POINT LUT CAN BE LOADED VIA
THE SOFTWARE UTILITY FOR CALIBRATING
OR IMPROVING MONITOR COLOR.

HDMI COLOR SPACE

YUV

A.5.4 2ET AZYPMATHZ METAAOZHZ EIKONAZ

1080P60 SIGNALS ARE
TRANSMITTED IN A
LABORATORY)

MPOAIATPA®H AMAITHZH SYMMOP®QZH
TRANSMITTER RECEIVER
INTERFACE ANTENNA (RP-SMA MALE) ANTENNA (RP-
HDMI 1.4 BINPUT (TYPE-A | SMA MALE)
FEMALE) HDMI 1.4 B
3G-SDI INPUT OUTPUT
DC INPUT (2.0MM CORE (TYPE-A
SOCKET) FEMALE)
USB TYPE-C (USB 2.0 OTG) | 3G-SDI
OUTPUT
DC INPUT
(2.0MM CORE
SOCKET)
USB TYPE-C
(USB 2.0 OTG)
VOLTAGE DC INPUT: 6V-16V USB TYPE- | DC INPUT: 6V-
C: 5V/2.5A (NOT 16V
SUPPORTING THE QCAND | USB TYPE-C:
PD PROTOCOLS) 5V/2.5A (NOT
NP-F BATTERY: 6.8V-8.4V SUPPORTING
THE QC AND
PD
PROTOCOLS)
NP-F BATTERY:
6.8V-8.4V
POWER <8.5W (TYPICAL) <5W (TYPICAL)
CONSUMPTION
OPERATING 5.1GHZ-5.8GHZ 5.1GHZ-
FREQUENCY 5.8GHZ
MODULATION MODE | 802.11N 802.11N
TX POWER 21DBM (MAX.). 21DBM (MAX.)
RX SENSITIVITY N/A -90DBM
BIT RATE 8MBPS-20MBPS
LATENCY 0.06S (TEST DATA WHEN




RANGE

450FT (150M) (TEST DATA IN
AN OPEN, INTERFERENCE-
FREE OUTDOOR
ENVIRONMENT)

BANDWIDTH

20MHZ

AUDIO FORMAT

2 AUDIO CHANNELS FOR
THE 3G-SDI AND 8 AUDIO

CHANNELS FOR THE HDMI
1.4B
OPERATING -10°CTO60C
TEMPERATURE
STORAGE 40CTO60C
TEMPERATURE

ESD PROTECTION

CONTACT DISCHARGE:
+6KV; AIR DISCHARGE: +8KV
(TEST DATA)

A.6 KAMEPEZ KAl MAPEAKOMENA

A.6.1 KINHMATOTIPA®IKH KAMEPA FULL FRAME

MONO) (KATA NPOZEITIZH)

NPOAIATPAOH ANAITHZH ZYMMOPODQzIH
TONOGETHIH OAKQY E-MOUNT

MEFEOOZ KAl BAPOX

BAPOZ (KYPIA MONAAA 390 G

BAPOZX (MAZI ME TA
MAPEXOMENA AZEXOYAP)
(KATA MPOZEITIZH)

2,59 KG (ME VIEWFINDER, THAEXEIPIZTHPIO
GRIP, MMATAPIA BP-U35, ®AKO SEL24105G,
SKIASTPO MAKOY, XEIPOAABH, YIIOAOXH
MIKPODQNOY)

IZXYZ

ATAITHZEIZ ENEPTEIAZ

DC 19,5V

KATANAAQZH PEYMATO2

QFHD 59,94 P, ®AKOZ SEL24105G, ENEPTO
VIEWFINDER, XQPIZ XPH2H E=QTEPIKH2
2YZKEYH3)

MEPINOY 18,0 W (KATA THN EITPA®H ZE XAVC-|

XPONO2Z AEITOYPTIAZ
MMATAPIAZ

MEPINQOY 105 AENTA ME MIMATAPIA BP-U35
(KATA THN EFTPAQH ZE XAVC-I QFHD 59,94 P,

XPHZH EZQTEPIKHZ XYZKEYHZ), MEPINQY 215
AENTA ME MIMATAPIA BP-U70 (KATA THN
EFTPAQH ZE XAVC-I QFHD 59,94 P, ®AKO2

(MAKOZ SEL24105G, ENEPIO VIEWFINDER, XQP1Z




SEL24105G, ENEPIO VIEWFINDER, XQP1Z XPHZH
EZQTEPIKHZ 2YZKEYHZ)

XEIPIZMOZX

OEPMOKPAZIA . . ] .
AEITOYPTIAS 0°CEQX40°C,32°FEQ> 104 °F
OEPMOKPAZIA . ] . ]
ANOOHKEYSHS -20°CEQ2 +60 °C, -4 °F EQZ +140 °F

OOPMA EITPAQHE
(BINTEO)

XAVC INTRA

AEITOYPIIA XAVC-I DCI4K 59,94P: VBR,
MEFIZTOX PYOMOZ METAAOZHS BIT 600 MBPS,
MPEG-4 AVC/H.264, AEITOYPIIA XAVC-I DCI4K
50P: VBR, METZTOZ PYOMOZ METAAOZHS BIT
500 MBPS, MPEG-4 AVC/H.264, AEITOYPI1A
XAVC-1 DCI4K 29,97P: VBR, METZTOX PYOMOZX
METAAOZHZ BIT 300 MBPS, MPEG-4 AVC/H.264,
AEITOYPIIA XAVC-I DCI4K 25P: VBR, METIZTOZ
PYOMOZ METAAOZHZ BIT 250 MBPS, MPEG-4
AVC/H.264, AEITOYPTIA XAVC-I DCI4K 24P: VBR,
MEFIZTOX PYOMOZ METAAOZHS BIT 240 MBPS,
MPEG-4 AVC/H.264, AEITOYPIIA XAVC-I DCI4K
23,98P: VBR, METIZTOX PYOMOZ METAAOZHZ
BIT 240 MBPS, MPEG-4 AVC/H.264, AEITOYPTIA
XAVC-l QFHD 59,94P: VBR, MET2TOz PYOMOZ
METAAOZHZ BIT 600 MBPS, MPEG-4 AVC/H.264,
NAEITOYPTIA XAVC-I QFHD 50P: VBR, METIZTOZ
PYOMOZ METAAOZHZ BIT 500 MBPS, MPEG-4
AVC/H.264, AEITOYPTIA XAVC-I QFHD 29.97P:
VBR, METI2XTOZ PYOMOZ METAAOZHZ BIT 300
MBPS, MPEG-4 AVC/H.264, AEITOYPTIA XAVC-I
QFHD 25P: VBR, METIZTOZ PYOMOZ
METAAOZHZ BIT 250 MBPS, MPEG-4 AVC/H.264,
AEITOYPTIA XAVC-1 QFHD 23.98P: VBR,
MEFIZTOX PYOMOZ METAAOZHS BIT 240 MBPS,
MPEG-4 AVC/H.264, AEITOYPIIA XAVC-I HD
59,94P: CBG, METIZTOZ PYOMOZ METAAOZHZ
BIT 222 MBPS, MPEG-4 AVC/H.264, AEITOYPTIA
XAVC-1 HD 50P: CBG, METI2TOX PYOMOZ
METAAOZHZ BIT 223 MBPS, MPEG-4 AVC/H.264,
AEITOYPIIA XAVC-I HD 29,97P: CBG, METIZTOZ
PYOMOZ METAAOZHZ BIT 111 MBPS, MPEG-4
AVC/H.264, AEITOYPTIA XAVC-I HD 25P: CBG,
MEFIZTOX PYOMOZ METAAOZHS BIT 112 MBPS,
MPEG-4 AVC/H.264, AEITOYPIIA XAVC-I HD
23,98P: CBG, METIZTOZ PYOMOZ METAAOZHZ
BIT 89 MBPS, MPEG-4 AVC/H.264




XAVC LONG

AEITOYPIIA XAVC-L QFHD
29,97P/25P/23,98P:VBR, MElZTOZ PYOMOX
METAAOZHZ BIT 100 MBPS, MPEG-4 H.264/AVC,
AEITOYPTIA XAVC-L QFHD 59,94P/50P:VBR,
MEFIZTOX PYOMOZ METAAOZHS BIT 150 MBPS,
MPEG-4 H.264/AVC, AEITOYPT1A XAVC-L HD
29,97P/25P/23,98P/59,94P/50P:VBR, MEIIZTOZ
PYOMOZ METAAOZXHZ BIT 50 MBPS, MPEG-4
H.264/AVC, AEITOYPTIA XAVC-L HD
29,97P/25P/23,98P/59,94P/50P:VBR, MElIZTOZ
PYOMOZ METAAOZXHZ BIT 35 MBPS, MPEG-4
H.264/AVC

OOPMA ETTPADHZ (HXOZ)

OOPMA EITPADHZ (HXOZ)

LPCM 24 BIT, 48 KHZ, 4 KANAAIA

PYOMOZ KAPE EITPADHZ

XAVC INTRA

AEITOYPI1A XAVC-1 DCI4K: 4096 X 2160/59,94P,
50P, 29,97P, 23,98P, 25P, 24P, AEITOYPIIA
XAVC-I QFHD: 3840 X 2160/59,94P, 50P, 29,97P,
23,98P, 25P, AEITOYPI1A XAVC-1 HD:1920 X
1080/59,94P, 50P, 29,97P, 23,98P, 25P

XAVC LONG

AEITOYPFIA XAVC-L QFHD: 3840 X 2160/59,94P,
50P, 29,97P, 23,98P, 25P, AEITOYPTIA XAVC-L HD
50:1920 X 1080/59,94P, 50P, 29,97P, 23,98P,
25P, AEITOYPI1A XAVC-L HD 35:1920 X
1080/59,94P, 50P, 29,97P, 23,98P, 25P

XPONOZX
EFTPA®HZ/ANAMAPATQIH

XAVC INTRA

XAVC-I DCI4K/QFHD 59,94P KATA TH XPHZH
CEA-G160T (160 GB): MEPINMOY 30 AEMTA KATA
TH XPHZH CEA-G80T (80 GB): MEPINQY 15
AEMTA, AVC-I DCI4K/QFHD 50P KATA TH XPHZH
CEA-G160T (160 GB): MEPINOY 36 AEMTA KATA
TH XPHZH CEA-G80T (80 GB): MEPINOY 17
AEMTA, XAVC-I DCI4K/QFHD 29,97P KATA TH
XPHXH CEA-G160T (160 GB): MEPINQY 60 AEMTA
KATA TH XPHXH CEA-G80T (80 GB): MEPINOY 29
AEMTA, XAVC-I DCI4K/QFHD 25P KATA TH XPHZH
CEA-G160T (160 GB): MEPINOY 71 AEMTA KATA
TH XPHZH CEA-G80T (80 GB): MEPINQY 35
AENTA, XAVC-I DCI4K 24P KATA TH XPHZH CEA-
G160T (160 GB): MEPINOY 74 AEMNTA KATA TH
XPHZH CEA-G80T (80 GB): MEPINQY 36 AEMTA,
XAVC-I DCI4K/QFHD 23,98P KATA TH XPHZH
CEA-G160T (160 GB): MEPINOY 74 AEMTA KATA
TH XPHZH CEA-G80T (80 GB): MEPINOY 36
AENTA, XAVC-l HD 59,94P KATA TH XPHZH CEA-
G160T (160 GB): MEPINOY 78 AEMNTA KATA TH




XPHZH CEA-G80T (80 GB): MEPINQY 38 AEMTA,
XAVC-1 HD 50P KATA TH XPHxH CEA-G160T (160
GB): MEPINQOY 78 AENTA KATA TH XPHZH CEA-
G80T (80 GB): MEPINQY 38 AEMTA, XAVC-1 HD
29,97P KATA TH XPHZH CEA-G160T (160 GB):
MEPINQOY 150 AENTA KATA TH XPHZH CEA-G80T
(80 GB): MEPINOY 74 AENTA, XAVC-I HD 25P
KATA TH XPHXZH CEA-G160T (160 GB): NEPINOY
150 AENTA KATA TH XPHXH CEA-G80T (80 GB):
MEPINQY 74 AEMTA, XAVC-1 HD 23,98P KATA TH
XPHXH CEA-G160T (160 GB): MEPINOY 185
AENTA KATA TH XPHZH CEA-G80T (80 GB):
MEPINQOY 91 AENTA

XAVC LONG

XAVC-L QFHD 29,97P/25P/23,98P KATA TH
XPHIH CEA-G160T (160 GB): MEPINOY 170
AEMTA KATA TH XPHZH CEA-GSOT (80 GB):
MEPINOY 86 AENTA, XAVC-L QFHD 59,94P/50P
KATA TH XPHZH CEA-G160T (160 GB): MEPINOY
115 AENTA KATA TH XPHZH CEA-GSOT (80 GB):
MEPINOY 57 AENTA, XAVC-L HD 50
/29,97P/25P/23,98P/59,94P/50P KATA TH
XPH3H CEA-G160T (160 GB): MEPINOY 320
AEMTA KATA TH XPHZH CEA-GSOT (80 GB):
MEPINOY 155 AEMTA, XAVC-L HD 35
29,97P/25P/23,98P/59.94P/50P KATA TH XPHIH
CEA-G160T (160 GB): MEPINOY 430 AEMTA KATA
TH XPHZH CEA-GS8OT (80 GB): NEPIMNOY 210
AEMNTA

PROXY HXOY

XAVC PROXY: AAC-LC, 128 KBPS, 2 KANAAIA

PROXY VIDEO

XAVC PROXY: YWHAO NPO®IA AVC/H.264 4:2:0
LONG GOP, VBR 1920X1080, 9 MBPS

ENOTHTA KAMEPAZ

TYNOZ AIZOHTHPA

AIZOHTHPAZ EIKONAZ MONOY KYKAQMATO2
CMOS, 35 MM FULL-FRAME

PIXEL

MEPINQY 12,9 MEGAPIXEL (2ZYNOAO), NEPINOY
10,2 MEGAPIXEL (MPATMATIKH ANAAYZH)

ENZQMATQMENA OMNTIKA
QOINTPA

CLEAR, TPAMMIKO METABAHTO ND (1/4 ND
EQS 1/128 ND)

EYAIZOHZIA

ISO 800/12800 (AEITOYPTIA CINE EI, THIH
®QTOS D55)

AOIr0z zHMATOzZ NP0z
©O0PYBO

AIATPAOH

TAXYTHTA KAEIZTPOY

64 F XE 1/8000 SEC

APT'H KAI TPHIOPH KINHZH

XAVC-|

4096X2160, 1 EQS 60 KAPE
(59,94/50/29,97/25/24/23,98)




XAVC-I/L

3840 X 2160, 1 EQ? 60, 100, 120 KAPE
(59,94/50/29,97/25/23,98), 1.920 X 1.080, 1 EQS
60, 100, 120, 1502, 1802, 2002, 2402 KAPE
(59,94/50/29,97/25/23,98)

IZOPPOITIA AEYKOY

AEITOYPTIEZ IZOPPOIMIAZ
AEYKOY

MPOEMNIAOTH, MNHMH A, MNHMH B (2000K-
15000K)/ATW

‘EKOEZH

EAEMXOZ ATMTOAABH2

-3 EQ3 30 DB (KAOE 1 DB), AGC

GAMMA

KAMNYAH GAMMA

AEITOYPIIA SDR : S-CINETONE, TYNIKO, XTATIKH
EIKONA, ITU709, AEITOYPIIA 709TONE HDR:
HLG_LIVE, HLG_NATURAL

NMAATOZ

MAATOZ

15+ 32T0nN

AIAZYNAEZH

EIZOAOz TC / EZ0A0Z TC

BNC, ENAAAAZIMH EZOAOZ/EIZ0AOX TC

EIZOAOZ HXOY

TYNOZ XLR 3 AKIAQN (OHAYKO) (X2), ENIAOTES
rA TPAMMH/MIKPO®QNO/MIKPODQNO +48
V, MIKPODQNO: -30 EQZ -80 DBU

E=OAOz SDI

EZOAO3 SDI OUT: BNC, 12G-SDI, 6G-SDI, 3G-SDI
(EMMNEAO A/B)

USB

USB TYPE-C(X1), MULTI/MICRO-B (X1)

E=OAO2 AKOYZTIKQN

ITEPEO®QNIKH YNOAOXH MINI (X1), -16 DBU
16 Q

E=OAO2 HXEIOY MONO®QNIKH
E=OAO2 HDMI TYPE A (X1)
EIZOAOZ DC BYZMA DC

THAEXEIPIZTHPIO

STEPEO®QNIKO BYSMA MINI-MINIJACK
(® 2,5 MM)

NABH

BYZMA MINUACK(® 3,5 MM / 4 AKIAQN)

MEZA

TYNOZ MEZQN

KAPTA CF EXPRESS TYPE A / SD (X2), H YIOAOXH
B MITOPEI NA XPHZIMOTOIHGOEI T1A
ATIOOHKEY2H TQN AEAOMENQN

AIAMOP®QSHS.
MNAPAKOAOYOHSH
. 8,8 CM (TYNOX 3,5), NEPINOY 2,76
EKATOMMYPIA KOYKKIAES
ENZQMATQMENO
MIKPODQNO
AM®IKATEYOYNTIKO MIKPODQNO ME
ENZQMATQMENO MYKNQTH HAEKTPITH (2QMA) (X1),
MIKPODQNO STEPEO®QNIKO MYKNQTIKO MIKPODQNO

HAEKTPITH (XEIPOAABH) (X1)




WI-FI/NFC

YNOXTHPIZOMENA

IEEE 802.11 A/B/G/N/AC

QOOPMA
EYPOZ ZONHZ 2,4 GHZ, EYPO2 ZQNH2
MIANTA 2YXNOTHTQN 5,2/5.3/5,6/5,8 GHZ
AZDAANEIA WEP/WPA-PSK/WPA2-PSK
NEC 2YMBATOTHTA ME ETIKETEZ NFC FORUM TYPE 3

TAG

A.6.2 DOPHTO MONITOP 5”

MEDIA

NPOAIATPADH ANAITHZH IYMMOPDQZH
PHYSICAL

SPECIFICATIONS

WITHOUT BATTERIES & 360G

MOUNTING POINTS

ANTI-ROTATIONAL 3/8-16 SCREW MOUNT
POINTS WITH 1/4-20 SCREW MOUNT
ADAPTER. TOP AND BOTTOM.

ENVIRONMENTAL

AMBIENT OPERATING

TEMPERATURE UPTO40"C

CONSTRUCTION AND

CONTROL

BODY ALUMINIUM ALLOY CHASSIS WITH ABS
POLYCARBONATE BACK PLATE

COOLING HEAT SINK AND ACTIVELY CONTROLLED FAN
WITH USER SELECTABLE MODES IN MENU

TALLY LIGHT REAR AND FRONT (RED BORDER ON THE

DISPLAY INDICATES RECORD)

MULTI-FUNCTION

BUTTON POWER / LOCK SCREEN

ATOMXPANSION SLOT YES

POWER

TOUCHSCREEN SUPERATOM IPS PANEL (CAPACITIVE TOUCH)

OPERATING POWER

10 - 22W

COMPATIBLE BATTERIES

NPF /L SERIES AND SUPPORTING
ACCESSORIES

INPUT VOLTAGE

5.8 - 7.2V (BATTERY)

BATTERY TIME (BASED
ON 7.4V)

5200MAH - UP TO 2HRS (MONITOR &
RECORD 4KP60), 7800MAH - UP TO 3HRS
(MONITOR & RECORD 4KP60)

DC IN CONNECTOR

VIA DC JACK ON BATTERY ELIMINATOR




CONTINUOUS POWER

VIA OPTIONAL ATOMX SYNC MODULE

VIA BATTERY ELIMINATOR AND OPTIONAL D-

D-TAP TAP TO DC CABLE

DISPLAY

TOUCHSCREEN IPS PANEL (CAPACITIVE TOUCH)

SIZE 5.2"

RESOLUTION / PPI 1920 X 1080PX

PPI 423

BIT DEPTH 10-BIT (8+2 FRC)

BACKLIGHT TYPE EDGE LIT

ETTE)HTNESS (€O/M2/ | 100 o/ 10%

ASPECT RATIO 16:9 NATIVE

DE-INTERLACE MODE | I >P AND PSE > P

COLOR GAMUT REC. 709

COLOR PIPELINE

ATOMHDR YES
SONY SLOG / SLOG2 / SLOG3, CANON CLOG /
CLOG2 / CLOG3, ARRI LOG CEI160 /
LOGCEI200 / LOGCEI250 / LOGCEI320 /
LOGCEI400 / LOGCEI500 / LOGCEI640 /
LOGCEIS00 / LOGCEI1000 / LOGCEI1280 /
LOGCEI1600, NIKON N-LOG, PANASONIC V-
LOG, JVC J-LOG1, OLYMPUS (OM SYSTEM)
OM-LOG400 / FLAT, LECIA L-LOG, Z CAM Z-
LOG2, RED LOGFILM / RED LOG3G10 / RED
LOG3G12, FUJIFILM F-LOG, PQ (HDR10), HLG

GAMMA
SONY SGAMUT / SGAMUT3 / SGAMUT3.CINE,
CANON CINEMA, DCI P3 / DCI P3+ / DCI-P3
D65, REC709, BT.2020, NIKON NLOG,

GAMUT PANASONIC V-GAMUT, ARRI ALEXA WIDE

GAMUT, FUJIFILM F-GAMUT, JVC LS300, RED
WIDEGAMUT / RED DRAGONCOLOR /
DRAGONCOLOR2 / RED COLOR2 / RED

COLOR3 / RED COLOR4
3D LUT DISPLAY .CUBE FORMAT
3D LUT DOWN STREAM | LOOP OUT
3DLUT 50/50 YES
MONITORING MODES NATIVE / REC.709 / HLG / PQ / 3D LUT
HDR OUTPUT

CONVERSION

LOG / HDR TO HLG / PQ / DOLBY VISION




VIDEO INPUT

HDMI 1 X HDMI (2.0) 4KP60

HDMI RAW APPLES PRORES RAW UP TO 6K
2 X 12G SDI BACKWARD COMPATIBLE VIA

SDI OPTIONAL ATOMX SDI MODULE, OR 1 X 12G
SDI VIA OPTIONAL ATOMOS CONNECT
OPTIONAL WITH ATOMOS CONNECT OR

SDI RAW ATOMX SDI MODULE AND SDI RAW
ACTIVATION

BIT DEPTH 8/10-BIT VIDEO / RAW UP TO 12-BIT

VIDEO CHROMA
SUBSAMPLING

0,168078704

HDCP COPY
PROTECTION NOT SUPPORTED
METADATA
RAW - WHITE BALANCE, EXPOSURE INDEX,
HDMI SHUTTER SPEED/ANGLE, IRIS F STOP, ISO,
GAMMA, GAMUT
FILE NAME FROM ARRI, RED VIA OPTIONAL
SDI ATOMX SDI MODULE OR OPTIONAL ATOMOS

CONNECT

VIDEO OUTPUT
(PLAYOUT)

HDMI

1 X HDMI (2.0) 4KP60

VIDEO CHROMA
SUBSAMPLING

0,168078704

UNCOMPRESSED TRUE 10-BIT OR 8-BIT 422

SIGNAL (PLAYBACK FILE DEPENDENT)
AUDIO IN/OUT

AUDIO QUALITY 24-BIT / 48KHZ

AUDIO CODEC PCM

HDMI 8CH 24-BIT, INPUT DEPENDENT
SDI 12CH 24-BIT, INPUT DEPENDENT
ANALOG AUDIO IN 3.5 MM 2CH.

HEADPHONE OUT 3.5 MM 2CH.

TIMECODE / SYNC

TIME OF DAY

YES, TIME AND DATE

LTC

VIA 3.5 MM AUDIO JACK INPUT (REQUIRES
POST PROCESSING)

RF NETWORK RANGE

300M

RF FREQUENCY

REGION DEPENDENT

NUMBER OF CHANNELS

12 RF CHANNELS PER REGION




NUMBER OF RF
CLIENTS

REGION DEPENDENT

RESOLUTION AND
FRAME RATES
(RECORD, MONITOR &
PLAYBACK)

8K RAW ONLY UP TO 30P VIA HDMI
RAW ONLY UP TO 30P VIA HDMI AND SDI

6K (CAMERA DEPENDENT 5.9K HDMI AND 5.7K
SDI)

5K RAW ONLY UP TO 30P VIA HDMI
23.98 /24 /25 /29.9 /30 /50 /59.94 /60P - HFR

4K DCI 100/120 VIA RAW OVER HDMI & SDI ON
SELECTED CAMERAS

4K UHD 23.98 /24 /25/ 29.9/ 30/ 50/ 59.94/ 60P

ANAMORPHIC 3.5K: RAW UP TO 60P (FROM SUPPORTED

CAMERAS ONLY)

FHD 1920 X 1080
PROGRESSIVE

23.98 /24 /25 /29.9 /30 /50 /59.94 /60 /100
/120P

FHD 1920 X 1080 PSF

CONVERTED TO P AND LOOPED OUT PSF

FHD 1920 X 1080
INTERLACED

23.98 /24 /25 /29.9 /30 /50 /59.94 /60l

1280 X 720P

50 /59.94 /60P

RECORDING CODEC

APPLE PRORES RAW

PRORES RAW, PRORES RAW HQ (ACTIVATION
REQUIRED)

APPLE PRORES

LT, 422, 422HQ

AVID DNXHD 220X, 220, 145, 36 (ACTIVATION REQUIRED)
AVID DNXHR LB, SQ, HQ, HQX (ACTIVATION REQUIRED)
H.265 LQ, MQ, HQ IN 8/10BIT, 422 AND 420

' (ACTIVATION REQUIRED)
PLAYBACK

YES, CREATE CUSTOM PLAY LISTS FROM FULL

PLAYLIST OR SUB CLIPS
LOOP YES, WITH USER CUSTOMIZABLE IN / OUT

MARKERS

APPLE PRORES RAW

YES, RECORDED CLIPS WITH LINEAR PCM
AUDIO

APPLE PRORES

YES, WITH LINEAR PCM AUDIO

AVID DNX

YES, WITH LINEAR PCM AUDIO

H.265 (HEVC)

YES, RECORDED CLIPS WITH LINEAR PCM
AUDIO




RECORDING

FUNCTIONS
PRE-ROLL RECORD YES (HD 8S, 4K 2S) - NOT AVAILABLE IN RAW
TIMELAPSE YES
SUPPORTED MEDIA
SSDMINI NATIVE SIZE AND FIT
FILE SYSTEM EXFAT
ON SCREEN TOOLS
WAVEFORM YES, 3 SIZE / POSITION
RGB PARADE YES, 3 SIZE / POSITION
VECTOR SCOPE YES, 2 SIZE / POSITION
1 XZOOM YES. 1:1 PIXEL MAPPING FOR 4K
2 XZ00OM YES
COLOR SELECTED / THRESHOLD SETTING /
FOCUS PEAKING COLOR / MONO / EDGES ONLY
FALSE COLOR YES, WITH FALSE COLOR SCALE
ZEBRA YES, ADJUSTABLE
ISOLATE COLOR
CHANNEL BLUE ONLY

CINE FRAME GUIDES

16:9, 2.4:1, 2.35:1, 1.9:1, 1.91:1, 1.85:1, 4:3

SOCIAL FRAME GUIDES

9:16, 1:1, 1.91:1, 4:5

SAFE AREAS ACTION AND GRAPHIC

GRID MARKERS 9 GRID

ANAMORPHIC

DESQUEEZE 1.25X 1.33X, 1.5X,1.8X,2X, 2X 4:3
DISPLAY FLIP 180 DEGREE ROTATION

ONBOARD SIGNAL
PROCESSING OPTIONS

PULLDOWN REMOVAL

24/25/30PSF > 24/25/30P (2:2 PULLDOWN)
601 > 24P (3:2 PULLDOWN)

4K UHD DOWNSCALE
FOR HD

LOOP OUT - 4K UHD TO FHD

DCI CROP LOOP OUT - 17:9 TO 16:9 CROP

REMOTE CONTROL
AUTO HDMI TRIGGER, SUPPORTED

HDMI PROTOCOLS - CANON, SONY, ATOMOS OPEN
STANDARD

SDI SDI TRIGGER CAMERA SELECTABLE

SERIAL 2.5MM JACK

LANC CONTROL AND CALIBRATION VIA
OPTIONAL USB TO SERIAL CABLE

EXTERNAL DEVICE
CONTROL




SERIAL 2.5MM JACK

CAMERA CONTROL FOR SUPPORTED
CAMERAS VIA OPTIONAL USB TO SERIAL
CABLE

SUPPORTED
APPLICATIONS

XML

CUT TAG EDL IN FINAL CUT PRO XML

APPLE PRORES RAW

APPLE FINAL CUT PRO, ADOBE PREMIERE,
AFTER EFFECTS, AVID MEDIA COMPOSER,
GRASSVALLEY EDIUS, ASSIMILATE SCRATCH,
BASELIGHT FILM LIGHT.

VIDEO CODECS

ALL NLE APPLICATIONS THAT SUPPORT APPLE
PRORES, AVID DNX AND H.265 IN .MOV
WRAPPER

A.6.3 A2YPMATO ZET PYOMIZHZ DAKOY

NPOAIATPADH

ANAITHZH

ZYMMOPODOQzH

HAND WHEEL
CONTROLLER

1

MOTOR KIT

POWER HANDLE

12 MM ROD HOLDE TO
DUAL 1/4" - 20 ADAPTER

F970 BATTERY PLATE

RUBBER ROD SUPPORT

PHOTOGRAPHIC LENS
FOLLOW FOCUS GEAR
RING

ALUMINUM ROD
15X150MM

P-TAP TO USB-C CABLE

USB-C CABLE (30CM)

ALLEN KEY

SOFT CARRYING CASE

MOUNTING BRACKET
(1/4" - 20 WITH
LOCATING PINFS)

RlR (N[N R

A.6.4 2KAHPOZ AIZKOZ SSD

NPOAIATPAODH

ANAITHZH

ZYMMOPODOQzH

CAPACITY

4TB

INTERFACE

USB 3.2 GEN.2




WEIGHT

98G

DATA TRANSFER SPEED

SEQUENTIAL READ: UP TO 1,050MB/S,
SEQUENTIAL WRITE: UP TO 1,000 MB/S
(PERFORMANCE MAY VARY DEPENDING ON
SYSTEM ENVIRONMENT EVEN WITH USB 3.2
INTERFACE WITH SUPPORTING UASP)

CERTIFICATION

CE, BSMI, KC, VCCI, C-TICK, FCC, IC, UL, TUV, CB,

EAC, UKCA,

BIS

A.6.5 KIT ®AKQN KAI MTAPEAKOMENA

Npodiaypadn Anaitnon Tuppopdpwon

Kit pakwv 1

Focal length 14mm 25mm 35mm | 50mm | 85mm
T2.4 T1.9 T1.9 T1.9 T1.9

Mount PL/RF/E/L/G

Aperture blades 10

Imaging circle 46mm

Gear MOD % Pitch Focus: 0.8 MOD / 32 Pitch

Focus rotation angle 300 deg.
Diagona | Diagonal Diagon | Diagon | Diagon
1113,9 82,1 al64,3 | al47,5 | al 28,6

Angle of View for 36x24 | Horizont | Horizonta Horizo | Horizo |\ 0o

Format (deg) al103,6 | 171,7 ;tsa'l zga'l ntal 24
Vertical | Vertical Vertica | Vertica | Vertica
79,8 51,1 138,1 [127,2 |113,4

Filter size - 77mm

Front diameter 80mm/3,15"

Weight

890g (without drop-in filter 875g)

OiAtpa pakwv kit 1

True Color ND-VARIO 1-

5stops (0.3-1.5) Tepaya: 2

FS NDS8 3 stop Tepaywo: 1

FS ND32 5 stop Tepaywo: 1

Kit pakwv 2

Focal length 24mm 35mm 50mm
Max Aperture T1.4 T1.4 T1.4
Min Aperture T16 T22 T16




Lens Structure

14 14
Element | Elements
sinll inl1l
Groups Groups

14 Elements in 10 Groups

Aperture Blade 12 12 18

Frame Full Full frame | Full frame
frame
0.26m(0

Shooting Distance .85ft) - f)im(lft) 0.43m(1'5 ft) - o

Focus Mode MF MF MF

Max Magnification 0.15 0.162 0.15

Filter Size ;A567X0' M67X0.75 | M67X0.75

Focus Ring Rotation Angle | 270° 270° 270°

Max Dia

80mm/3 | 80mm/3.

1inch linch 80mm/3.1linch

Focus Ring Dia

80mm/3 | 80mm/3.

1inch linch 80mm/3.1linch

Gear Module (m) 0,8 0,8 0,8
E:
Length (mm/inch) E: _
(Not Include Lens Cap) 122'4/4' 110.9/4.4 £:102.2/4.02
Weight (g) 602 590 599
Matte Box

Adapter ring size (mm)

67-95, 72-95, 77-95, 82-95

Weight (gr)

295

Material

Carbon fiber, aluminum alloy, PC + ABS

Mounting Point

1/4"

Kit urmatopiag &
doptioth

Tumog pnatapiog

JupBatog pe SONY BP-U

Nominal Voltage 14.4v

Capacity 98Wh, 6.8Ah
Total: 70W, 6A
Pins: 70W, 6A

Max output power
D-tap: 70W, 6A

USB: 10W, 5V/2A

Compatible cameras

SONY PXW-FX6, FX9




Charging Temperature

0-40°C

Discharging Temperature

-20°C-50°C
(Capacity and Max Load may decrease when oper
ating below 0°)

Net weight Net 464g; With package0.45kg
QoptloTtng
Power input AC 100V-240V 50/60Hz

Charging output

DC 16.8V, 1.9Ax2

Adapting output

DC 12V, 1.9A

Applicable battery

LB-SU75, LB-SU98

SONY BP-U series

Dimensions

136x110x53mm

A.7 OQTA 0.A.04

A.7.1 OQTIZTIKO 2QMA LED PANEL

STANDARD XLR 4 PIN
CONNECTOR (PIN 1:

NPOAIATPADH AMAITHZH ZYMMOP®Q3H
CRI (COLOUR RENDERING |

INDEX)

TLCI (TELEVISION

LIGHTING CONSISTENCY | 96

INDEX)

:ELS;(I)I)VIATED LED LIFETIME | (0 000 HOURS

DIMMER O - 100 INCLUDED

DIMMING CURVES MODE | LINEAR, EXPONENTIAL, LOGARITHMIC
DMX MODULE INCLUDED

DMX (BIT) 8 BIT/ 16 BIT

CONNECTION FOR 14 V

OR 24 VBATTERYWITH |\ . oo




NEGATIVE / PIN 4:
POSITIVE)

STANDARD XLR 5 PIN

CONNECTORS TO DMX INCLUDED
CONSOLE

WATT CONSUMPTION 440 W

WATT OUTPUT

(EQUIVALENT TO 8000 W
TUNGSTEN)

FIRMWARE UPGRADES THROUGH USB PORT
COLOUR TEMPERATURE | 2800 K - 10000 K
VOLTAGE AC 90V - 240 V
VOLTAGE DC 14.8V

LIGHT BEAM 40°

FREQUENCY (INPUT) 50/ 60 HZ
COMPLIANCE CE

REMOTE CONTROL

BLUETOOTH LONG RANGE / DMX / RDM

AMBIENT TEMPERATURE

MAX: + 45°C / MIN: - 10°C

POWER FACTOR

0.9

PHOTOMETRIC DATA
LUXAT 1M
LUXAT2 M
LUXAT3 M
LUX AT 4 M
LUXAT5 M

6500K  5600K  3200K
120000 116000 110000
30000 30000 29000
13200 13000 12400
7400 7200 7200
5000 4800 4600

A.7.2 KONZOAA MIZHZ OQTIZMOY

NPOAIATPADH AMAITHZH IYMMOP®QIH
CHANNELS 24
POWER INPUT DC 12~20V 500 MA MIN.
MIDI SIGNAL 5 PIN STANDARD INTERFACE
FUSE(INTERNAL) FO.5A 250V 5X20MM
DMX OUTPUT 3 PIN FEMALE XLR
AUDIO INPUT 100 MV~1VPP
DIMENSIONS 482X264X85MM
WEIGHT(APPRO.) 4.6 KG
A.7.3 SQAHNQTO MAAIZIO STHPIZHE OQTIZMOY
NPOAIATPADH AMAITHZH ZYMMOP®QIH
FQNIES SYNAESHS

TETPASOANHNIES




TEMAXIA 4

XPQMA ANOYMINIOY
BAPOX TEMAXIOY 0.9 KG
MEPIEXOMENOI 3

ZYNAEIMOI

YAIKO KATAZKEYHZ AL EN AW-6061 T6
TPASSA 3M

TEMAXIA 4

MHKOZX 300CM

XPQMA ANOYMINIOY
BAPOX TEMAXIOY 6 KG

YAIKO KATAZKEYHZ AL EN AW-6061 T6
ATAMETPOZ ZQAHNA 20MM

MAXOZ ZQAHNA 2MM

TPASSA 2M

TEMAXIA 2

MHKOZX 200CM

XPQMA ANOYMINIOY
BAPOX TEMAXIOY 4 KG

YAIKO KATAZKEYHZ AL EN AW-6061 T6
ATAMETPOZ ZQAHNA 20MM

MAXOZ ZQAHNA 2MM

ZYNAEZMOI ZONHNQN

TEMAXIA 10

AIAZTAZEIX 60X15X15MM
BAPOX TEMAXIOY 0,04 KG

A.7.4 HAEKTPIKOZ TEPANOZ OQTIZMOY

NPOAIATPADH AMAITHZH IYMMOP®Q3H
IKANOTHTA ANYWQSHZ | 1000KG

MEFIZTH ANYWQSH 12M

(MONO KAAQAIO)

MEFIZTOS PYOMO3 10M / MIN

ANYWQ3IHZ

EAETXOZ AZYPMATO XEIPIZTHPIO
IZXYS 1600W

ONOMASTIKH TAXYTHTA | 2800RPM

STPEWHS

ONOMASTIKH POIMH 3.8NM

A.7.5 ETKATAZTAZH TOY EZOMNAIZMOY NOY ANAOEPETAI 2TA 1-4




A.8 BIOMHXANIKH ZKOYTNA

Npodiaypadn Anaitnon Zuppopdwon
Taon tpododooiag 1/220-240/50-60
(Ph/V/Hz)

Moootnta agpa (I/s) 2x74

Avappodnon 254 /25,4

(mbar/kPa)

Xwpntkotnta kadou (I) | 65

YALkO kadou MAaotiko

OvouaoTIK LoXUG max. 2760

gloodou (W)

MPOTUTIN OVOUOOTLKN ID 40

Stapetpog ()

Mnkog kaAwdiou (m) 10

ITABUN NXNTIKAG 73

niieong (dB(A))

Xpwua avBpaki

Bdpog xwpic ateocouvap | 20

(kg)
A.9 POSTPRODUCTION STUDIO (EDITING SUITE)
A.9.1 YNOAOTIZTHZ DESKTOP

NPOAIATPADH ANAITHZH ZYMMOPODOQIH

EMEZEPTAZTHZ

12-MYPHNH CPU ME 8 NYPHNEZ EMIAOZHZ KAl 4
MYPHNEZ ANOAOTIKOTHTA2

30-MYPHNH GPU

16-NMYPHNO NEURAL ENGINE

EYPOZ ZQONHZ MNHMHZ 400 GB/S

YMNOXTHPI=H OOONHZ

MNHMH 64 GB ENOMNOIHMENHZ MNHMHZ

XQPOX ANOGHKEYZHZ 17TB
TAYTOXPONH YMOZTHPI=H A EQ2 KAI TENTE
OOONEz2:

TEZZEPIZ OOONEZ ME ANAAYZH 6K 2TA 60 HZ ME2Q
OYPAX THUNDERBOLT KAl MIA OOONH ME ANAAYZH
4K XTA 60 HZ ME2Q OYPAX HDMI

AYO OOONEZ ME ANAAYZH 6K 2TA 60 HZ MEZQ
OYPAX THUNDERBOLT KAl MIA OOONH ME ANAAYZH
8K 2TA 60 HZ H ANAAYZH 4K EQZ KAI 240 HZ MEZQ
OYPAX HDMI




WHOIAKH EZ0A02

BINTEO THUNDERBOLT 4

YMNOZTHPI=H l'A EITENH E=OAO DISPLAYPORT MEZQ
USB-C

HDMI

‘EZ0AOQZ BINTEO OOONHZ

YMNOXTHPIZH A MIA OOONH ME ANAAY2H EQ2 8K
2TA 60 HZ H 4K 2TA 240 HZ

YMNOZTHPI=H MNA METABAHTO PYOMO ANANEQ2HZ
(VRR), HDR KAl MOAYKANAAO HXO

ZYNAEZEIZ KAl
AYNATOTHTEZ
EMEKTAZHZ

1) TESSEPIZ GYPESZ THUNDERBOLT 4 MOY
YMOSTHPIZOYN:

THUNDERBOLT 4 (EQZ KAl 40 GB/S), DISPLAYPORT,
USB 4 (EQZ KAl 40 GB/S),USB 3.1 GEN 2 (EQS KAI 10
GB/S)

2) AYO OYPES USB-A (EQS KAI 5 GB/S)

3) @YPA HDMI

4) 10 GB ETHERNET

5) YIOAOXH AKOYSTIKQN 3,5 MM

6) AYO GYPEZ USB-C

(EQS KAI 10 GB/S)

7) YIOAOXH KAPTAZ SDXC (UHS-I1)

EMIKOINQNIEZ

1) WI-FI 6E (802.11AX)2

2) BLUETOOTH 5.3

3) ETHERNET 10 GB (NBASE-T ETHERNET ME
YNOSTHPIZH 1 GB, 2,5 GB, 5 GB KAl 10 GB ETHERNET
ME XPHZH BYSMATOZ RJ-45)

A.9.2 ET MONTIKI MAHKTPOAOTIO

REQUIREMENTS

WINDOWS 7 AND HIGHER
WINDOWS 7 AND HIGHER BLUETOOTH ENABLED
COMPUTER

NPOAIATPADH ANAITHZH IYMMOPDOQZH
MAHKTPOAOTIO
CONNECTION TYPE BLUETOOTH 3.0
KEYBOARD LAYOUT EN, GR
CHARGING VIA USB-C

USB-C TO USB-C CHARGING CABLE INCLUDED
COLOR SILVER

ABS KEYCAPS AND BUTTOM COVER
MATERIAL ALUMINUM UPPER COVER

I0S 13 AND HIGHER, IPADOS 13 AND HIGHER
SYSTEM MAC OS X, MACOS 10.12 AND HIGHER,

PACKAGE CONTENT

WIRELESS KEYBOARD
QUICK START GUIDE
USB-C TO USB-C CHARGING CABLE (1 M)




MONTIKI

CONNECTION TYPE

BLUETOOTH LE 4.2

VIA USB-C

REQUIREMENTS

CHARGING USB-C TO USB-C CHARGING CABLE INCLUDED
COLOR SILVER AND WHITE
ABS UPPER CASE
MATERIAL ALUMINUM HOUSING
SILICONE SLIDING RAILS
SYSTEM MAC OS X, MACOS 10.12 AND HIGHER,

WINDOWS 7 AND HIGHER

SENSOR

OPTICAL IR SENSOR (1600 DPI)

(W X H X D)

PRODUCT DIMENSIONS

11X2X6CM

PACKAGE CONTENT

MOUSE BLUETOOTH
USB-C TO USB-C CABLE

A.9.3 MONITOP YNOAOTIZTH

NPOAIATPADH AMNAITHZH SYMMOP®QSH

AIASTASH OOONHS: 24"

TYNOS PANEL: IPS

ANAAYZH OOONHS: 2560 X 1440

AMOKPIZH: 8MS

ANAAOTIA OGONHS: 0,672916667

ANTIOEZH: 41,66736111

OQTEINOTHTA: 300 CD/M?2

MEFEQOS PIXEL: 0.2058MM

FQONIA OEAIHE

(OPIZONTIA / KAGETH): 178/178

HXEIA (TYNOS): OXI

HXEIA: OXI
4X USB 3.2 GEN1 DOWNSTREAM PORTS, 1X USB 3.2

EIZ0AO!: GEN 1 UPSTREAM PORT, 1X HDMI 1.4 PORT, 1X
DISPLAYPORT 1.2, SECURITY-LOCK SLOT

VESA: 100 X 100

PYOMIZH'YWOYZ:

NAI




MIXTOMNOIHZEIZ:

ENERGY STAR, EPEAT GOLD, ROHS COMPLIANT, TCO
EDGE

A.9.4 KONZOAA HXOY — EMIQANEIA EAEFXOY DAW

NPOAIATPADH

ANAITHZH

ZYMMOPDQZH

RECORDER

RECORDING MEDIA

SD (512 MB — 2 GB)

SDHC (4-32 GB)

SDXC (64-512 GB)

CLASS 10 OR HIGHER REQUIRED

FILE SYSTEM FAT16 (SD), FAT32 (SDHC), EXFAT (SDXC)
RECORDING FILE

FORMAT WAV (BWF, MAXIMUM FILE SIZE: 2 GB)
PLAYBACK FORMATS WAV (BWF)

SAMPLING FREQUENCY | 44.1 KHZ, 48 KHZ

BIT DEPTH 16 BIT, 24 BIT

RECORDABLE
CHANNELS

12 CHANNELS MAX. (10 INPUTS + STEREO MIX)

AUDIO INPUTS AND
OUTPUTS

MICROPHONE INPUTS
(CH 1-6, 7/8, 9/10)

XLR-3-31, BALANCED

(1: GND, 2: HOT, 3: COLD)

NOMINAL INPUT LEVEL | -8 DBU
E:C)ELMUM INPUT +10 DBU
EQIVNEIE/IUI\/I INPUT _53 DBU
g:II\INGéDJUSTABLE 0-50 DB
INPUT IMPEDANCE 1.8 KQ

LINE INPUTS (CH 1-10)

6.3-MM TRS PHONE JACK, BALANCED
(TIP: HOT, RING: COLD, SLEEVE: GND)

NOMINAL INPUT LEVEL

+4 DBU

MAXIMUM INPUT
LEVEL

+22 DBU

GAIN ADJUSTABLE
RANGE

—10 DB TO +40 DB (CH 1-6)
—20 DB TO +30 DB (CH 7/8, 9/10)

INPUT IMPEDANCE

22 KQ

INSTRUMENT INPUTS
(CH 1-6, 7, 9)

6.3-MM TS PHONE JACK, UNBALANCED
(TIP: HOT, RING: GND, SLEEVE: GND)




NOMINAL INPUT LEVEL

—4.2 DBV

MAXIMUM INPUT
LEVEL

+13.8 DBV

GAIN ADJUSTABLE
RANGE

—10 DB TO +40 DB (CH 1-6)
—20 DB TO +30 DB (CH 7, 9)

INPUT IMPEDANCE

1 MQ

INSERTS (CH 1-2)

6.3-MM TRS PHONE JACK

SIMPLE DAW CONTROL
SUPPORT VIA HUI/MCU
PROTOCOL EMULATION

AVID PRO TOOLS

APPLE LOGIC PRO

MOTU DIGITAL PERFORMER
STEINBERG CUBASE
ABLETON LIVE

CAKEWALK BY BANDLAB
PRESONUS STUDIO ONE
COCKOS REAPER
STEINBERG CUBASIS 3.3

A.9.5 AYTOENIZXYOMENO HXEIO MONITOR

NPOAIATPADH

ANAITHZH

ZYMMOPODQZH

SPEAKER TYPE

2-WAY BI-AMP POWERED STUDIO MONITOR

FREQUENCY RANGE (-

10DB) 38HZ - 30KHZ
COMPONENTS

LF 8" CONE

HF 1" DOME
CROSSOVER 2KHZ

OUTPUT POWER

120W (LF:75W, HF:45W)

I/O CONNECTORS XLR3-31 TYPE (BALANCED), PHONE (BALANCED)
POWER CONSUMPTION | 60W

SHAPE BASS-REFLEX TYPE

CABINET MATERIAL MDF

OTHERS

LEVEL CONTROL (+4DB/CENTER CLICK) , EQ:
HIGH TRIM SWITCH (+/- 2DB AT HF) / ROOM
CONTROL SWITCH (0/-2/-4 DB UNDER 500HZ)




A.9.6 AYTOENIZXYOMENO HXEIO SUBWOOFER

NPOAIATPADH ANAITHZH IYMMOPDOQZH
SPEAKER TYPE POWERED SUBWOOFER

FREQUENCY RANGE (-

10DB) 22HZ - 160HZ

COMPONENTS LF 8" CONE

OUTPUT POWER 150W

INPUT: XLR3-31 TYPE (BALANCED) X2, PHONE
(BALANCED) X2 / OUTPUT: XLR3-32 TYPE
(BALANCED) X2 (L&R), XLR3-32 TYPE
(BALANCED) X1 (EXT SUB)

I/O CONNECTORS

POWER CONSUMPTION | 70W

SHAPE BASS-REFLEX TYPE

CABINET MATERIAL MDF

LEVEL CONTROL, PHASE SWITCH : NORM./REV.,
HIGH CUT CONTROL (80-120HZ, CENTER CLICK),
LOW CUT CONTROL (80-120HZ, CENTER CLICK),
LOW CUT SWITCH (ON/OFF)

OTHERS

A.10 TURNTABLE

NPOAIATPADH ANAITHZH SYMMOP®QSH
WEIGHT 0.245 KG
INTERFACE 2.5MM SHUTTER CONTROL PORT, BLUETOOTH

4.2 LOW ENERGY, USB-C PORT

DIMENSIONS 9.2X9.2X4.6 CM

1 X TURNTABLE 1 X USB-C TO USB-A MALE
CABLE1 X USB-C TO USB-A FEMALE CABLE1 X

PRODUCT CONTENTS CAMERA SCREW THREAD ADAPTER 3/8"-16 TO
1/4"-201 X LENS CLOTH1 X QUICK START
INSTRUCTIONS

MAX SPEED PANNING 10.7 °/S

MAX SPEED TILTING 10.7 °/S




MINIMUM RESOLUTION
TILTING

0.005 °

TRIPOD MOUNTING

FEMALE 3/8"-16 THREAD

CAMERA MOUNTING

SCREW 1/4"-20 MALE
PAYLOAD PANNING 4 KG
PAYLOAD TILTING AT 60

DEG 3KG
PAYLOAD TILTING AT 180

DEG 3KG

BATTERY LIFE TIME-LAPSE | 8 HRS
BATTERY LIFE VIDEO 4 HRS
CHARGING TIME 3 HOURS

POWERED BY (BATTERIES)

LI-ION RECHARGEABLE

CHARGING MODE

USB-C 5V DC, MIN 1AMP

A.11 THAEOPAZEIZ

A.11.1 THAEOPAZH 55”

NPOAIATPADH ANAITHZH ZYMMOPODOQzIH
DISPLAY

SCREEN DIAGONAL SIZE 139.7 CM (55")

HD TYPE 4K ULTRA HD

DISPLAY TECHNOLOGY LED

SCREEN SHAPE FLAT

NATIVE ASPECT RATIO 16:9

MOTION INTERPOLATION

TECHNOLOGY MOTION XCELERATOR
NATIVE REFRESH RATE 50 HZ

DYNAMIC CONTRAST MEGA CONTRAST

RATIO MARKETING NAME

DISPLAY RESOLUTION

3840 X 2160 PIXELS

SCREEN DIAGONAL SIZE

(™) 140 CM
PERFORMANCE
HIGH DYNAMIC RANGE SUPPORTED

(HDR)

GAMING FEATURES

HGIG, VARIABLE REFRESH RATE (VRR)

4K UPSCALING

YES




HDR TECHNOLOGY

FILMMAKER MODE, HDR10+ (HIGH DYNAMIC
RANGE 10 PLUS)

IMAGE PROCESSING

CRYSTAL PROCESSOR 4K, SAMSUNG CONTRAST

TECHNOLOGY ENHANCER
BACKLIGHT ADJUSTMENT

ECHNOLOGY UHD DIMMING
SMART TV

SMART TV YES
INTERNET TV YES
OPERATING SYSTEM

INCLUDED TIZEN

APPLE AIRPLAY 2

SUPPORT YES

SOUND MIRRORING YES

HYBRID BROADCAST vEs
BROADBAND TV (HBBTV)

HBBTV VERSION 203

WORKS WITH SAMSUNG |

BIXBY

CONNECTIVITY

WI-FI YES

WI-FI STANDARD WI-FI 5 (802.11AC)
BLUETOOTH VERSION 5.2
ETHERNET LAN

CONNECTION YES

HDMI PORTS

USB 2.0 PORTS

RF PORTS

AUDIO RETURN CHANNEL |

(ARC)

ENHANCED AUDIO vEs

RETURN CHANNEL (EARC)

CONSUMER ELECTRONICS

CONTROL (CEC) ANYNET+
AUDIO

NUMBER OF SPEAKERS | 2

OUTPUT POWER (RMS) | 20 W

AUDIO SYSTEM 2.0 CHANNELS
ADAPTIVE SOUND YES

ENERGY MANAGEMENT

POWER CONSUMPTION | 80 W

POWER CONSUMPTION | '

(STANDBY MODE)




MAXIMUM POWER

CONSUMPTION 125w

ENERGY EFFICIENCY 5

CLASS (SDR)

ENERGY EFFICIENCY 5

CLASS (HDR)

ENERGY CONSUMPTION

(SDR) PER 1000 HOURS 80 KWH

ENERGY CONSUMPTION

(HDR) PER 1000 HOURS 121 KWH

AC INPUT VOLTAGE 220-240V

AC INPUT FREQUENCY 50/60 HZ

DESIGN

PRODUCT COLOR BLACK

BEZEL TYPE FRAMELESS 3

STAND COLOR BLACK

VESA MOUNT VES

COMPATIBILITY

PANEL MOUNTING

INTERFACE 200 X 200 MM
A.11.2 THAEOPASH 85"

NMPOAIATPA®H ANAITHZH IYMMOP®QIH

ANAAYZH 4K (3,840 X 2,160)

HDMI 3

USB 1 X USB-A

TYNOZ NPOTONTOZ LED

SEIPA 7

MEFE@OZ OOONHZ 85"

PYOMOS ANANEQZHZ 50HZ

ANAAYZH 4K (3,840 X 2,160)

ANTI REFLECTION MH AIA®.

PICTURE ENGINE CRYSTAL PROCESSOR 4K

‘ENA AIZEKATOMMYPIO NAI

XPQMATA

HDR (HIGH DYNAMIC

RANG(E) HDR

HDR 10+ SUPPORT

Al HDR REMASTERING MH AIA®.

HLG (HYBRID LOG GAMMA) | NAI

ANTIOEZH MEGA CONTRAST

FQONIA OEAZHE MH AIA®.




XPQMA PUR COLOR
MICRO DIMMING UHD DIMMING
ENIZXYZH ANTIOEZHZ NAI

MOTION TECHNOLOGY

MOTION XCELERATOR

AEITOYPTIA FILM MODETIA

TAINIEZ NA
EXPERT CALIBRATION MH AIAG.
‘EZYNNH BAOMONOMHZH MH AIAG.
AYNAMIKH TEXNOAOTIA

ANANEQZHZ MH AIA®.
FILMMAKER MODE (FMM) NAI
ANIXNEYZH

OQTEINOTHTAZ/XPQMATOX

BRIGTNESS DETECTION

(BLUETOOTH)

ACTIVE VOICE AMPLIFIER MH AIA®.
ADAPTIVE SOUND ADAPTIVE SOUND
OBJECT TRACKING SOUND | OTS LITE
Q-SYMPHONY NAI
AUDIO PRE-SELECTION NAI
DESCRIPTOR

IZXYZ EZ0AOY (RMS) 20W
TYNOS HXEIOY 2CH
WOOFER MH AIAO.
MULTIROOM LINK MH AIA®.
'HXOZ BLUETOOTH NAI
YNOSTHPIZH AINAOYHXOY |

AEITOYPTIKO ZYZTHMA

TIZEN™ SMART TV

BIXBY MH AIAG.
FAR-FIELD VOICE

INTERACTION MH AIA®.
BUILT-IN VOICE ASSISTANT MH AIAG.
WORKS WITH Al SPEAKER MH AIAG.
SAMSUNG TV PLUS MH AIAG.
MPOrPAMMA MEPIHIHZHZ NAI
SMARTTHINGS HUB /

MATTER HUB / IOT-SENSOR NAI
FUNCTIONALITY / QUICK

REMOTE

FENIKOX OAHIOZ MH AIAG.
MEDIA HOME NAI

MULTI DEVICE EXPERIENCE

MOBILE TO TV, SOUND MIRRORING, WIRELESS
TV ON, TAP VIEW




NFC 2THN THAEOPAZH MH AIAG.
TAP VIEW NAI
MULTI-VIEW MH AIAG.
SOUND WALL MH AIAG.
YNOXTHPIZH KAMEPAX NAI
MOBILE

EYKOAH ETKATAXTAIH NAI

APP CASTING NAI
ATMOZOAIPA MH AIAG.
WIRELESS DEX NAI

WEB SERVICE MICROSOFT 365
VIRTUAL COMMUNICATION | MH AIA®G.
NFT NIFTY GATEWAY
SCREENVITALS MH AIAG.
APPLE AIRPLAY NAI
TELEMEDICINE MH AIAG.
AUTO GAME MODE (ALLM) | NAI
GAME MOTION PLUS MH AIAG.
DYNAMIC BLACK EQ MH AIAG.
'HXOZ SURROUND MH AIAG.
SUPER ULTRA WIDE GAME

VIEW MH AIAG.
MINI MAP ZOOM MH AIAG.
FREESYNC MH AIAG.
G-SYNC MH AIAG.
LIGHT-SYNC MH AIAG.
HGIG NAI
GAMING HUB MH AIAG.
WHOIAKH METAAOZH DVB-T2CS2
ANAAOTIKOZ AEKTHZ NAI

2 AEKTEX MH AIAG.

CI (KOINH AIEMADH)

Cl+(1.4) / Cl+(1.4 ECP)_IT ONLY

TV KEY NAI
WI-FI NAI (WIFI5)
BLUETOOTH NAI (BT5.2)
HDMI 3

HDMI (HIGH FRAME RATE) | MH AIAQ.
HDMI AUDIO RETURN

CHANNEL EARC/ARC
ONE CONNECT BOX MH AIAO.
ANYNET+ (HDMI-CEC) NAI




USB 1 X USB-A
USB-C (CAMERA ONLY) MH AIAG.
POGO (SLIMFIT CAM ONLY) | MH AlA®.
EIZ0A0Z COMPONENT

(Y/PB/PR) MH AIAG.
ETHERNET (LAN) 1
‘EZ0AO0Z 'HXOY (MINI JACK) MH AIAG.

WHOIAKH EZ0A03 HXOY
(ONTIKH)

1

EIXOAQZ RF (ENITEIA
/EIZOAOZ
KAANQAIAKHZ/EIZ0AOZ
AOPYOQOPIKHZ)

1/1(COMMON USE FOR TERRESTRIAL)/1

EX-LINK (RS-232C) MH AIAO.
YMOAOXH Cl 1
IXEAIAIMOZ SLIM LOOK
TYNOZ NAAIZIOY 3 BEZEL-LESS
AENTOZ TYNOZ SLIM LOOK
XPQMA NPOZOWHS BLACK
TYNOZ BATHS SLIM FEET
XPQMA BASHZ GRAPHITE BLACK
YMOZTHPI=H OOONHZ 9:16 | MH AIA®.
DECOR MODE MH AIA®.
KNOX VAULT MH AIAO.
EIAIKO! YITOTITAOI NAI
(EMIKEDAANIAA)

CONNECTSHARE™ NAI
HAEKTPONIKOZ OAHIO% NAI
NPOrPAMMATQN EPG

NMPOHITMENH AEITOYPTIA MH AIAG.

EFTPA®HZ BINTEO PVR

FNQ33A MENGY OSD

28 EUROPEAN LANGUAGES + RUSSIAN(ONLY
WHEN CONNECTING TO NETWORK IN
EE,LV,LT)

PICTURE-IN-PICTURE MH AIAG.
TELETEXT (TTX) NAI
PYOMIZH AAAATHZ QPAX MH AIAG.
TEXNOAOTIA V-CHIP MH AIAG.
YNOXTHPI=H MBR NAI




MPOZBAZIMOTHTA -
OAHIOz ®QNHZ

UK ENGLISH, FINNISH, FRANCE FRENCH,
GERMAN, GREEK, HUNGARIAN, ITALIAN,
NORWEGIAN, POLISH, PORTUGAL
PORTUGUESE, ROMANIAN, SLOVAK, SPAIN
SPANISH, SWEDISH, CZECH, DANISH, DUTCH,
KOREAN

MPOZBAZIMOTHTA - LEARN
THAEXEIPIZTHPIO / LEARN
MENOY OOONH2

UK ENGLISH, GERMAN, FRENCH, SPANISH,
ITALIAN, DUTCH, POLISH, DANISH, SWEDISH,
FINNISH, NORWEGIAN, PORTUGUESE,
RUSSIAN(ONLY WHEN CONNECTING TO
NETWORK IN EE,LV,LT)

LOW VISION SUPPORT

AUDIO DESCRIPTION, ZOOM MENU AND TEXT,
HIGH CONTRAST, SEECOLORS, COLOR
INVERSION, GRAYSCALE, AUTO PICTURE OFF

HEARING IMPAIRED
SUPPORT

CLOSED CAPTION (SUBTITLE), MULTI-OUTPUT
AUDIO, SIGN LANGUAGE ZOOM

MOTOR IMPAIRED SUPPORT

SLOW BUTTON REPEAT

TPOOOAOZIA

AC220-240V~ 50/60HZ

KATANAAQZH PEYMATOZ

(M'EHZTH) 295 W
KATANAAQZH PEYMATOZX 050 W
(KATAZTAZH ANAMONHZ) !
AI>OHTHPAZ ECO NAI
KATANAAQZH PEYMATOZX
(/\E|TOYPF|A

EZOIKONOMHZHZ MH AlAQ.
EN EPFEIAZ)

KAAXH ENEPTEIAKHZ F
AMOAQOZHZX

KATANAAQZH PEYMATOZX

(TYNIKH) 147w
AYTOMATH NAI
AMENEPTOMOIHZH

AUTO POWER SAVING NAI




A.12 AANEAO PVC

NPOAIATPADH ANAITHZH IYMMOPDQZH

EMNIOANEIA 200M2

EXPANDED (CUSHIONED) POLY(VINYL

TYnoz CHLORIDE) FLOOR COVERING

KATHFOPIOMOIHSH 22 / 22+ DOMESTIC GENERAL MEDIUM /

DOMESTIC GENERAL
MYKNOTHTA 2,60 MM
MYKNOTHTA
ITPQMATOZ OOOPAZ 0,22 MM
BAPOX 1475 G/M?
HXOMEIQzH 20DB

A.13 AKOYZTIKH MEAETH KAI AIAMOP®QZzH STUDIO 0.A.04 / 0.A.05 / O.A.06

TO HXHTIKO NEAIO ENTOZ TQN XQPQN TQN STUDIO ©A NPEMEI NA AIAMOP®QGOEI ANAANOTQz, TIA
THAEONTIKH KAl KINHMATOIPA®IKH XPHXH, ME THN TOMO®GETHZH YAIKQN TA OMNOIA BA
MAPOYZIAZOYN ZYTKEKPIMENEZ TIMEZ AAAATHE THZ HXHTIKHZ ZYMNEPIOOPAZ TQON AIOOYZQN (MX
HXOAMNOPPO®HZH ME ANAAOTA AMOPPO®MHTIKA YAIKA, NATIAEYZH ZYTKEKPIMENQN ZYXNOTHTQN
ME ZYAINEZ H JYNOETIKEX KATAZKEYEX KTA). Ol TIMEZ AYTEZ @A NPOKYWQOYN KATOMIN METPHZEQN
2TOYZ XQPOYZ TQN AIOOYZQN ME HXOBOAIZMO KAl ©A XPHZIMOIMNOIHOOYN Q> AEAOMENA 2TH
MONTEAOMOIHZH TQN XQPQN ZE AOTIZMIKO ANEIKONIZHZ AKOY2TIKHZ 2YMMEPIDOPAZ TYMNOY CAD.
MEZQ AYTOY TOY MONTEAQY MNOY OA MNMAPAXOEI, ©A OPIZTOYN TA 2HMEIA TONOOGETHZHZ TQN YAIKQN
AANATHZ THZ AKOYZTIKHZ ZYMMNEPIOOPAZ TON XQPQN, AAAA KAl O APIOMOZ TQN TEMAXIQN TOY
EKAZTOTE YAIKOY MOY ANAITEITAI TIA THN AAAATH AYTH. KATA2KEYH TOIXOY 2XHMATOZ «[» 2TO
ZTOYNTIO 0.A.04 MAEYPQN (TP.M.) 5.50M+6.60M+2.80M KAI YWOYZ 4M ME KATAAAHAA
AIAMOPOQMENO METAAAIKO ZKEAETO KAI YTEPEQZH 2TOYZ MEPIMETPIKOYZ TOIXOYZ (EKTIMQMENH
AMOZTAZH 1-1.20M) ME ENENAYZH I'YWOZANIAAZ ANO TH MIA MAEYPA KAl ENENAYZH THX TEAIKHE
EMNIOANEIAY ME AANEAO PVC (ONQZX A.12).

A.14 KINHTOZ EZOMAIZMOZ TV STUDIO

A.14.1 KATATPADIKO HXOY ZET ME KAPTA MNHMHZ

NPOAIATPAODH ANAITHZH ZYMMOPODQzH
NUMBER OF INPUT 8 (XY MIC CAPSULE, 1-4, A, B)

CHANNELS

NUMBER OF OUTPUT 2 (STEREO HEADPHONE AND STEREO LINE)

CHANNELS

MICIN ZOOM MIC CONNECTOR

INPUT 1-4 XLR JACKS (2: HOT)




INPUT A/B

XLR/TRS COMBO JACKS (XLR: 2 HOT, TRS: TIP
HOT)

USB

USB MICRO-B(AUDIO INTERFACE, MASS
STORAGE AND GUITAR LAB CONNECTION
FUNCTIONS)NOTE: USE A USB CABLE THAT
SUPPORTS DATA TRANSFER.OPERATION USING
USB BUS POWER IS POSSIBLE.

REMOTE

ZOOM BTA-1 OR OTHER DEDICATED WIRELESS
ADAPTER

LINE OUT

3.5 MM STEREO MINI

PHONE OUT

3.5 MM STEREO MINI

PHANTOM POWER

+24 V/+48 V (INDEPENDENT ON/OFF FOR
INPUTS 1-4, A AND B)

RECORDING MEDIA

CARDS THAT SUPPORT SD/SDHC/SDXC
SPECIFICATIONS

FORMATS WAV: 44.1/48/96 KHZ, 16/24-BIT,
MONO/STEREOMP3: 128, 192, 320 KBPS
MAXIMUM 12 (MIC IN, BACKUP RECORDING, 1-4, A, B, AND

SIMULTANEOUS
RECORDINGTRACKS

LR)

MULTITRACK MODE

44.1/48/96 KHZ, 16/24-BIT, 12-IN/2-OUT

STEREO MIX MODE

44.1/48 KHZ, 24-BIT, 2-IN/2-OUT

TUNER

CHROMATIC/GUITAR/BASS/OPEN A/OPEN
D/OPEN E/OPEN G/DADGAD

BUILT-IN SPEAKER

400 MW 8Q MONO SPEAKER

DISPLAY

2.4" (320%240) FULL-COLOR TOUCHSCREEN LCD

POWER

4 AA BATTERIES (ALKALINE, NIMH OR
LITHIUM)AC ADAPTER (ZOOM AD-17): DC5
V/1AUSB BUS POWER

USING XY MIC, 44.1 KHZ/24-BIT (STEREO x 1):
ABOUT 10:00

THE ABOVE VALUES ARE APPROXIMATE.
CONTINUOUS BATTERY OPERATION TIMES
WERE DETERMINED USING IN-HOUSE TESTING
METHODS. THEY WILL VARY GREATLY
ACCORDING TO USE CONDITIONS.




INCLUDED CLASS 10
MEMORY CARD

64GB SDXC, UHS-1

A.14.2 ZET AZYPMATOY MIKPODOQNOY NETOY

NPOAIATPAODH

ANAITHZH

ZYMMOPODOQzH

USB C INTERFACE FOR
CHARGING:

INPUT VOLTAGE TYP. 5.0 V

CHARGING
TEMPERATURE O °C - 60
°C

CHARGING TIME TYP. 3H

BATTERY PACK:

CELL TYPE LI-ION

NOMINAL VOLTAGE 3.7 V

CELL CAPACITY 850 MAH

OPERATING TIME

UPTOS5H

AF CHARACTERISTICS:

CODEC

APTX® LIVE

3.5 MM JACK/XLR:

AUDIO FREQUENCY 80 - 18,000 HZ

RESPONSE 6.3 MM JACK:
10 - 18,000 HZ

AUDIO OUTPUT MAX. 12 DBU

SIGNAL-TO-NOISE RATIO | > 106 DB

THD <0.1%

AUDIO LATENCY <4 MS

FREQUENCY RANGE

2,400 - 2,483.5MHZ

TRANSMISSION POWER

(14 °F TO 131 °F)

(EIRP) MAX. 10 MW
MODULATION GFSK WITH TDMA
OPERATING

TEMPERATURE -10°CTO +55°C

RELATIVE HUMIDITY

95 % (NON-CONDENSING)

TO ZET MEPIAAMBANEI

1X TRANSMITTER

1X RECEIVER

1X LAVALIER MIC

1X 3.5MM COILED CABLE
1X CLOD SHOE MOUNT
1X BELT CLIP

1X USB-A TO USB-C CABLE




A.14.3 A2YPMATO MIKPOOQNO KAI A=EZOYAP

NPOAIATPAODH

ANAITHZH

ZYMMOPODOQzH

RECEIVER &
TRANSMITTERS

ACOUSTIC PRINCIPLE

PRE-POLARISED PRESSURE TRANSDUCER

POLAR PATTERN

OMNIDIRECTIONAL

(A-WEIGHTED)

FREQUENCY RESPONSE | 50HZ — 20KHZ
MAXIMUM SPL (MIC) 112DB SPL
MAXIMUM INPUT LEVEL | -20DBV
(3.5MM)

MICROPHONE PREAMP | 20DB

GAIN

EQUIVALENT NOISE LEVEL | 23DBA

POWER REQUIREMENTS

IN-BUILT RECHARGEABLE LITHIUM-ION BATTERY
CHARGED VIA USB 5V, 0.3A

OPERATING TIME

UP TO 7 HOURS

ANALOG INPUTS

3.5MM TRS (LAVALIER MICROPHONE INPUT)

ANALOG OUTPUTS 3.5MM TRS
TRANSMISSION RANGE 200M (LINE OF SIGHT)
COMPUTER USB TYPE-C
CONNECTIVITY

OPERATING SYSTEM
REQUIREMENTS

MACOS 10.11 ABOVE
WINDOWS 10 AND ABOVE

WEIGHT (GRAMS) TX 30G

RX 32G
DIMENSIONS TX 44X45.3X18.3
(MILLIMETRES) RX 44X45.5X18.3
LAVALIER MIC

ACOUSTIC PRINCIPLE

PERMANENTLY POLARISED CONDENSER

POLAR PATTERN

OMNI-DIRECTIONAL

FREQUENCY RESPONSE 20HZ - 20KHZ

OUTPUT IMPEDANCE 3K Q TYPICAL

SIGNAL TO NOISE RATIO 67 DB

EQUIVALENT NOISE 27 DB TYPICAL

MAXIMUM SPL 110 DB

SENSITIVITY -35DB (17.8MV @94DB SPL)

DYNAMIC RANGE

83DB TYPICAL




POWER REQUIREMENTS

POWERED FROM PLUG-IN POWER
TRS SOCKET (2.7V)

OUTPUT CONNECTION

GOLD-PLATED TRS PLUG

A=ZE>OYAP

1X KAAQAIO 3.5MM MALE - 3.5 MM MALE
KOKKINO zMIPAA
1X METATPOIMEAZ XLR MALE ZE 3.5MM FELALE

A.14.4 TPIMOAO BINTEO ME EZTPA XEPOYAI KAl DOLLY

NPOAIATPADH ANAITHZH IYMMOPDQZH
PAYLOAD PAYLOAD 16KG

COUNTERBALANCE FIX

DRAG MODE 2STEP

TILT ANGLE +85° / -65°

TEMPERATURE RANGE | -20°C TO +60°C

BUBBLE LEVEL

NON ILLUMINATED

CAMERA PLATE SLIDING PLATE
SLIDING RANGE +/-50MM / 2"
HEAD BASE 100MM BALL
PLATE ATTACHMENT 3/8" SCREW x 2
SPARE SCREW 3/8" SCREW
WEIGHT 10.9KG
HEIGHT 91.5 TO 187CM
HEAD ATTACHMENT 100MM BOWL
SECTION 2-STAGE
A=ZEZOYAP -EXTRA PAN HANDLE
-DOLLY

A.14.5 OQTIZTIKO TYNOY LED ME SOFTBOX

LIGHT 3 TepayLo

SOURCE OMNI-COLOR LED

POWER 75W

LIGHT INDEX UP TO 98 CRI /97 TLCI
DIMMING 0—-100% CONTROL

COLOR TEMP 1,650K — 8,000K

CONTROL CMRX, DMX, APP, LOCAL
AC POWER 100 - 240 V INPUT

DC POWER 12 -20V DCINPUT VIA XLR
DIAMETER 4” / 100MM




MOUNTING PROFOTO®, HIVE, ADAPTERS
(2 tepdyio) 60CM, 16-SIDED PARA DOME
100MM PROFOTO MOUNT

SOFTBOX FRONT DIFFUSION

INNER BAFFLE DIFFUSION
FRONT CONTROL GRID
BRANDED SOFT CASE

A.14.6 TPINOAO OQTIZTIKOY ZQMATO2

NPOAIATPADH AMAITHZH IYMMOP®QIH
LEG PAYLOAD 20.0
LEG MAX HEIGHT (CM) 328.0
LEG MIN HEIGHT (CM) 145.0
LEG TRANSPORT LENGTH | 145.0
(Cm)
NO. OF LEG SECTIONS 3,00
TYPE OF LEG LOCK SCREW
HEAD MOUNT (LEG) FIXED 16MM SPIGOT
CUSHION NO
LEG SPIRIT LEVEL NO
MATERIAL STEEL
COLOR SILVER
LEG WEIGHT (KG) 8.10
SECTIONS DIAMETER 25, 30, 35MM.
A.14.7 ®QTIZTIKO NANEA LED
NPOAIATPADH AMAITHZH ZYMMOP®QIH
LED SOURCE RGBWW
TLCI 98 - CCT MODE
COLOR RENDERING
INDEX CRI 96- CCT MODE
BEAM ANGLE 120°
COLOR TEMPERATURE 2400-9900K VARIABLE

POWER VARIATION

0-100% VARIABLE

POWER CONSUMPTION
MAX.

RAYZR MC 100 98W
RAYZR MC 120 118 W
RAYZR MC 200 190W

INPUT VOLTAGE RANGE

12-24V DC




RAYZRMC100 8.2A MAXIMUM,7.7A

NOMINAL
RAYZR MC 120 9.8 A MAXIMUM, 9.2 A
INPUT CURRENT RANGE NOMINAL
RAYZR MC 200 15.8 A MAXIMUM, 14.8 A
NOMINAL
RAYZRMC100 DC15V8A
AC POWER SUPPLY RAYZRMC120 DC15V8A
'RAYZR MC 200 DC 18V 10A
V-MOUNT BATTERY 14.4VX1
DC POWER PLUG XLR-4

OMX

XLR 3-PIN IN AND OUT

THERMAL DESIGN

SILENT PASSIVE COOLING

PROTECTION CLASS

IP 20

CERTIFICATIONS

CE,FCC,ROHS,REACH

A.14.8 AZYPMATO ZET PYOMIZHX GAKOY

NPOAIATPADH ANAITHZH ZYMMOPODOQzH
HAND UNIT

DIMENSIONS 42*90.5*70MM (L*W*H)

WEIGHT (WITH BATTERY) | 430G

OPERATING FREQUENCY 2.4G

MAX TRANSMISSION
DISTANCE

MAIN HANDWHEEL L 50-300M, HANDLE 75- L
50M, MAXIUM DISTANCE WITH AMPLIFIER
2000M

EMISSION POWER

30MW~ 1 00MW /1 00MW~800MW
(ADDITIONAL LONG DISTANCE MODULE)

FIZ HAND UNIT

CURRENT 0.15A

VOLTAGE 7.2V EXT. 7.2V-14.8V
BATTERY TYPE 18650

OPERATING -20°-+50°

TEMPERATURE RANGE

IDEAL ENVIRONMENT

DRY CLIMATES. AVOID CONDENSATION IN HIGH
HUMIDITY

MOTOR

OPERATING FREQUENCY

2.4G

MAX RECIEVING
DISTANCE

500M (UNOBSTRUCTED AND UPGRADEABLE TO
2000M)

EMISSION POWER

30MW~ 1 00MW / 1 OMW~800MW
(ADDITIONAL LONG DISTANCE MODULE)




TEMPERATURE RANGE

CURRENT QUIESCENT CURRENT 0.10A/14.8V
CONVENTIONAL CURRENT 0.5A/14.8V
LOCKED ROTOR TORQUE CURRENT 2.8A/14.8V

VOLTAGE 7.2V~24V

ROD COMPATIBILITY 15MM/19MM

NOISE 15DB

GEAR MODULE 0.8 TEETH 39

OPERATING -20° - +50°

IDEAL ENVIRONMENT

DRY CLIMATES. AVOID CONDENSATION IN HIGH
HUMIDITY

TEMPERATURE RANAE (

HANDLES

WEIGHT (WITH BATTERY) | 340G / 355G (INCLUDING THUMB UNIT)
CURRENT 0.LA

VOLTAGE BATTERY 7.2V EXT 7.2V-14.8V

HANDLES BATTERY TYPE 18650

OPERATING FREQUENCY 2.4G

EMISSION POWER LOMW-LOOMW

MAX TRANSMISSION LOM~LOOM

DISTANCE

OPERATING -20° - +50°

IDEAL ENVIRONMENT

DRY CLIMATES. AVOID CONDENSATION IN HIGH
HUMIDITY

A.14.9 BAZH MIKPODQNOY

NPOAIATPADH ANAITHZH SYMMOP®QIH
MATERIAL CARBON FIBER, ALUMINUM ALLOY
MOUNTING THREAD 3/8” 1/4” (WITH ADAPTER), 5/8” (WITH
ADAPTER)
TUBE DIAMETER 32.4,28.6,25.2,21.8, 18.4MM
LENGTH ADJUSTMENT 74.5-300CM
WEIGHT 580G
A.14.10 AZESOYAP ®QTISMOY
NPOAIATPADH ANAITHZH TYMMOP®QIH
BUTTERFLY DIFFUSER
TEMAXIA 1
SIZE 3.6X3.6
MATERIAL METAL / FABRIC




WEIGHT 13.8KG

FILTER FLAG

TEMAXIA 3

SIZE 75 X 90CM

MATERIAL FABRIC / STEEL TUBES
WEIGHT 1.55KG

COLOR BLACK

FILTER FLAG

TEMAXIA 3

SIZE 45 X 60CM

MATERIAL FABRIC / STEEL TUBES
WEIGHT 0.95KG

COLOR BLACK

FILTER FLAG

TEMAXIA 2

SIZE 75 X 90CM

MATERIAL FABRIC / STEEL TUBES
WEIGHT 1.55KG

COLOR WHITE

FABRICK FOR FLAG

TEMAXIA 3

SIZE 75 X 90CM

METERIAL FABRIC

WEIGHT 0.1KG

DOLLY WHEELS FOR

STAND

TEMAXIA 3

COLOR SILVER

WEIGHT 1KG

DIMENSIONS (WXHXD) 100X200X100

MM

MATERIAL STAINLESS-STEEL
BOOM EXTENSION ARM

TEMAXIA 2

COLOR SILVER
PAYLOAD 8KG
LENGTH 121-220 CM
MATERIAL STEEL
WEIGHT 3.22KG
SANDBAG SMALL

TEMAXIA 5

PAYLOAD 6KG




WEIGHT 0.8KG
DIMENSIONS (WXHXD) 200X240X25
MM

SANDBAG LARGE

TEMAXIA 5

PAYLOAD 12KG
WEIGHT 0.15KG
DIMENSIONS (WXHXD) 300X350X35
MM

REFLECTOR HOLDER

TEMAXIA 2
REFLECTOR SIZE UP TO 153CM
WEIGHT 1.8KG
DIMENSIONS (WXHXD) 500X50X50
MM

MATERIAL ALUMINUM
HOLDING FORK

TEMAXIA 2

COLOR SILVER
WEIGHT 0.66KG
DIMENSIONS (WXHXD) 150X140X50

MM

SUPPLIED WITH

5/8'" FEMALE ATTACHMENT / INCLUDES 15CM
STUD

EXTENSION ARM

TEMAXIA 2

PAYLOAD 10KG
DIAMETER 16MM
LENGTH 100CM
WEIGHT 1.2KG
DIMENSIONS (WXHXD) 1000X50X50
MM

ADAPTER CLAMP

TEMAXIA 10
MATERIAL STAINLESS-STEEL
WEIGHT 0.1KG
DIMENSIONS (WXHXD) 110X25X70

MM




A.14.11 ®AXMATOzZKOMIO

NPOAIATPAODH

ANAITHZH

ZYMMOPODOQzIH

SENSOR:

CMOS LINEAR IMAGE SENSOR

MEASURING SYSTEM:

SPECTRO METER
INCIDENT LIGHT: SWIVEL HEAD

MEASURING MODES
(AMBIENT LIGHT):

AMBIENT LIGHT

MEASURING MODES (FLASH
LIGHT):

CORDLESS, CORD-IN (PC)

MEASURING RANGE AT
1ISO100 (AMBIENT INCIDENT
LIGHT):

LX TO 200,000 LX
0.1 FCTO 18,600 FC

MEASURING RANGE (FLASH
INCIDENT LIGHT):

20LX = STO 20,500LX = S
1.86FC+-STO1,900FC*-S

SPECTRAL WAVELENGTH
RANGE:

380NM TO 780NM

COLOR MEASURING MODE
(DISPLAY MODE):

TEXT MODE, SPECTRUM MODE, SPECTRUM
COMPARISON MODE, CRI MODE, CRI
COMPARISON MODE, TM-30 MODE, SSI
MODE, TLCI/TLMF MODEM FILTER MODE
(LIGHTING AND CAMERA FILTER), MULTI
LIGHTS MODE, WHITE BALANCE CORRECTION
MODE

COLOR MEASURING RANGE
(AMBIENT LIGHT):

1,600 TO 40,000K

COLOR MEASURING RANGE
(FLASH LIGHT):

2,500 TO 40,000K

COLOR MEASURING UNITS
(COLOR PARAMETERS):

CORRELATED COLOR TEMPERATURE (CCT),
DEVIATION (A UV), X, Y, HUE, SATURATION,

COLOR MEASURING UNITS
(COLOR RENDERING
PROPERTIES):

CRI (RA /R1 TO R15), TM-30-18 (RF, RG), SSI(T,
D, 1, 2) TLCI, TLMF

COLOR MEASURING UNITS

(PHOTO/CINEMATOGRAPHY):

LB/CC FILTER NUMBER (CAMERA/LIGHTING
FILTER), LB/CC INDEX, CC NUMBER,

TARGET COLOR
TEMPERATURE RANGE:

2,500K TO 10,000K

SHUTTER SPEEDS RANGE
(AMBIENT LIGHT):

AUTO - MAX.: 15 SEC., MIN.: 0.5 SEC.

SHUTTER SPEEDS RANGE

1S TO 1/5008S (PLUS 1/75, 1/80, 1/90, 1/100,

(FLASH LIGHT): 1/200, 1/400)
MEMORY: YES (99 TIMES)
CONTRAST/COMPARISON VES

FUNCTION:




CUSTOM SETTINGS:

YES (12 CUSTOM SETTINGS)

MEASURING DATA OUTPUT:

MEMORIZED VALUE WITH GRAPHIC

TRIPOD SOCKET:

YES

OPERATING TEMPERATURE:

-10 DEG. CTO 40 DEG. C

STORAGE TEMPERATURE: -10 DEG. CTO 60 DEG. C
POWER SOURCE: 1.5V X 2 (AA BATTERY), USB BUS-POWER
LCD: 4.3" COLOR DOT MATRIX TOUCH PANEL LCD

LCD BACKLIGHT:

YES

A.14.12 KAQBO2 TOMNOOGETH2HZ KAMEPAZ

(ANAOQEPETAI XTHN KAMEPA TOY TMHMATOZ «A.6 KAMEPEY KAl NAPEAKOMENAY)

MPOAIATPAQH ANAITHZH ZYMMOPOQ:H
NEPINAMBANEI TA EZHS | -QUICK RELEASE BASEPLATE FOR SONY
ENIMEPOYS TMHMATA | -MULTI-FUNCTIONAL TOP PLATE
TOY KAQBOY -SIDE ARM
AIASTASEIS 48.26 X 36.83 X 19.05 CM
BAPOS 1.03KG
YAIKA KATASKEYHS ALUMINUM ALLOY, STAINLESS STEEL
XPQMA MAYPO
A.14.13 KIT EAETXOY FOCUS ®AKOY
MPOAIATPAQH ANAITHZH ZYMMOPOQ:H
AIASTASEIS 105X94.5X63MM
YAIKA KATASKEYHS ALUMINUM-ALLOY, STAINLESS STEEL
XPQMA MAYPO
BAPOS 160GR
NEPINAMBANEI 1X FOLLOW FOCUS
1X BOTTOM SINGLE ROD HOLDER
1X FOCUS GEAR RING
1X ALUMINUM ROD 15X100MM
1X L-SHAPED 3MM & 1/4 ALLEN KEYS
A.14.14 BASH STHPIZHS KAMEPAS
MPOAIATPAQH ANAITHZH ZYMMOPOQ:H
SUPPORT TYPE BASEPLATE, ROD SUPPORT SYSTEM
CONFIGURATION LENS SUPPORT BRACKET
GRIP TYPE NO




ROD STANDARD 15 MM LWS / 60 MM SPACING
INCLUDED RODS YES (X2)
BATTERY PLATE TYPE NO

ACCESSORY MOUNTING

MULTIPLE 1/4"-20 FEMALE THREAD
MULTIPLE 3/8"-16 FEMALE THREAD
5X 1/4"-20 MALE SCREW
1X 3/8"-16 MALE SCREW

CAMERA MOUNTING

ARCA-TYPE PLATE

TRIPOD MOUNTING

1/4"-20 FEMALE THREAD, 3/8"-16 FEMALE
THREAD, ARRI DOVETAIL CLAMP

ROD PORTS 2X 15 MM ROD PORT
SHOE MOUNTING NO

ROSETTES NO

CABLE CLAMP NO

LOAD CAPACITY 15 KG

MATERIALS ALUMINUM
DIMENSIONS 300 X 109 X 87 MM
WEIGHT 650 G

PACKAGE WEIGHT 0.86KG

BOX DIMENSIONS

35.31X14.99X 11.43CM

(LXWXH)
1X BASEPLATE WITH DUAL ROD CLAMP
1X SIDE RELEASE ARCA-SWISS QUICK RELEASE
BASEPLATE + ARCA-SWISS QUICK RELEASE
PLATE

MEPIAAMBANEI 1X Y-SHAPED LENS SUPPORT

2X 15MM CARBON FIBER ROD
5X 1/4”-20 SCREW

1X 3/8”-16 SCREW

IX ALLEN KEY

A.14.15 KAPTA MNHMHZ CFEXPRESS TYPE A

NPOAIATPADH ANAITHZH ZYMMOPODOQzH
TYNOZ KAPTAZ MNHMHZ | TYPE A
XQPHTIKOTHTA 160GB

AIAZTAZEIZ (M XY X B)

20,0X28,0X2,8 MM

AIAZYNAEZH

PCI EXPRESS GEN3 X1

BINTEO)

TAXYTHTA METAQOPAS | 800 MB/S
(ANATNQSH)

TAXYTHTA METAQOPAS | 700 MB/S
(ETTPADHS)

VPG (EMTYHZH AMOAOSHS | VPG400




EYPOZ OEPMOKPAYIAZ
AEITOYPTIAZ

-10 - +70°C (XQPIZ ZYMITYKNQZXH)

A.14.16 PABAOI 2THPI=HZ BAZHZ KAMEPAX

NPOAIATPADH ANAITHZH ZYMMOPODQzH
TEMAXIA ZET 2
YAIKO KATAZKEYHZ ANOYMINIO
MHKOZX 200MM
NAATOZ 15MM
A.14.17 MIKPODQNO TYNOY SHOTGUN
NPOAIATPADH ANAITHZH ZYMMOPOQ2IH
ACOUSTIC & ELECTRICAL
SPECIFICATIONS
ACOUSTIC PRINCIPLE LINE GRADIENT
CAPSULE 0.50”
POLAR PATTERN SUPERCARDIOID
ADDRESS TYPE END
ACTIVE ELECTRONICS 20HZ - 20KHZ (SELECTED HPF @75HZ)
OUTPUT IMPEDANCE 200Q
MAXIMUM SPL 135DB SPL
-32.0DB RE 1 VOLT/PASCAL (25.00MV @ 94 DB
SENSITIVITY SPL) +/- 2 DB @ 1KHZ (
EQUIVALENT NOISE LEVEL | 16DBA (A-WEIGHTED)
POWER REQUIREMENTS P48 AND INBUILT RECHARGEABLE BATTERY
OUTPUT CONNECTION XLR
MECHANICAL
SPECIFICATIONS
COMPATIBLE BLIMP, DEADCAT, WS6, BOOMPOLE PRO, PIVOT
ACCESSORIES ADAPTOR
INCLUDED ACCESSORIES 1 XRMS5,1XZP1, 1 X WINDSHIELD
A.14.18 XTOXO2 ANADOPAX XPQOMATQN
NPOAIATPAODH ANAITHZH ZYMMOPODQzH
APIOMOZ 3TOXQN 1
TETPATQNA XPQMATOZX 24
AIAZTAZEIX 203 X292 MM

EYPOZ AEITOYPIAZ
YIPAZIAZ

85%H AIFTOTEPO




A.14.19 ®OPHTOZ YNOAOTIZTHZ YWHAQN MPOAIAFPAGQN TYNOY A

MPOAIATPADH ANAITHZH IYMMOPO®QZH

AIAZTAZH OOONH2 16"

ANAAYZH OOONH2 2560 X 1600

EME=ZEPTAZTHZ AMD RYZEN 9 7945HX (16C /32T, 2.5GHZ)

ErKATEZTHMENH

ot 32GB (2X16GB)

XAPAKTHPIZTIKA

MNHMHS DDR5 - 5200MHZ

METZTH MNHMH 32GB

EMEKTAZIMOTHTA

MNHMHS MAXIMUM 32GB - 2 SODIMM SLOTS

YKAHPOZX AlZKOZ 1TB M.2 SSD

KAPTA TPADIKQN NVIDIA GEFORCE RTX 4080

MNHMH KAPTAZ

[PADIKQN 12GB

AEITOYPTIKO ZYZTHMA WINDOWS 11 HOME GR/EN 64-BIT

ONTIKA MEZA NOT AVAILABLE

AIKTYO ETHERNET 10/ 100 / 1000, WI-FI, BLUETOOTH

WEB CAMERA 1080P

MMATAPIA INTEGRATED BATTERY
ETHERNET (RJ-45) X1, HDMI 2.1, UP TO 8K/60HZ
X1, USB 3.2 GEN 1 (ALWAYS ON) X1, USB-C 3.2
GEN 2 (SUPPORT DATA TRANSFER AND
DISPLAYPORT 1.4) X1, USB-C 3.2 GEN 2

/O PORTS (SUPPORT DATA T?RA&SFER, POWER DELIVERY
140W AND DISPLAYPORT 1.4) X1, USB 3.2 GEN 1
X3, HEADPHONE / MICROPHONE COMBO JACK
(3.5MM)
TWO SO-DIMM SLOTS, SPEAKERS OPTIMIZED
WITH NAHIMIC AUDIO, CAMERA WITH E-
SHUTTER, LEGION COLDFRONT 5.0 COOLING

EMINPOXOETA SYSTEM, Al CHIP: LA2-Q, GREEK PER-KEY RGB
BACKLIT (WITH LIGHTING LENS) KEYBOARD, 4
SWITCHABLE KEYCAPS AND EASY TOOL
BUNDLED

A.14.20 ®OPHTOZ YAOOAOTIZTHZ YWHAQN MNPOAIATPADQN TYNOY B

MNPOAIATPADH ANAITHZH IYMMOPO®QZH

AIAZTAZH OOONH2 18"

ANAAYZH OOONH2 2560 X 1600

EMEZEPTAZTHZ

INTEL CORE 19 14900HX(UP TO 5.80GHZ)




ErKATESTHMENH

32GB (2X16GB)

MNHMH

XAPAKTHPIZTIKA

MNHMHS DDR5-5600
MEFIZTH MNHMH 64GB

ENEKTAZIMOTHTA
MNHMHZX

MAXIMUM 64GB — 2 SODIMM SLOTS

ZKAHPOZ AlIZKOZ

2TB M.2 SSD

KAPTA TPADIKQN

NVIDIA GEFORCE RTX 4070

MNHMH KAPTAX

[PADIKQN 8192MB
AEITOYPTIKO ZYZTHMA WINDOWS 11 PRO GR
ONTIKA MEZA NOT AVAILABLE
AIKTYO ETHERNET 10/ 100 / 1000, WI-FI, BLUETOOTH
WEB CAMERA 1.0 MEGAPIXELS
MMATAPIA 6 CELL LI-ION
1X USB 3.2 GEN 1 PORT WITH POWERSHARE 3X
USB 3.2 GEN 1 PORTS 2X THUNDERBOLT 4 GEN
/O PORTS 2 TYPE-C PORTS WITH DISPLAYPORT ALT

MODE/USB4 1X RJ45 ETHERNET PORT 1X AUDIO
PORT 1X HDMI 2.1 PORT 1X MINI-DISPLAY PORT
1X SD-CARD SLOT

AIASTASEIZ (MM)

410.3 X319.9 X 25.1-26.7

BAPOX (KIAA)

4.04

EMNINPOZOETA

RAM: 32GB, 2X 16GB, DDR5 5200MHZ, SSD: 2TB
(2TB PCIE NVME M.2), KILLER(TM) AX1690I, 2X2
MIMO, 2974 MBPS, 2.40/5/6 GHZ, WI-FI 6E
(WIFI 802.11AX), BLUETOOTH 5.2, ALIENWARE
MSERIES PER-KEY ALIENFX RGB KEYBOARD
WITH NUMERIC KEYPAD - US/ENGLISH, DISPLAY:
18" QHD+ (2560 X 1600) 165HZ, 3MS,
COMFORTVIEW PLUS, NVIDIA G-SYNC + DDS,
100% DCI-P3, FHD IR CAMERA

EMTYHZH (MHNES)

24

TYNOZ EFTYHZHZ

ON SITE - REPAIR NEXT BUSINESS DAY




A.14.21 @OPHTOZ YNOAOTIZTHZ AIXMHZ A NOAYTPONIKEXZ MOYZIKEX KATATPADEZ

MPOAIATPAGH ANAITHZH SYMMOP®Q3H
TOYAAXIZTON 12-CORE CPU, 40-CORE GPU,

EMEZEPFASTHS: 16-CORE NEURAL ENGINE

MNHMH: TOYAAXISTON 48GB MNHMH (UNIFIED
MEMORY)

AMOOHKEYTIKOZ XQPO3: | TOYAAXISTON 1TB SSD
LIQUID RETINA XDR 16.2 INTZQN (AIATQNIO3)
3456X2234 PIXELS 3TA 254 PPI XDR (EZAIPETIKA
YWHAO AYNAMIKO EYPOZ) ®QTEINOTHTA EQS
KAI 1000 NITS, METIETH GQTEINOTHTA 1600

0OONH: NITS ®QTEINOTHTA SDR 600 NITS AOrOz
ANTIOEZHS 1,000,000:1 1 AISEKATOMMYPIO
XPQMATA H NEPIZSOTEPA EYPEIA XPQMATIKH
rKAMA (P3)
TEXNOAOTIA TRUE TONE TEXNOAOTIA
PROMOTION EQ3 120HZ ADAPTIVE

XPQMA: SILVER

A.14.22 NPOTZEKTOPAS

NPOAIATPADH ANAITHZH IYMMOP®QIH

DISPLAY/IMAGE DISPLAY | TECHNOLOGY DLP™

RESOLUTION UHD (3840X2160)

BRIGHTNESS 4,000 LUMENS

CONTRAST RATIO 1,000,000:1

NATIVE ASPECT RATIO 0,672916667

ASPECT RATIO - 4:3

COMPATIBLE

KEYSTONE CORRECTION - | +/-40°

HORIZONTAL

KEYSTONE CORRECTION - | +/-40°

VERTICAL

HORIZONTAL SCAN RATE | 31~ 135KHZ

VERTICAL SCAN RATE 24~ 120HZ

UNIFORMITY 0,8

SCREEN SIZE 33" ~ 300" DIAGONAL

LAMP INFO

LIGHT SOURCE TYPE LAMP

LAMP WATTS 240




LAMP LIFE HOURS (UP
T0)

4000 (BRIGHT), 15000 (DYNAMIC), 10000 (ECO)

OPTICAL

THROW RATIO 1.5:1~1.66:1
PROJECTION DISTANCE 47.64" - 389.76"
Z00M 11

ZOOM TYPE MANUAL

FOCAL LENGTH (MM)

15.84 MM~17.42MM/0.624"~0.686"

LENS SHIFT VERTICAL

0

NATIVE OFFSET 1,05
CONNECTIVITY
CONNECTIONS -INPUTS 2 X HDMI 2.0
-OUTPUTS 1 X AUDIO 3.5MM, 1 X S/PDIF, 1 X
USB-A POWER 1.5A
-CONTROL 1 X RS232, 1 X 12V TRIGGER
GENERAL
NOISE LEVEL (MIN) 26DB
NOISE LEVEL (MAX) 28DB

PC COMPATIBILITY

UHD, WQHD, WUXGA, FHD, UXGA, SXGA,
WXGA, HD, XGA, SVGA, VGA, MAC

2D COMPATIBILITY

4801/P, 5761/P, 720P(50/60HZ), 10801(50/60HZ),
1080P(50/60HZ), 2160P(50/60HZ)

3D COMPATIBILITY

FRAME-PACK: 1080P24, 720P50 / 60

3D FULL 3D

SECURITY SECURITY BAR, KENSINGTON LOCK, PASSWORD
PROTECTED INTERFACE

OSD / DISPLAY 9 LANGUAGES: ENGLISH, FRENCH, GERMAN,

LANGUAGES ITALIAN, JAPANESE, PORTUGUESE, RUSSIAN,

CHINESE (SIMPLIFIED), SPANISH

OPERATING CONDITIONS

5°C~40°C/41°F~104°F, MAX ALTITUDE
3000M/9843FT, MAX HUMIDITY 85%

REMOTE CONTROL

BACKLIT HOME REMOTE

SPEAKER COUNT

1

WATTS PER SPEAKER

10w

IN THE BOX AC POWER CORD
REMOTE CONTROL
2X AAA BATTERIES
BASIC USER MANUAL

INPUT LAG 4.20MS

POWER

POWER SUPPLY

100 ~ 240V, 50 ~ 60HZ




POWER CONSUMPTION | 0.5W
(STANDBY)

POWER CONSUMPTION | 220W
(MIN)

POWER CONSUMPTION | 305W
(MAX)

A.14.23 TYANIA EIKONIKHZ MPATMATIKOTHTAZ KAI TAPEAKOMENA

NPOAIATPAODH

ANAITHZH

ZYMMOPODOQzH

POWER

ADVANCED HARDWARE STACK AND THE FIRST
HEADSET WITH THE SNAPDRAGON XR2 GEN 2,
DELIVERING DOUBLE THE GPU PROCESSING
POWER FOR FASTER LOAD TIMES AND MORE
SEAMLESS GAMEPLAY COMPARED TO META
QUEST 2. THIS BRINGS ENOUGH POWER TO
SUPPORT HEAVY APPLICATIONS LIKE FAST-
ACTION GAMING, SEAMLESS FULL-COLOR,
HIGH-RESOLUTION PASSTHROUGH AND SO
MUCH MORE.

STORAGE

128GB. HIGHER STORAGE ALLOWS YOU TO
DOWNLOAD MORE EXPERIENCES TO YOUR
HEADSET, OR VIDEO CONTENT FOR OFFLINE
VIEWING.

AUDIO

INTEGRATED STEREO SPEAKERS WITH 3D
SPATIAL AUDIO PLACES YOU IN YOUR SPACE
WITH 40% LOUDER AUDIO RANGE, BASS RANGE
AND OPTIMAL L/R MATCHING CAPABILITIES.
3.5MM AUDIO JACK FOR HEADPHONES AND
SOUND OUTPUT TO EXTERNAL AUDIO DEVICES.

DRAM

8GB. 33% MORE MEMORY COMPARED WITH
META QUEST 2, GIVING YOU MORE SUPPORT TO
PLAY YOUR FAVORITE APPS WITH OPTIMAL
PERFORMANCE.




LENS ADJUSTMENT

ACCOMMODATED IPD RANGE: 53-75 MM, WITH
MECHANICAL LENS SPACING ADJUSTMENT
WHEEL FOR SMOOTH ADJUSTMENT AND
BETTER VISUAL CLARITY.

OUR INNOVATIVE OPTICAL DESIGN ALLOWS FOR
AN EYE BOX THAT COVERS A WIDER RANGE OF
INTERPUPILLARY DISTANCES THAN EVER
BEFORE. USE THE TABLE TO UNDERSTAND IF
YOUR IPD IS WITHIN THE QUEST 3
ACCOMMODATED RANGE:

MECHANICAL LENS SPACING (MM)
DISTANCE YOU SEE IN HEADSET

58 (MIN)

59

60

61

62

63

64

65

66

67

68

69

70 (MAX)

IPD RANGE ACCOMMODATED (MM)

53-63

54-64

55-65

56-66

57-67

58-68

59-69

60-70

61-71

62-72

63-73

64-74

65-75




BATTERY LIFE
UP TO 2.2 HOURS OF USAGE ON AVERAGE
GAMING: 2.4 HOURS OF USAGE ON AVERAGE
SOCIAL: 2.2 HOURS OF USAGE ON AVERAGE
PRODUCTIVITY: 1.5 HOURS OF USAGE ON
AVERAGE

MEDIA: 2.9 HOURS OF USAGE ON AVERAGE

AS WITH MOST BATTERY POWERED DEVICES,
BATTERY LIFE IS DEPENDENT ON VARIOUS
FACTORS SUCH AS DEVICE SETTINGS, USAGE,
AGE OF BATTERY, BLUETOOTH USAGE, AND
WIRELESS CONDITIONS.

CHARGE TIME

APPROXIMATELY 2.3 HOURS WITH THE
INCLUDED 18W POWER ADAPTER (HEADSET
ONLY).

EASY CHARGING

BUILT-IN USB-C PORT FOR CHARGING AND
CONNECTIVITY. CONTACT PADS ON BOTTOM OF
DEVICE SIMPLIFY CHARGING, WHEN COMBINED
WITH THE EXTERNAL DOCK ACCESSORY
(AVAILABLE SEPARATELY).

CHARGING

COMFORT

PREMIUM SLIM DESIGN FOR BALANCED,
LIGHTWEIGHT COMFORT.

STRAP DESIGN

SOFT ADJUSTABLE STRAP ACCOMMODATES A
VARIETY OF HEAD SHAPES AND HAIRSTYLES;
HARD STRAP IS AVAILABLE AND SOLD
SEPARATELY.

DEPTH ADJUSTMENT

EASILY ADJUST THE FACIAL INTERFACE CLOSER
OR FARTHER FROM YOUR FACE TO IMPROVE
COMFORT AND FIELD OF VIEW.

HEADSET WEIGHT

515 GRAMS.

ERGONOMICS

TRUTOUCH VARIABLE HAPTICS PROVIDE
TACTILE FEEDBACK, ENABLING A MORE
HOLISTIC RANGE OF IN-EXPERIENCE
SENSATIONS SO YOU CAN TOUCH, MOVE AND
REACT REALISTICALLY WITHIN VIRTUAL
ENVIRONMENTS.

HAPTICS

2 RGB COLOR CAMERAS AND DEPTH
PROJECTOR FOR IMPROVED DEPTH AND
RESOLUTION.

MIXED REALITY
PASSTHROUGH




CONTENT LIBRARY

THOUSANDS OF EXPERIENCES. THERE'S
SOMETHING FOR EVERYONE TO DISCOVER IN
MORE IMMERSIVE WAYS, THANKS TO MIXED
REALITY AND BETTER PERFORMANCE ENABLING
FASTER LOAD TIMES, SEAMLESS PLAY AND
ULTRA-REALISTIC GRAPHICS.

MAPEAKOMENO
KAAQAIO ZYNAE2ZHX ME
YMNOAOTIZTH TOY IAIOY
KATAZKEYAZTH

MHKOz2: 5M

BAPOzZ: 224G

XPQMA: MAYPO

TYNOZ: ONTIKO KAAQAIO ME BYZMA TYPE-C
BANDWIDTH: 5GBPS

MAPEAKOMENH BAZH
ITHPIZHX KEQAAHZ

AIASTASEIS:
241MM(L)X173.1MM(W)X101.5MM(H)
BAPOZ: 331G

XPQMA: AZMPO

MMATAPIA: 7.68V/2330MAH/17.9WH

MAPEAKOMENH ©HKH
METAQOPAZ

AIASTASEIS 211(L)X127(W)X346(H)MM
YAIKO KATASKEYHZ TEOXA

BAPOZ 500G

MEFEQOS SYIKEYASIAZ
213(L)X137(W)X350(H)MM

A.14.24 BAXH XTHPIZHZ ANAKAASTHPQN OQTIZMOY

NPOAIATPADH ANAITHZH SYMMOP®QIH
BAPOS 0,7KG
MHKOS SE SYMMNTHZH 47CM
EAAXIZTO MHKOZ
YNO3THPIZOMENQN 47CM
ANAKAAITHPON
METIZTO MHKOS
YNO3THPIZOMENQN 122CM
ANAKAAITHPON
BASEIS STHPIZHS
ANAKAASTHPON ME EAATHPIO TA NMAXOS EQS 12MM
A.14.25 TPINOAO ITHPIZHE OQTISTIKOY
NPOAIATPADH ANAITHZH TYMMOP®QIH
WEIGHT 1KG
MIN HEIGHT 75 CM
MAXIMUM HEIGHT 211 CM

PAYLOAD

4 KG




TOP ATTACHMENT TYPE 19

AIR CUSHIONED YES

MALE ATTACHMENT2 3/8"/ 1/4"

LOAD CAPACITY AT 4 KG

MAXIMUM EXTENSION

MALE ATTACHMENT 16

CLOSED LENGTH 67 CM

COLOUR BLACK

COLUMN TUBE 25,22, 19, 16 MM

DIAMETER

FOOTPRINT MAX 70 CM

DIAMETER

LEG CROSS SECTION ROUND

LEG SECTIONS 3

STAND LEG SIZE B19MM

SUGGESTED WHEELS 17

WEIGHT 1KG

MATERIAL BASE ADAPTO

MATERIAL COLUMN ALUMINIUM
A.14.26 TPINOAO KAMEPAZ

NPOAIATPADH AMAITHZH ZYMMOP®QZH

SAFETY PAYLOAD 10 KG

UNI/PDR 105:2021

MAXIMUM HEIGHT 151 CM

(WITH CENTER COLUMN

DOWN)

BASE DIAMETER 60 MM

BUBBLE SPIRIT LEVEL 1

(NO.)

CARRYING BAG INCLUDED | NONE

CENTER COLUMN RAPID

UPPER DISC DIAMETER | 60 MM

COLOUR BLACK

LEG SECTIONS 3

TOP ATTACHMENT 1/4" SCREW

EASY LINK NO

FRICTION CONTROL NO

FRONT TILT -30° / +90°

MIN HEIGHT 5.5CM

INDEPENDENT PAN LOCK | YES

BALL LOCKING

NO




INDEPENDENT TILT LOCK | YES

LATERAL TILT -30° / +90°

LEG TYPE SINGLE

LEG ANGLES 25°,46°,66°,88°
LEG LOCK TYPE FLIP LOCK

LEGS TUBE DIAMETER

26, 22.5,19 MM

MATERIAL

ALUMINIUM, TECHNOPOLYMER

MAXIMUM WORKING 60 °C
TEMPERATURE

MINIMUM WORKING -30°C
TEMPERATURE

PAN DRAG NONE
PANORAMIC ROTATION 360 °
PLATE TYPE 200LT-PL
QUICK RELEASE YES

TILT DRAG NONE

A.14.27 OOONH A TV-WALL

NPOAIATPADH

ANAITHZH

ZYMMOPODOQzH

PANEL SPECIFICATIONS

SCREEN SIZE: 55 INCHES

PANEL TECHNOLOGY: IPS (IN-PLANE
SWITCHING)

ASPECT RATIO: 16:9

NATIVE RESOLUTION: 1920 X 1080 (FULL HD)

BRIGHTNESS (TYPICAL): 500 CD/M?

CONTRAST RATIO (STATIC): 1200:1

DYNAMIC CONTRAST RATIO: 500,000:1 (THE
LUMINOSITY RATIO OF FULL BLACK/FULL WHITE
COLOR ON VIDEO INPUT CONDITION)

VIEWING ANGLE (HORIZONTAL X
VERTICAL): 178° X 178°

RESPONSE TIME: 8MS (GRAY-TO-GRAY)




SURFACE TREATMENT: ANTI-GLARE WITH A
HAZE LEVEL OF APPROXIMATELY 3%

LIFE TIME (TYPICAL): APPROXIMATELY 60,000
HOURS

OPERATION HOURS: DESIGNED FOR
CONTINUOUS OPERATION UP TO 24 HOURS PER
DAY

BEZEL WIDTH:

BEZEL AND DESIGN

TOP/LEFT: 2.25 MM

BOTTOM/RIGHT: 1.25 MM

TOTAL BEZEL-TO-BEZEL WIDTH:
APPROXIMATELY 3.5 MM, ENABLING SEAMLESS
VIDEO WALL CONFIGURATIONS.

FEATURES
DEPTH: THE DISPLAY HAS A DEPTH OF
APPROXIMATELY 93.1 MM.
COLOR: THE BEZEL IS FINISHED IN A SLEEK
BLACK COLOR.
INPUTS:
HDMI PORTS: TWO (2) HDMI INPUTS
DISPLAYPORT (DP) INPUT
DVI-D INPUT
USB PORT
OUTPUTS:
DISPLAYPORT (DP) OUTPUT
CONNECTIVITY

EXTERNAL CONTROL:

RS232C IN/OUT

RJ45 LAN PORT FOR NETWORK CONNECTIVITY

POWER SUPPLY: OPERATES ON A VOLTAGE
RANGE OF APPROXIMATELY 100-240V AC, AT
EITHER 50HZ OR 60HZ.

POWER SPECIFICATIONS

TYPICAL POWER CONSUMPTION:
APPROXIMATELY 130W.




MAXIMUM POWER CONSUMPTION: UP TO
AROUND 150W.

A.14.28 BAZH A 4 OOONEZ TV WALL ME POAEX

NPOAIATPAQH ANAITHZH ZYMMOP®QIH
MEFEQOS
YNOSTHPIZOMENHS 32-55"
OGONHS
(MM) 200X200, 200X300, 200X400, 300X200,
YNOSTHPIZOMENO VESA | 300X300, 400X200, 400X300, 400X400,
400X600, 500X200, 400X400
METISTO BAPOS
ANAPTHSHS 1>0KG
TPOXO! 4
METISTO VESA 600X400
AIASTASEIS 1510X1050MM
A.15 EZONAIZMOZ STUDIO AIAOHMIZTIKHE GQTOrPADIAZ
A.15.1 3YSTHMA MANTOTPAGQN
MPOAIATPAQH ANAITHSH SYMMOP®QIH
NANTOTPAQOI 4
PATES 5
MHKO3 PAFQN 3M
MEFIZTO ‘OPIO 15KG
QOPTQ3IHS
MNANTOrPAQOY
NEPINAMBANEI 10X RETAINING PLATES
6X DOUBLE PULLEYS
4X SINGLE PULLEYS
10X TRACK END SOCKETS
32X CABLE CLIPS
4X SAFETY ROPES
A.15.2 BOHOHTIKO FPADEIO ®OPHTOY YMOAOTIZTH
MPOAIATPAQH ANAITHSH SYMMOP®Q3H
YAIKO METAAAO, MEAAMINH, MDF
E1AOZ YMOAOTIZTH




AIAZTAZEIZ

60X40X68-85CM

BAPOZX 5.6KG
A.15.3 ZKAMIMO
NPOAIATPA®H ANAITHZH ZYMMOP®DQZH
YWOz 65CM
YAIKA KATAZKEYHZ 80% MOAYMPOMYAENIO, 20% FIBER GLASS
XPHZH EXQTEPIKH KAI EZQTEPIKH
A.15.4 METAAAIKO MAPABAN
NPOAIATPA®H ANAITHZH ZYMMOPDQZH
YAIKO METAAAIKO
2 OWEQON (0).4
APIOMOZ OYAANQN 1
AIAZTAZEIZ
MHKOZ 175 CM
YWOz 180 CM
A.15.5 TPAMEZI STILL LIFE
NPOAIATPA®H ANAITHZH ZYMMOPDQZH
WEIGHT 28.26 KG
PAYLOAD 15 KG
HEIGHT 193 CM
LENGTH 129 CM
A.16.6 TIAE=ZITKAAZ AIAXYZHZ
@OUAANO TAEELYKAAG SLaxuong 200 cm x 122 cm x 0.3cm
A.15.7 ®OPHTOZ YNOAOTIZTHX
NPOAIATPA®H ANAITHZH ZYMMOPDQZH
AIAXTAIH OO0ONHZ 15.6"

ANAAYZH OOONHZ

1920 X 1080




ENEZEPTAXTHX

INTEL CORE 15-13420H 8C (4P + 4E) / 12T P-
CORE 2.1GHZE-CORE 1.5GHZ

ErKATEZTHMENH 16GB (1X8GB SOLDERED +1X8GB IN SLOT)
MNHMH

XAPAKTHPIZTIKA DDR4 - 3200MHZ

MNHMHZ

METZTH MNHMH

16GB

ENEKTAZIMOTHTA
MNHMHZ

MAXIMUM 16GB — 1 SODIMM SLOTS

ZKAHPOZ AlZKOZ

512GB M.2 SSD

KAPTA FTPADIKQN

INTEL UHD GRAPHICS

MNHMH KAPTAZ
rPAQIKQN

SHARED

AEITOYPTIKO ZYZTHMA

WINDOWS 11 PRO GR/EN 64-BIT

ONTIKA MEZA NOT AVAILABLE

AIKTYO ETHERNET 10/ 100 / 1000, WI-FI,
BLUETOOTH

WEB CAMERA 720P

MNATAPIA INTEGRATED BATTERY

I/O PORTS ETHERNET (RJ-45) X1, HDMI 1.4B X1, USB

2.0 X1, USB 3.2 GEN 1 X1, USB-C 3.2 GEN 1
(SUPPORT DATA TRANSFER, POWER
DELIVERY 3.0 AND DISPLAYPORT 1.2) X1,
HEADPHONE / MICROPHONE COMBO JACK
(3.5MM)

ENINPOZOETA

ONE MEMORY SOLDERED TO
SYSTEMBOARD ONE SLOT, DOLBY AUDIO
SPEAKERS, CAMERA WITH PRIVACY
SHUTTER, GREEK NON-BACKLIT KEYBOARD

EIMTYHZH (MHNES)

36

TYNOZ EITYHZIHX

ON SITE - PICK UP AND RETURN




A.16 METATPOMEAZ ZNEIPQMATOZ OAKOY

NPOAIATPADH AMAITHZH ZYMMOP®QIH
METATPOITH NIKON F-MOUNT TO SONY E-MOUNT
NIKKOR F LENS BUILD-IN WITH A MANUAL
COMPATIBLE WITH APERTURE RING (INCLUDING AF-D, AF, Al-S, Al &
NON-AI LENS)
ALUMINUM ALLOY AND BRASS CONSTRUCTION
MATERIAL WITH CHROMIUM PLATING
FELT MATERIAL FLOCKED INTERIOR TO REDUCE
INTERNAL BUILT INTERNAL REFLECTION
DUST AND MOISTURE RUBBER GASKET PROTECTS THE E-MOUNT
PROTECTION CONNECTION
SURFACE FINISH SATIN
DETACHABLE ARCA-TYPE TRIPOD FOOT
COMPATIBLE WITH ARCA SWISS, MARKINS, AND
TRIPOD MOUNT PHOTO CLAM BALL HEADS(CLAMP DIRECTLY OR
ATTACH TO QUICK-RELEASE PLATE BY A 1/4"-20
SCREW).
A.17 EZONAIZMOZ AM®DIOEATPON ISOTEIOY
MPOBOAIKO ME MAPEAKOMENO ®AKO KAl OOONH
NPOAIATPADH AMNAITHZH SYMMOP®QSH
TEXNOAOTIIA MPOBOAHS | 3LCD

ANAAYZH

WUXGA (1920 X 1200)

EFTENHX AOIroz

AIAZTAZEQN 16:10
AMOAOZzH ErXPQMOY

OQTIZMOY (LUMEN) ZE 7.000 / 4.900

KANONIKH/OIKONOMIKH
AEITOYPTIA

AOTOZ ANTIOEZHZ

OVER 5.000.000: 1

LASER / AIAPKEIA ZQH3
LASER (QPES) 3E

20.000 / 30.000




KANONIKH/OIKONOMIKH
AEITOYPTIA

MEFEOOZ EIKONAZ
(AIAFQNIA, INTZEZ)

50-1000"

Z00M

ONTIKO X 1,6

KATAKOPY®H AIOPOQZH
KEYSTONE

OPIZONTIA AIOPOQOZH
KEYSTONE

XEIPOKINHTH 45°
XEIPOKINHTH +30°

METATOMNIZH ®AKQOY

(KATAKOPY®H/OPIZONTIA) +67%/+30%
USB 2.0-A (2X), USB 2.0 TYPE B (SERVICE
ONLY), RS-232C, ETHERNET INTERFACE
(100 BASE-TX / 10 BASE-T), WIRELESS
AYNATOTHTA LAN IEEE 802.11A/B/G/N (OPTIONAL),
AIAZYNAEZHZ VGA IN, DVI IN, HDBASET, JACK PLUG

OUT, HDMI (HDCP 2.3), NEAR FIELD
COMMUNICATION (NFC), USB CONTENT
PLAYBACK, REMOTE

ZYNAEZIMOTHTA HXQOY

ITEPEOOQNIKH EZ0AOZ MINI

ANNA XAPAKTHPIZTIKA

BEATIQZH 4K, YNOZTHPI=H HDR,
YMNOZTHPI=ZH 21:9 AOTOY AIAZTAZHZ,
MHXANIKO ZOYM, EZTIAZH

KAl METATOMNIZH ®AKOY, MNHMH
OAKOY, ENIAOTEX ®AKOY ME
AYNATOTHTA ENAAAATHZ MOY
MEPINAMBANOYN OAKO UST
MHAENIKHZ

METATOMMIZHZ, MPOAIPETIKH KAMEPA,
KATAKOPYOH

MPOBOAH, ZIFTAZH HXOY/EIKONAZ,
ANANAPAIQIrH

MEPIEXOMENOY USB TA ENITPAD®EZ
XQPIZ MHIH,

ANAMEIZH AKMQN, AIOPOQZH
ZHMEIQY, AIOPOQZH KAMIMYAHZ
ENIOANEIAZ KAI TQNIAZ TOIXOY,
EFKATAZTAZH 360°

EMNINEAO ©OPYBOY (DB) ZE
KANONIKH/ OIKONOMIKH
AEITOYPTIA MIKPOTEPO
120
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BAPOZ (K.) MIKPOTEPO

150 17
KATANAAQZH IZXYOZ (W)
(KANONIKH/OIKONOMIKH 440/ 370

AEITOYPTIA) MIKPOTEPO
120

EITYHZH
BINTEOIMPOBOAEA

3 ETH (NA ENIBEBAIQNETAI ME ENIZHMH
AHAQZH TOY KATAZKEYAZTH)

OOONH

Image size 540x 303 cm
Format 16:9
Dimensions (cm) 550x358
Weight 49 kg

A.18 EZOMAIZMOZ EPTAXTHPIOY WHOIAKQN EKTYMQZEQN

EKTYNQTHZ METAAOY FORMAT

NPOAIATPADH ANAITHZH

ZYMMOPODQZH

MEOGOAOZ EKTYNQIHZ

PRECISIONCORE™ MICRO TFP PRINTHEAD

TEXNOAOTIA
®
MEAANICY ULTRACHROME® PRO12
PHOTO BLACK, MATTE BLACK, CYAN, LIGHT
COLOURS CYAN, YELLOW, VIVID MAGENTA, VIVID

LIGHT MAGENTA,VIOLET, ORANGE, GREEN,
GREY, LIGHT GREY

MINIMUM DROPLET 3,5 PL, WITH VARIABLE-SIZED DROPLET

SIZE TECHNOLOGY

INK TANK CAPACITY 700 ML

NOZZLE 800 NOZZLES BLACK, 800 NOZZLES PER
CONFIGURATION COLOR

PRINTING RESOLUTION

1.200 X 2.400 DPI




TYNOI XAPTIOY

A1 (59,4X84,1 CM), A2 (42,0X59,4 CM), A2+,
A2++, A3+, A3++, A3 (29,7X42,0 CM), Ad
(21.0X29,7CM), 17 " (43,2 CM), 24 " (61,0
CM), B2 (51,4X72,8 CM), B3 (36,4CMX51,4
M), B4 (25,7X36,4 CM), AO (84,1X118,9CM),
B1 (72,8X102,8 CM), 36 " (91.4 CM), 44 "
(111,8 CM)

KATAAAHAO NAXOZ
XAPTIOY

BORDERLESS PRINTING ON 0,08 MM - 1,5
MM 10 INCHES, 11.81 INCHES, 12.95
INCHES, 15.98 INCHES, 17.01 INCHES, 20.28
INCHES, 23.39 INCHES, 24.02 INCHES, 28.66
INCHES, 33.11 INCHES, 35.98

©OPYBOZX AEITOYPIIA

<7,5B (A)

MNHMH PRINTER

>2 GB

ESC/P-R, ADOBE® POSTSCRIPT 3°

2YNAE2E[2 (MPOAIPETIKA)

USB 3.0, ETHERNET (1000 BASE-T/ 100-BASE
AIAZYNAEZH TX/ 10-BASE-T)
OOONH LCD TYNOZz XPQMA, NINAKAZ AQHX
EFTYHSH 12 MHNEZ (NA EMNIBEBAIQNETAI ME

ENIZHMH AHAQZH TOY KATAZKEYAZTH)




